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For Customer: Approved by:Approval Date:

REV DATE DESCRIPTION REVISER

产品符合RoHS标准.

2.DIRECT VIEWING:6.

3.GPIO VOLTAGE:2.8~3.3V  BL VOLTAGE:3.3.

4.The measurement instrument is BM-7 luminance Colorimeter.

The height of measuring is 500 mm.The aperture is 1° field.

1.IC:ILI9341  SPI/MCU8BIT/MCU16BIT.

6.Operating Temp.: -20°C--70°C;Storage Temp.: -30°C--80°C

5.All radii without dimension R0.3 .

NOTES:

14.7.15

VIEW DIRECTION
SCALE PAGE DATE EDITION

Customer Model NO.

CHECKAPPROVAL DESIGN EDITIONDrawing NO:

1:1 1/1

0.31

FORWARD CURRENT=120mA %80Uniformity(均匀度)

FORWARD CURRENT=120mA

FORWARD CURRENT=120mA

FORWARD CURRENT=120mA

FORWARD CURRENT=120mA

3.4

0.31

COLOUR COORDINATE Y

COLOUR COORDINATE X

V

UNITMAX

--

cd/m2

nm

TEST CONDITIONSPARAMETER

-

FORWARD CURRENT=120mA

TEMPERATURE = +25°C

LUMINANCE(平均和中心亮度)

FORWARD VOLTAGE

PEAK WAVE LENGTH

MIN

3.0

0.26

0.26

Typ

3.2

-

-

-

--3500

BA C ED GF IH J

10

9

8

7

6

5

4

2

3

1

If=90mA(Constant current) Vf=3.3V(TYP)

55.04

52.94±0.2

48.60±0.2

1.05

3.22

1.46

7
7
.
7
0

7
1
.
2
5
±
0
.
2

6
4
.
8
0
±
0
.
2

2
.
1
2

3
.
7
2

51.042.00

5
0
.
1
2

A

K1

K2

K3

K4

K5

K6

A
K1 K6

2.25

双面胶 T=0.05 4
0
.
0
0

4
.
8
1

5
0
.
1
2

401

单层区

4
1
.
8
7

27.52

10.25

20.50

19.50

A

K1

K2

K3

K4

K5

K6

AK1K6

40 1

4
0
.
0
7


	Contents
	Specification of  INANBO-T32C-V2
	1. General Description:
	2. General Feature:

	3.  Block diagram
	5. ELECTRICAL CHARACTERISTICS:
	DC CHARACTERISTICS
	Backlight CHARACTERISTICS  ( IF = 75)

	6. ABSOLUTE MAXIMUM RATINGS:
	7.   Timing Characteristics
	7.1  80-system bus interface operation
	7.2 Resetting

	8. Electro-Optical characteristics .
	9. APPLICATION CIRCUIT
	10. INITIAL CODE
	11.  RELIABILITY TEST
	11.1 Environment test
	11.2 Touch panel test
	11.3 Ultraviolet radiation irradiation test

	12. Quality Guaranty
	12.1 Manufacture assurance
	12.2 Inspection environment condition
	12.2.1 Temperature and humidity：Room temperature(23±5℃)/ less than 70％RH.
	12.2.2 Vision inspection distance：30cm at the upright direction
	12.2.3 Inspection method：
	12.2.3.1 The appearance inspection should be performed under a daylight lamp (Power of 40W/ Distance of 1.5m will be a standard at any disputation)
	12.3.2.2 During the electrical functional test and the screen defect inspection，the LCD should light electrically and the environment light should be avoided with a lens hood or the test is performed under a dark condition


	12.3 Sample plan：GB/T2828-03(Ⅱ)   AQL=1.0
	12.4 Dimension measurement
	11.4.1 Sample size：5pcs per shipment lot
	11.4.2 Criterion：Verify the important dimensions according to the appropriate drawing if needed and

	12.5 Appearance inspection
	12.5.1 General Parts:





