FHESE
aLEVETOP

High Performance TFT-LCD Graphics Controller

Application Notes

V1.1B

www.levetop.cn

Levetop Semiconductor Co., Ltd.


http://www.levetop.cn

JLT768x LT768x Application Notes

Directory

1. Preface .................................................................................................................. 7
1.1 Description ....................................................................................................................... 7

1.2 System Architecture ....................................................................................................... 8

2. Model Options ................................................................................................... 9
3 Reset ................................................................................................................... 12
3.1 Power_on Reset ............................................................................................................ 12

3.2 External Reset ................................................................................................................ 12

3.3 Software Reset .............................................................................................................. 13

3.4 Test Signals .................................................................................................................... 13

4' Clock Settlng .................................................................................................... 14
4.1 Clock and PLL ................................................................................................................ 14

4.2 Clock Initialize ............................................................................................................... 16

5' MCU Interface Settlng ................................................................................... 17
5.1 MCU Interface ............................................................................................................... 17

5.2 8_bit 8080 Interface ..................................................................................................... 20

5.3 16_bit 8080 Interface ................................................................................................... 22

5.4 SPI Interface ................................................................................................................... 23

5.5 Izc Interface .................................................................................................................. 25

6. Display Memory Setting ............................................................................... 27
7. LCD Panel Interface ........................................................................................ 29
7.1 RGB Type TFT Interface .............................................................................................. 29

7.2 LCD Settlng .................................................................................................................... 32

8. Dlsplay Functlons .............................................................................................. 33
8.1 Dlsplay Wlndows .......................................................................................................... 33

8.1.1 Main Window Settlng ................................................................................................................. 33

8.1.2 Canvas Window Settlng ............................................................................................................. 34

8.1.3 Active Window Settlng ............................................................................................................... 34

L768_AP-Note_ENG / V1.1B
- |
©Levetop Semiconductor Co., Ltd. Page -2-



JLT768x LT768x Application Notes

8.2 MCU Write Data to Dlsplay RAM :eeeereeeessessuneensmmuiiiiiuiieiiiuiieiiiiesmiieesiomeieesns 35
83 ShOW Picture on Main WindOW ................................................................................ 36
84 Picture_In_Picture (PIP) ............................................................................................... 38
85 Image Rotate and Mirror ........................................................................................... 39
8.6 DiSplay COlOr-Bar- - twssrerssstesssetiussetinis ittt 40
9. GeometrIC Dranng ........................................................................................... 41
91 DraWing Line .................................................................................................................. 41
9.1.1  Drawing @ TRIM Lim@e«- s s rreeesssserereeessss s 41
9.1.2  Drawing @ THICk Lin@: s seeesssereessssseress ettt 41

92 DraWing CirCIe ............................................................................................................... 42
9.2.1 Drawing @ HOlOW Cirgl@: s reesssrrressssssrenssssssiiis s 42
0.2.2  Drawing @ SOlid Cirgl@: - serresssreeessssseieiss ettt 42
9.2.3 Drawing a Solid Circle With Frame:« s 42

9.3 DIaWing Ellips@:« s ressessssseeeseesssssesiiiussiisstiiiiss i 44
9.3.1 Drawing a HOlOW Ellps@:  --sssssserereessssseremuesssntiiniisi it 44
9.3.2  Drawing @ Solid Ellips@: +srresssssereesssssreeissistinissistiiis it 44
9.3.3 Drawing a Solid Ellipse With Fram@:« e 44

94 Drawing Rectangle ...................................................................................................... 46
9.4.1 Drawing a HOllOW ReCtangle:««  wssssrreeesssisiiiiiisiiis i 46
9.4.2 Drawing a Solid Rectangle:«« - trresssrrressistriissiiis i 46
9.4.3 Drawing a Solid Rectangle with Frame: i 46

95 Drawing Rounded—RectangIe ................................................................................... 48
9.5.1 Drawing a Hollow Rounded-Rectangle:« i 48
9.5.2 Drawing a Solid Rounded-Rectangl@: i 48
9.5.3 Drawing a Rounded-Rectangle with Frame:« i 49

96 DraWing Triangle .......................................................................................................... 50
9.6.1 Drawing @ HOlIOW Triangle:«« s eeeesssereessssiimissistinisi i 50
9.6.2 Drawing a Solid Triangl: s serrreessssssrreeessiiriiss i 50
9.6.3 Drawing a Solid Rectangle with Frame: e 51

0.7 DIFAWING CUIV@:++resssseeessseeess s 52
9.7.1 Drawing an Upper-Left CUV@: ettt 52
9.7.2 Drawing @ LOWEr-Left CUIV@: - reresssssereresssriis i 52
9.7.3 Drawing an Upper-Right CUry@: e 53
9.7.4 Drawing @ LOWer-Right CUV@:« - rwsssssrreeesssiriiss i 53

9.8 Drawing 1/4 Ellips@:- - wesseeessseesssteisitimiitiiiitiis s 54
9.8.1 Drawing an Upper-Left 1/4 Ellipse: - wwsrreusssrremsssiriisisiiiisiiiis 54

L768_AP-Note_ENG / V1.1B
- |
©Levetop Semiconductor Co., Ltd. Page -3-



JLT768x LT768x Application Notes

9.8.2 DraW|ng an LOWer‘Left 1/4 E||Ipse .......................................................................................... 54
9.8.3 Drawing an Upper-Right 1/4 EIlps@---ssmmimiisisisisisisississrrisssssssssss 55
9.84 Drawing an LOWer-Right 1/4 Ellips@: s wwwrrrrssssssssmmsssssrersssssssssissssssssssssssssss 55

9.9 Drawing QuUadrilateral - et 56
9.9.1 Drawing a Hollow QUAdFilaterals -+ wwrrrrsssssssmmsissreresssssssssssssesss s 56
9.9.2 Drawing a Solid QUAadrilateral -« 56
9.10 Drawing Pentagonal: -« et 57
9.10.1 Drawing a Hollow PENtagOnal- s 57
9.10.2 Drawing @ SOlid PENtagONal-+sssssssssssssssssmmmmimiisiississsssisisssrsrs 57
9.11 Drawing Cylinder ...................................................................................................... 58
9.12 Drawing CUD@: e+ v eemeemreee ettt 59
9.13 Drawing Table: ettt 60
10. Block Transfer Engine(BTE) ............................................................................ 61
10.1 BTE Operation G Yo =T P 61
10.2 BTE Operation Detail- -« 63
10.2.1 MCU WIILE With ROP:--+wssesesessersersriirieisiesse s 63
10.2.2 Memory COpY (MOVE) With ROP:wwwssrsrerrrrrerreresissssssssssssssssssssssssssssss 65
10.2.3 MCU erte W|th Chroma Key (W/O ROP) ............................................................................... 68
10.2.4 Memory Copy with Chroma Key (W/0 ROP): - wwwwwwsssrsrrrerrrrresissssssssssssssss 70
10.2.5 Pattern Fill With ROP: -+ rsrrsreereuessesmemissieisiesse s 72
10.2.6 Pattern Fill With CRroma Key: s 74
10.2.7 MCU Write With COlOr EXPanSiQn:«-----ssssssmmmsssseeresssssssssssssssssees s 76
10.2.8 MCU Write with Color Expansion and Chroma Key: s 80
10.2.9 MemOry COPY With OP@City---sssssmmsssrrrrrssssssssssissssrre s 81
10.2.10 ) e 1011 | OO OO 86

11. Display TEX o ovvveeeeeeeeesmmreet e 88
11.1 Use Embedded Character FONt: -« tereremremrerenaniniiniisiesieeieieienieie s 88
11.2 Create Chinese FONt Library: i, 89
11.2.1 Gt FOME LiDraryrrsssssssseeseeeesssssssssmisssses e 89
11.2.2 Save B|n Flle Of Font .................................................................................................................... 89
11.2.3 Display Chinese Font (16%16, 24%24, 32%32)smmmmmmmmmmsmimsississsrirsssssssssssssss 89
11.2.4 Display Chinese FONt (48%48, T2K72)s+++sssssssmmmmmsssssssssssssssrssirrisisisssssssssssss 91
11.2.5 LIN@ SP@CIMGJ---rrr++++++75reeeeeeeee s 93
11.3 Create Bin File Of FONt: -« wrrrrrererrerrerenenininisieieieesesie s 94
12. Display CUISOI o+ erreereees s sttt 08

L768_AP-Note_ENG / V1.1B
- |
©Levetop Semiconductor Co., Ltd. Page -4-



JLT768x LT768x Application Notes

13.
14.

15.

16.
17.

18.

19.

12.1 Dlsplay TEXT CUISOI - rrrerrrrrrrrrererre e 98
12.2 DISplay Graphic CULS O e ererrereeesrrm sttt sttt st 101
12.3 Graphics Cursor Generation TOOI ...................................................................... 104

12.3.1 Create GraphiCs CUPSOE: s st 104

12.3.2 Import and Modify the Graphics CUPSOr: s 106
PWM Settlng .................................................................................................... 108
Power_on DISp|ay ............................................................................................ 111
14.1 Sett|ng The Power-on Boot Loader ................................................................... 114
SP| IMASHEI:++++++++++eserseresesseresesseritasetitstetet ettt ettt 120
151 DMA Transfer of SPI FIaSh ................................................................................... 120

15.1.1 DMA Transmission of Serial Flash in LIN@ar Mode-erssimmeerisssiiieeeess 121

15.1.2 DMA Transmission of Serial Flash in Block Mode: -+ e 123
15.2 Create Image Bin Flle for SPI FIaSh .................................................................... 125
15.3 Create GIF's Bin Flle ............................................................................................... 130
154 The Combination of Bin Fil@sg: - --sssseeeeeremmmmi, 135
15.5 How The Program Calls The Bin File of SPI Flash: - eeeeeeeeseineececnienne. 138
TOUCh Panel |nterface .................................................................................... 140
POWET MANAGEMENE:-+++++++:rseessssersssesisssississsasiiss i 141
17.1 Normal Mod@: e 141
17.2 Standby MO @ e 141
17.3 Suspend MO @ e 141
17.4 Sleep Mode .............................................................................................................. 142
17.5 Wake Up ................................................................................................................... 142
STM32+LT768X Demo Board::-cocoreeeereesrereren 143
18.1 PCB Interface ........................................................................................................... 143
18.2 Circuit Diagram ....................................................................................................... 144
18.3 Demo Program ........................................................................................................ 144
184 SPI FIaSh Programming ......................................................................................... 144
STC51 +LT768X Demo Board ....................................................................... 146
19.1 PCB Interface ........................................................................................................... 146

L768_AP-Note_ENG / V1.1B

- |
©Levetop Semiconductor Co., Ltd. Page -5-



JLT768x LT768x Application Notes

19‘2 Circuit Diagram ....................................................................................................... 147
19.3 Demo Program -------------------------------------------------------------------------------------------------------- 147
194 SPI FIaSh Programmlng ......................................................................................... 147
20 LT768O SPI Demo Board .............................................................................. 149
20.1 PCB Interface ........................................................................................................... 149
20.2 Circuit Diagram ....................................................................................................... 149
20‘3 Demo Program ........................................................................................................ 149
20‘4 SPI Flash Programming ......................................................................................... 150
20.5 Use External MCU ................................................................................................... 150
21. Use LT7681/7683/7686 to Make Standard TFT Module (LCM):------+- 151
21‘1 Block Diagram ......................................................................................................... 151
21.2 Schematic Diagram ................................................................................................ 153
21.3 The Programming Of SPI Flash --------------------------------------------------------------------------- 153
22. Use LT7680 to Make Standard TFT Module (LCM):-weeeeeeeeeeemeenennenneeene 154
22‘1 Block Diagram ......................................................................................................... 154
22.2 Schematic Diagram ................................................................................................ 156
22.3 The Programming Of SPI Flash --------------------------------------------------------------------------- 156
224 The Method of 4-wires SPI Transfer to 3-wires SPIL-+wweeereeseereseseeeennenne. 157
23 Functlon lerary Descrlptlon ......................................................................... 158
23.1 Function Library ...................................................................................................... 158
23.2 Application Software ............................................................................................. 158
24 Functlon lerary LISt ....................................................................................... 159
O Version HisStory ... 164
€D COPYFGNE NOLICE ....eveiiiieiiii ettt 164

L768_AP-Note_ENG / V1.1B

- |
©Levetop Semiconductor Co., Ltd. Page -6-



JLT768x LT768x Application Notes

1. Preface

This application note mainly describes the hardware interface, software libraries of LT768x, and the
realization of the internal function. At the same time with Levetop’s demo program, function library, and
schematic diagram, so that the TFT module factory or system designer can be quickly set up the design
environment of LT768x and develop their application that with TFT panel product. Meanwhile, can be easily
started and shorten the time to explore LT768x.

1.1 Description

In the last few chapters of this manual, we also introduce our STM32+LT768x demo board and
STC8051+LT768x demo board. We also provide a reference design for TFT module maker, and show
the notice of design skill. And make a detail description for user that about how to programming BIN file
to SPI Flash.

The software library and circuit schematics used in the manual are free and open, including the register
control software of LT768x. And we also provides demo program that created by commonly used STM
32-bit MCU, and STC8051 8-bit MCU. Meanwhile, we provide a dedicated program
LT IMAGE_TOOL.EXE that can be used to make BIN file of pictures, BIN file of Chinese font, and the
integration tool of BIN files. The detail operation flow of this program is described in this application
manual. For the schematic diagram of LT768x, we provide a schematic diagram of the STM32F103VE
and STC8A8K64S respectively representing the 32-bit/8-bit MCU and the LT768x connection. This
application note also including the reference schematic diagram of LT768x for design-in TFT module.
These software and hardware resources are fully open to the user. The relevant data files can be
downloaded from our company's website (www.levetop.cn) or contact with our sales person.

l:rLEVETOP
LT 76

TFTLCD
Controller

LT768x
y 2D LCD
8/16bit MCU TFT 57
e SPI/12C Y E BitBLT | || Driver I/F #ENE TFT Panel
1
v
Register | e 2 A~
g Master SPITE SPI Flash
Font ROM
RAM | [oe|[oo] [PLEonEROM]
i | I 0 | b > PWM pwmAE | Back-light
Key-Scan| [Gen.| |POR

Figure 1-1: Internal Block Diagram of LT768x
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1.2 System Architecture

TFT display is the image data converted into electrical signals, and then through the TFT driver
continuous scan and transmit these signals to the LCD panel. As a result of the continuous transmission
of scanned data, and the visual retention effect of human eyes, so that we can see the stable and fully
image from the TFT panel. But, because the TFT driver does not have data store function, so the TFT
driver must continuous get the dynamic or static image data from the system side (such as MCU). The
main function of TFT controller is used to assist the system, to provide the image data for TFT driver. And
keep the image data can be continuous and successfully uploaded to the TFT panel.

LT768x is a high-performance TFT-LCD graphics Accelerated display controller. In addition to assist
the MCU transfer display data to TFT driver as above mention, LT768x also provides 2D graphics
acceleration, PIP (picture-in-picture), geometric graphics and other functions. In order to reduce the
time taken by MCU to transmit image data, LT768x also provides SPI Master Interface which will
present image data of SPI Flash, such as pictures, fonts, etc. that will be used in the application. The
SPI Master provides DMA transfer mode that means it could quickly get data of SPI Flash then save to
the embedded display RAM of LT768x. The LT768x will then transmit the specified display memory
data through the RGB interface to the drive inside the external TFT panel according to the selected
display window. Therefore, LT768x not only enhance the display performance, but also greatly reduce
the MCU processing graphics display burden.

Even when the system only using 8bits MCU, it can be done with a TFT display scheme when use
LT768x TFT controller. The following diagram is the basic application architecture for LT768x:

MCU LT768x TFT Panel
Parallel / Serial TFTRGB
Interface Interface
DB Data DB PD R:G:B R/G/B
_ ControlSignals Control Signhals .| HSYNC, VSYNC
SPI/I12C |« »| SPI/12C *| PCLK, PDE
NTR [ INT i »| Back-Light
SPI-2,12C
7'y
| Touch Panel
SPI Flash
»| SPI/I2C
(FFE | BEEEF)

Figure 1-2: System Architecture of LT768x

LT768x provides 2 sets of SPI master interfaces and 1 set of 12C interfaces. If the system want to provide
touch screen function, the interface of touch controller can also connect to 12C or SPI interface of LT768x, and
then by the MCU through the LT768x MCU interface to read or control the touch controller. This will simplifies
the interface of touch controller connection.
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2. Model Options

Table 2-1: LT768x Model Options

Support Feature.s LT7680A LT7680B LT7681 LT7683 LT7686
Items Function
Package LQFP / QFN QFN-68 QFN-68 LQFP-128 LQFP-128 LQFP-128
Resolution/Max. 800*600 480*320 640*480 800*600 1280*1024
LCD Spec. Colors 262K 262K 16.7M 16.7M 16.7M
TET Interface RGB RGB RGB RGB RGB
(18bits/Max) (18bits/Max) (24bits/Max) (24bits/Max) (24bits/Max)
Display RAM Embed. RAM Size 64Mbit 64Mbit 128Mbit 128Mbit 128Mbit
Layers 7 Layers/Min 12 Layers /Min | 18 Layers/Min | 11 Layers /Min | 4 Layers /Min
8080 8bit \Y \Y \Y
6800 8bit V V V
8080 16bit V V V
MCU Interface 6800 16bit Y \Y \Y
3 wire SPI V V V V V
4 wire SPI \Y V V
12C \ Vv \Y \Y \Y
(OMA Flaery 26) 2 2 V@ V@
Others 12C Master V V V
Interface PWM O/P 2 2 2 2 2
GPIO O/P 7/max 7/max 28/max 28/max 28/max
Smart Key-scan 555 5 5
2D BTE Engine V V V V V
Geometric Drawing
Engine \Y \Y Vv Vv Vv
Polygon Drawing \% \% \% V Vv
Picture in Picture Vv Vv v Vv Vv
(PIP)
Graphics Virtual Display V V Vv Vv Vv
Features Vertical Scrolling V V \% \Y \
Horizontal Scrolling \Y \Y V V V
Mirror and Rotation V V V V V
Alpha-Blending V V V Vv Vv
Graphic Cursor V V V V V
Power-on Display V V Vv Vv Vv
Color-Bar Test V V V V V
Embed. ISO/IEC 8859 ISO8259 1SO8259 1SO8259 1SO8259 1SO8259
Ext. Font v v v v v
(ext. SPI Flash)
Text Features Text Enlargement 4*4 4*4 4*4 4*4 4*4
Text Rotate Vv V V V V
Text Cursor \ V Vv \Y \Y
r-defin
U:;a‘::cte‘:d v v Vv v v
Sleep Mode Vv Vv v v v
Power (Standby/Suspend/Sieep)
Power Source 3.3V 3.3V 3.3V 3.3V 3.3V
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LTLEVETOP aLEVETOP

LT7680A
'Y

LT7680B
(]

Figure 2-1: LT768x Series

B (7 everor |

LT 7681

l:r LEVETOP

“TLEVETOP :
LT 7683 : "

LT 7686

The LT768x of the same package are compatible. For example, LT7681, LT7683 and LT7686 are all 128Pin
LQFP packages, and their pin-assignments are compatible. The LT7680A and LT7680B are 68Pin QFN
package, their pin-assignment are also compatible. The resolution is backward compatible. For example, the
resolution of the LT7686 is 1280%1024, it can also be used on the lower resolution of the TFT screen.

The LT7680 is a 68Pin QFN (8mm*8mm) package with a smaller dimension. It can be used in the system
PCB board or LCM PCB, also be welded on FPC to make a standard TFT module that with SPI interface, as
shown in Figure 2-2 below. The designers can be also use the standard TFT module plus LT768x control
board to integrate a standard TFT module with TFT controller, so that most of the 8/16/32bits microcontroller
can be used and control the TFT panel directly, as shown in Figure 2-3.

Record Table
Progress Bar-1
Progress Bar-2
£ Ry Temperature
v oy ]
POWER 5 4 1 100°C
D X
. 2= =10 [L b 60°C
L =11 s
Va Ry
ON 0 12 - ‘
Voltage Level Strength Level -
LT 7680
{QFN-68pin)

il

Figure 2-2: Standard SPI Interface TFT Module with LT7680
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SPI, 8/16bits
MCU I/F

Figure 2-3: Standard TFT Module with LT7681/7683/7686

LT768x is controlled by the MCU, so it can also be placed in the main control board of system, and then
connect with the standard RGB type TFT Panel. Show as below Figure 2-4.

Fanspeed

' : i3 -~ Temperature
.\ I - -
TN =
- Sy = g |
. - . I8 =
L ~u e
m o 2 -

LCD Module

MCU

Figure 2-4: Design-in LT768x on System Board
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3. Reset

3.1 Power-on Reset

LT768x embedded a Power-On-Reset for core system. It is an active low signal and may output to
external circuits by RST# pin to synchronize whole system. When system power (3.3V) on, internal
reset will active until internal power stable and then de-active after 256 OSC clocks.

3.2 External Reset

External reset signal RST# allows LT768x to synchronize with external systems. The external reset
signal must stabilize at least 256 crystal (OSC) clocks to be recognized, as shown in Figure 3-1. The
MCU should check the BIT1-working mode status indication bit of the state register STSR before
starting to set the LT768x to ensure that LT768x is currently in "Normal Running State". External reset
can be power-on reset or through the MCU I/O port for hardware reset, as shown in Figure 3-2, Figure

3-3.
RST#
osCCLk (11t tt1rttrrtert o
fo————— 256Clocks ——* ]
Figure 3-1: External Reset Signal - RST#
LT768x MCU LT768x
VDD VDD
10K 1OK%
RST# GPIO »| RSTH#
TEST2 TEST2
1uF TEST1 TEST1
l TESTO TESTO
i 4 v
Figure 3-2: External Reset (1) Figure 3-3: External Reset (2)
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3.3 Software Reset

If the Host write registers REG[00h] bit0 to 1, the LT768x will be reset by software. The software reset
will only reset the internal state machine of LT768, and the other registers values will not be affected or
cleared. After the software reset is complete, the REG[00h] bit0 will automatically be cleared to 0.

To perform a software reset, simply call the following function:

void LT768_SW_Reset(void);

3.4 Test Signals

TEST[2:0] are the test signal of LT768x, which is provided to the LT768x for use during testing and
should be connected to the ground (GND). As shown in above Figure 3-2 and 3-3.

In system off state, if you want to update the SPI Flash data which connect SPI master interface of
LT768x, you can connect TEST[2] to low, TEST[1] pin to high, then LT768x will into TEST mode and
disconnect the external SPI Flash. This action will allow the data to be programming to SPI Flash
without being affected by LT768x. Please refer to Sections 18.4, 19.4, 21.3, and 22.3 of this manual.
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4.

Clock Setting
Clock and PLL

The LT768x needs an external clock or 10MHz crystal oscillator as the clock source of three internal
PLL. (Refer to Figure 4-1 to 4-3) The three PLL will generate thee different clock as following:

B CCLK: Used for Core Clock. Maximum is 100MHz.
B MCLK: Used for Display Memory Clock. Maximum is 133MHz.
B PCLK: Used for TFT Pixel Clock. Maximum is 80MHz.

LT768x

XI
15p M

=
10MHz | 15p

PLL Block

X0

osc

CCLK

CPLL —> To

MCLK

MPLL —— To

PCLK

Core Logic

Display RAM

PPLL

00

Figure 4-1: Clock Diagram of LT768x(1)

g~ 1oMHz 22

Clock
Gen. M

LT768x

Xl

X0

PLL Block

0SsC

CCLK
CPLL

— MPLL
PCLK

— To Core Logic

MCLK
— To Display RAM

» To TFT Driver

dd

PPLL

Figure 4-2: Clock Diagram of LT768x(2)

MCU

8~12MHz
PWM

LT768x

» To TFT Driver

PLL Block

Xl

X0

CPLL

0SC || MPLL

CCLK

— To Core Logic

MCLK

— To Display RAM

PCLK

PPLL

uldd

To TFT Driver

Figure 4-3: Clock Diagram of LT768x(3)
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The three PLL are operation independent. The PLL output frequency is calculated from the following
formula:

Four=XI*(N/R)+OD
In above formula, Xl is the external 10MHz oscillator input. The input frequency "XIN/R" is no less than
1MHz, and the default value is 1MHz. “R” is Input Divider Ratio, it between 2 ~ 31. “OD” is Output

Divider Ratio that has to set 1, 2 or 4. “N” is the Feedback Divider Ratio of Loop that indicated by 9bits
which between 2 ~ 511.

Table 4-1: PLL Register Setting (1)

R[4:0] In%t;tt iIc))izlri{c)ler N[8:0] Feedé)aatci:cl,( ?'\}\)lider
00010 2 000000010 2

00011 3 000000011 3

00101 4 000000101 4

11101 29 111111101 509

11110 30 111111110 510

11111 31 111111111 511

Table 4-2: PLL Register Setting (2)

OD[1:0] Input D(i(\;ig)er Ratio
00 1
01 2
10 3
11 4

For example, Xl is 10MHz, R[4:0] is 01010 (i.e. 10), N[8:0] is 100000000 (i.e. 256), OD[1:0] is 11 (i.e.
4), then:

Four = 10MHz * (256 / 10) + 4 = 64MHz
The three clock frequency rule of LT768x is as following:

1. CCLK*2 >= MCLK >= CCLK
2. CCLK >= PCLK™*.5

Usually TFT panel manufacturers will be based on its TFT characteristics to inform the best display of
Pixel Clock (PCLK). Therefore, according to the requirements of the PCLK to complete the register
setting. Then, according to the above criteria to setup frequency of CCLK and MCLK. Depending on the
LCD screen, you need to set different parameters.
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4.2 Clock Initialize

You can modify the relevant parameters of Lt768_lib.h header file to setup the three clocks.

//Resolution

#define LCD_XSIZE_TFT
#define LCD_YSIZE_TFT
//Parameters

#define LCD_VBPD
#define LCD_VFPD
#define LCD_VSPW
#define LCD_HBPD
#define LCD_HFPD
#define LCD_HSPW

1024
600

20
12

140
160
20

The Pixel Clock (PCLK) can be obtained according to the above 6 parameters, the specific formula is

as follows:

PCLK = (LCD_HBPD + LCD_HFPD + LCD_HSPW + LCD_XSIZE_TFT) * (LCD_VBPD + LCD_VFPD +
LCD_VSPW+LCD_YSIZE_TFT) * 60;

When the above 6 parameters are set, call the function directly:

void LT768_PLL_lInitial(void)

Because the function has used above formula to calculate the frequency, so you can easy to set up the
three clocks that based on these 6 parameters in Lt768_lib.h header file.
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5.

MCU Interface Setting

5.1 MCU Interface

LT768x provide 8bits or 16bits parallel mode, serial SPI mode, and [2C mode for Host's
communication. These interface modes are setup by PSM[2:0] pins:

Table 5-1: MCU Interface Mode

PSM[2:0] MCU Interface

00X 8bits or 16bits 8080 Parallel Interface Mode

01X 8bits or 16bits 6800 Parallel Interface Mode

100 3-Wire SPI Mode

101 4-Wire SPI Mode

11X 12C Mode

When using the Parallel Host mode, 8bits or 16bits data transfer is determined by the bit0 of Register
REG[01h]. When this bit0=0, then 8bits data transfer was selected. And if this bit0=1 then 16bits
selected.

The LT768x series support different Host interfaces. For example, LT7680 is a 68pin QFN chip, which
only supports serial SPI and I12C mode. The following table is Host interface supporting list for LT768x
series:

Table 5-2: MCU Interface Supporting List of LT768x Series

LT7681
No. Host Interface Mode LT7683 LT7680

LT7686

1 8bits 8080 Parallel Interface Mode v

2 16bits 8080 Parallel Interface Mode v

3 8bits 6800 Parallel Interface Mode v

4 16bits 6800 Parallel Interface Mode v

5 3-Wire SPI Mode v v

6 4-Wire SPI Mode v

7 I12C Mode v v

In LT7680, the PSMJO0] pin already connected to GND within the LT7680, while PSM[2] must pull-up to
VDD. When PSMJ[1] = 0, then the Serial SPI mode was selected. When PSM[1] = 1, serial 12C mode
was selected.
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The following are the reference circuit for different MCU interface:
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Figure 5-1: 8080 Parallel Mode Interface
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Figure 5-2: 6800 Parallel Mode Interface
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Figure 5-3: 3-Wire SPI Interface
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Because the different MCU interfaces cannot be used at the same time, so LT768x provides a shared
pin mode. When use Serial Mode, the other parallel pins can also be set to GPIO use. Please refer to

MCU
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Figure 5-4: 4-Wire SPI Interface

VDD

LT768
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12CA[1]

|

12CA[0]

» SCLK

SDA

125D

INTR

-~

INTH

RES

the following table:

RST#

12CA[5]
12CA[4]
12CA[3]

PSM[2]
PSM[1]
PSM[O]

Figure 5-5: 12C Interface

Table 5-3: The Pin Definition of Host Interface

Pin 8080 I/F 6800 I/F SPI SPI e
Name | g.pits | 16-bits | 8-bits | 16-bits | 3-Wires 4-Wires
DB[15:8] - - GPIOA[0:7] | GPIOA[0:7] | GPIOA[0:7]
DB[7] SCLK SCLK SCLK
DBI[6] GND SDI 12C_SDA
DB[15:0] DB[15:0]

DB[5] | DB[7:0] DB[7:0] SD SDO I2CA[5]
DB[4] Scs# Scs# 12CA[4]
DB[3:0] GND GND 12CA[3:0]
CSt CS# CS# GPIB[0] GPIB[0] GPIBI[0]
RD# RD# EN GPIB[1] GPIB[1] GPIB[1]
WR# WR# RW# GPIB[2] GPIB[2] GPIB[2]

AO AO AO GPIB[3] GPIB[3] GPIB[3]
INT# INT# INT# INT# INT# INT#
WAIT# WAIT# WAIT# - - -
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5.2

8-bit 8080 Interface

Regardless of the interface, these interfaces primarily implement the functions of the following five
functions. And LT768’s other functions are based on the above five functions to achieve.

1.
2.
3.
4,
5

~

void LT768 _CmdWrite(u8 cmd);

void LT768_DataWrite(u8 data);

void LT768_DataWrite Pixel(u16 data);
u8 LT768_StatusRead(void);

u16 LT768_DataRead(void);

// Write Command to LT768
// Write Data to LT768

// Write Pixel Data to LT768
// Read Status Register Data
// Read Register Data

When using the 8-bit 8080 interface, be aware that you must set the REG[01h] bit[0] to 0 (Host bus is
8bit) when initializing, otherwise the pixel data will be garbled.

B Use STM32's FMSC to simulate 8-bit 8080 interfaces

void FMSC_8 CmdWrite(u8 cmd)
{

*(vu8*) (LCD_BASEOQ)= (cmd);

}

void FMSC_8_DataWrite(u8 data)
{

*(vu8*) (LCD_BASE1)= (data);

}

void FMSC_8 DataWrite_Pixel(u16 data)
{

*(vu8*) (LCD_BASE1)= (data);

*(vu8*) (LCD_BASE1)= (data>>8);

}

u8 FMSC_8_StatusRead(void)

{

u8 temp = 0;

temp = *(vu8*)(LCD_BASEDOQ);
return temp;

}
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u16 FMSC_8_DataRead(void)
{

u16 temp = 0;

temp = *(vu8*)(LCD_BASE1);
return temp;

}
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5.3 16-bit 8080 Interface

B Use STM32's FMSC to simulate 16-bit 8080 interfaces

void FMSC_16_CmdWrite(u8 cmd)
{

*(vu16*) (LCD_BASEO)= (cmd);

}

void FMSC_16_DataWrite(u8 data)
{

*(vu16*) (LCD_BASE1)= (data);

}

void FMSC_16_DataWrite_Pixel(u16 data)
{

*(vu16*) (LCD_BASE1)= (data);

}

u8 FMSC_16_StatusRead(void)
{

u8 temp = 0;

temp = *(vu16*)(LCD_BASEDOQ);
return temp;

}

u16 FMSC_16_DataRead(void)
{

u16 temp = 0;

temp = *(vu16*)(LCD_BASE1);
return temp;

}

L768_AP-Note_ENG / V1.1B
]
©Levetop Semiconductor Co., Ltd. Page -22-



JLT768x LT768x Application Notes

5.4 SPIl Interface

void SPI_CmdWrite(u8 cmd)
{
SS_RESET;
SPI12_ReadWriteByte(0x00); / MCU write Instruction Register Address
SPI2_ReadWriteByte(cmd);
SS_SET;

void SPI_DataWrite(u8 data)
{
SS_RESET;
SPI2_ReadWriteByte(0x80); // MCU write data to Register or Display RAM
SPI2_ReadWriteByte(data);
SS_SET;

void SPI_DataWrite_Pixel(u16 data)
{
SS_RESET;
SPI2_ReadWriteByte(0x80);
SPI2_ReadWriteByte(data);
SS_SET;

SS_RESET;
SPI2_ReadWriteByte(0x80);
SPI2_ReadWriteByte(data>>8);
SS_SET;

u8 SPI_StatusRead(void)
{
u8 temp =0;
SS_RESET;
SPI2_ReadWriteByte(0x40); // MCU read Data from Status Register
temp = SPI2_ReadWriteByte(0xff);
SS_SET;
return temp;
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u16 SPI_DataRead(void)
{
u16 temp = 0;
SS_RESET;
SPI12_ReadWriteByte(0xc0); / MCU read Data from Instruction Register
temp = SPI2_ReadWriteByte(0xff);
SS_SET;
return temp;

Note: The specific contents can refer to the Serial Host Interface of Section 2.2 of LT768x data
sheet.
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5.5 12C Interface

u8 IIC_CmdWrite(u8 cmd)
{
IIC_Start();
IIC_Send_Byte(LT_ADDR|0x00); /I MCU write Instruction Register Address
if(1IC_Wait_Ack()) /I Waiting for Ack message
{
IIC_Stop();
return 1;
}
IIC_Send_Byte(cmd);
if(IIC_Wait_Ack()) /I Waiting for Ack message
{
IIC_Stop();
return 1;
}
IIC_Stop();
return O;

u8 IIC_DataWrite(u8 data)
{
IIC_Start();
IIC_Send_Byte(LT_ADDR]|0x02); /I MCU write data to Register or Display RAM
if(IC_Wait_Ack()) /I Waiting for Ack message
{
IIC_Stop();
return 1;
}
IIC_Send_Byte(data);
if(IC_Wait_Ack()) /I Waiting for Ack message
{
IIC_Stop();
return 1;
}
IIC_Stop();
return O;
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void IIC_DataWrite_Pixel(u16 data)
{
IIC_DataWrite(data);
IIC_DataWrite(data>>8);

u8 IIC_StatusRead(void)
{
u8 res;
IIC_Start();
IIC_Send_Byte(LT_ADDR|0x01); /I MCU read Data from Status Register
IIC_Wait_Ack();
res=IIC_Read_Byte(0);
IIC_NACck();
IIC_Stop();
return res;

u8 IIC_DataRead(void)
{
u8 res;
IIC_Start();
IIC_Send_Byte(LT_ADDR|0x03); /I MCU read Data from Instruction Register
IIC_Wait_Ack();
res=IIC_Read_Byte(0);
IIC_NAck();
IIC_Stop();
return res;

Notes:
1. The address represented by LT_ADDR is set by LT768x pin i2ca[5:0].

2. The specific contents can refer to the Serial Host Interface of Section 2.2 of LT768x data
sheet.
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6. Display Memory Setting

LT768x have two different Display Memory Capacity that depend on model names as below table:

Table 6-1: LT768x Display Memory Capacity

Model Dispg:g;\f:?tr;lory Resolution (Max.)
LT7681 128Mb 640*480
LT7683 128Mb 800*600
LT7686 128Mb 1280*1024

LT7680A 64Mb 800*600
LT7680B 64Mb 480*320

The Display Memory Capacity is set as follows:

#define SDRAM_128 1
/i#define SDRAM_64 1
void LT768_SDRAM._initail(u8 MCLK);

For example: If you want to use 128Mbit Display Memory, and set the MCLK to 100MHz:

#define SDRAM_128 1
/i#define SDRAM_64 1
LT768_SDRAM_initail(100);

Note: The value of the MCLK needs to be the same as the clock PLL setting. The initialization function
is different for the two kind display memory capacities. The following examples are 128Mbit
(LT7681/7683/7686) and 64Mbit (LT7680A/LT7680B) Display Memory initialization functions:

void LT768_SDRAM _initail(u8 mclk)

{

unsigned short sdram_itv; // 128Mbit (LT7681/7683/7686)
LCD_RegisterWrite(0xe0, 0x29);

LCD_RegisterWrite(Oxe1, 0x03);

sdram_itv = (64000000 / 8192) / (1000/ mclk);

sdram_itv-=2;

LCD_RegisterWrite(0xe2, sdram_itv);
LCD_RegisterWrite(0xe3, sdram_itv >>8);
LCD_RegisterWrite(0Oxe4, 0x01);

Check _SDRAM_Ready();

Delay_ms(1);

1
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The following function is a 64Mbit Display memory initialization for LT7680A and LT7680B.

void LT768_SDRAM initail(u8 mclk)

{

unsigned short sdram_itv; // 64Mbit (LT7680A/7680B)
LCD_RegisterWrite(0xe0, 0x21);

LCD_RegisterWrite(0Oxe1, 0x03);

sdram_itv = (64000000 / 2048) / (1000/ mclk);

sdram_itv-=2;

LCD_RegisterWrite(0xe2, sdram_itv);
LCD_RegisterWrite(0xe3, sdram_itv >>8);
LCD_RegisterWrite(0xe4, 0x01);

Check _SDRAM_Ready();

Delay_ms(1);

1
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7. LCD Panel Interface

7.1 RGB Type TFT Interface

LT768x Support 16, 18, 24bits RGB interface of TFT Panel, whether 24bpp (RGB 8:8:8), 16bpp (RGB
5:6:5) or 8bpp (RGB 3:3:2), the display data can be sent to the TFT Driver on the TFT panel through
these RGB interfaces. The LT768x LCD Display data corresponds to the RGB data as shown in the
below Table 7-1. The Host can setup REG[01h] Bit[4:3] to select 16bits, 18bits or 24bits resolution.

The RGB data supported by different models of LT768x are also different. For example, if setup
REG[01h] bit[4:3] = 00b (24bits), and if use LT7680A (18bits RGB supported only), then, still unable to
show the 24bits effect (Full-Color). Please refer to Table 7-2 for RGB data supported by different

models of LT768x.
Table 7-1: RGB Interface VS. RGB Display Data
TFT-LCD Interface
LCD
Data Bus REG[01h] REG[01h] REG[01h]
bit[4:3] = 10b | bit[4:3] = 01b | bit[4:3] = 00b

(16bits) (18bits) (24bits)
PDI[0]
PD[1]
PD[2]

PD[3]
PD[4]
PD[5]
PD[6]

PD[7]
PD[8]

PD[9]
PD[10]
PD[11]
PD[12]
PD[13]
PD[14]
PD[15]
PD[16]
PD[17]
PD[18]
PD[19]
PD[20]
PD[21]
PD[22]
PD[23]
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Table 7-2: RGB Data Signals of LT768x

Model LCD Data Bus e Sl Colors Description
Number
LT7681 PD[23~0] R:G:B = 8:8:8 16.7M Colors Support 16/18/24bits
LT7683 PD[23~0] R:G:B = 8:8:8 16.7M Colors Support 16/18/24bits
LT7686 PD[23~0] R:G:B = 8:8:8 16.7M Colors Support 16/18/24bits
PD[23~18],
LT7680A PD[15~10], R:G:B = 6:6:6 262K Colors Support 16/18bits
PD[7~23]
PD[23~18],
LT7680B PD[15~10], R:G:B = 6:6:6 262K Colors Support 16/18bits
PD[7~23]

In addition to the RGB data lines of above mentioned, LT768x also provides PCLK (Panel Scan Clock),
VSYNC Pulse, HSYNC Pulse and Data Enable signal. Figure 7-1 is the interface diagram of LT768x
and RGB type TFT panel, and Figure 7-2 is the timing diagram of these LCD signals.

LT768

PD

HSYNC

R:G:B >
(16/18/24)

TFT Panel

VSYNC

A 4

y

PDE

PCLK

Yy v

R/G/B

HSYNC
VSYNC
PDE
PCLK

Figure 7-1: Interface Diagram of LT768x and RGB type TFT Panel
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Figure 7-2: TFT-LCD Interface Timing Diagram
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7.2 LCD Setting

For different LCD panel, you can set different parameters in the following function.

void Set LCD_Panel(void);

The specific modified settings can be modified in this function, such as:

LCD Scan Type:
VSCAN_T to B(); //REG[12h]: from Up to Bottom
/IVSCAN_B to_T(); /[from Bottom to Up

RBG Output Sequence:

PDATA_Set RGB(); //REG[12h]: Select RGB output
//PDATA_Set RBG(); Il Select RBG output
//PDATA_Set_GRB(); /I Select GRB output
//PDATA_Set GBR(); Il Select GBR output
//PDATA_Set_BRG(); /I Select BRG output
//PDATA_Set BGR(); Il Select BGR output

HSYNC Active Level:
HSYNC_Low_Active(); //REG[13h]: Low
//[HSYNC_High_Active(); // High

VSYNC Active Level:
VSYNC_Low_Active(); //REG[13h]: Low
/IVSYNC _High_Active(); // High

DE Active Level:
DE_High_Active(); //REG[13h]: High
/IDE_Low_Active(); /l Low
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8. Display Functions

8.1 Display Windows

The display window includes Main Window, Canvas Window and Active Window. All of the three
windows are correspond to the location of the LT768x's internal Display RAM (SDRAM). Their definition
are as follows:

Main Window: Used to define an area of Display Memory as a display area for the TFT Panel.

Canvas Window: Used to define an area of the Display Memory as a region to be written to
when transferring data, such as DMA.

B Active Window: In the main window area, the LCD work area specified for the drawing
geometry or text display action.

8.1.1 Main Window Setting
B Color Depth

Select_Main_Window_8bpp(); /1 256 Color
Select_Main_Window_16bpp(); /I 65K Color
Select_Main_Window_24bpp(); /I 16.7M Color

B Start Display Address Setting
Main_Image_Start_Address(unsigned long layer);

For Example: Setup Display Memory Address 0x8000 is the Start Display Address of Main
Window:

Main_lmage_Start Address(0x800);

B Width Setting
Main_lmage_Width(unsigned short LCD_XSIZE_TFT);

For Example: Setup the Width of Main Window is 1024:
Main_Ilmage_Width(1024);

Note: Normally, the Width of Main Window is same as LCD Panel Size.

B Start Coordinate Address Setting
void Main_Window_Start_XY(unsigned short WX, unsigned short HY)
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8.1.2 Canvas Window Setting
The Canvas Window includes two settings:
B Start Address Setting

void Canvas_Image_Start_address(unsigned long Addr) ;

B Width Setting

void Canvas_image_width(unsigned short WX);

For Example: Setup a Canvas Window which Start Address is 0x8000, and window Width is 480:

Canvas_Image_Start_address(0x8000);
Canvas_image_width(480);

8.1.3 Active Window Setting
The Active Window includes two settings:
B Start Coordinate Address Setting
void Active_Window_ XY (unsigned short WX, unsigned short HY);

B Active Window Size Setting
void Active_Window_WH(unsigned short WX, unsigned short HY)

For Example: Setup an Active Window that Start Coordinate Address is (0, 0), and window size is
(1024, 600):

Active_Window_XY(0, 0);
Active_Window_WH(1024, 600);

Note: The image data can be displayed normally on the LCD Panel only after the three Windows
are properly set.
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8.2 MCU Write Data to Display RAM

In parallel mode, as the MCU drive LT768x has 8-bit and 16-bit, and LT768x can also display a variety
of color depth pictures, so the MCU has many ways to write data to the Display RAM. The following
functions are MCU Write Data to Display RAM that used for different data bus and different color depth.

void MPU8_8bpp_Memory_Write(unsigned short x, unsigned short y, unsigned short w, unsigned
short h, const unsigned char *data);

/IMCU is 8-bit, write 8-bit color depth data to Display Memory

void MPU8_16bpp_Memory_ Write(unsigned short x, unsigned short y, unsigned short w,
unsigned short h, const unsigned char *data);

/IMCU is 8-bit, write 16-bit color depth data to Display Memory

void MPU8_24bpp_Memory_Write(unsigned short x, unsigned short y, unsigned short w,
unsigned short h, const unsigned char *data);

/IMCU is 8-bit, write 24-bit color depth data to Display Memory

void MPU16_16bpp_Memory_ Write(unsigned short x, unsigned short y, unsigned short w,
unsigned short h, const unsigned short *data);

/IMCU is 16-bit, write 16-bit color depth data to Display Memory

void MPU16_24bpp_Mode1_Memory_ Write(unsigned short x, unsigned short y, unsigned short w,
unsigned short h, const unsigned short *data);

/IMCU is 16-bit, write 24-bit color depth data to Display Memory (Mode 1)

void MPU16_24bpp_Mode2_Memory_ Write(unsigned short x, unsigned short y, unsigned short w,
unsigned short h, const unsigned short *data);

/IMCU is 16-bit, write 24-bit color depth data to Display Memory (Mode 2)
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8.3 Show Picture on Main Window

The following 2 examples show how to display a picture in the main window. Assumptions:

1. The Resolution of LCD Panel is 1024*600.
2. The Picture Size is also 1024*600, and color depth is 16-bit.

3. The Picture is stored in picture_datal].

Example 1: Write a Picture (Resolution: 1024*600, Color Depth: 16-bit) to Display Memory (Start
Address: 0), and show on the TFT Panel.

1. Setup Color Depth of Main Window
Select_Main_Window_16bpp(); /1 16bit Color Depth

2. Setup the Start Address and Width of Main Window
Main_Image_Start Address(0); /I Setup Start Address is 0
Main_lmage_Width(1024); /I Width of Main Window

3. Setup Start Coordinate of Main Window
Main_Window_Start_XY(0, 0); /[ Start Coordinate is (0, 0)

4. Setup Start Address and Width of Canvas Window
Canvas_Image_Start_address(0); /I Start Address is 0 (Write Data)
Canvas_image_width(1024); /I Width of Canvas

5. Setup the Start Coordinate and Display Area of Active Window
Active_Window_XY(0, 0); /I Start Display Coordinate is (0, 0)
Active_Window_WH(1024, 600); /I LCD Display Area is 1024*600

6. MCU Write Picture Data to Display Memory
MPU16_16bpp_Memory_Write(0, 0, 1024, 600, picture_data);
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Example 2: Get a picture(Resolution: 1204*600, Color Depth: 16-bit) from external SPI Flash
(Address: 0) by using DMA mode, then show on the TFT Panel. Assume the picture data
already in the Flash Memory.

1. Setup Color Depth of Main Window
Select_Main_Window_16bpp(); /1 16bit Color Depth

2. Setup the Start Address and Width of Main Window
Main_Image_Start_Address(0); /I Setup Start Address of Main Window is 0
Main_lmage_Width(1024); /I Width of Main Window

3. Setup Start Coordinate of Main Window
Main_Window_Start_XY(0, 0); /[ Start Coordinate is (0, 0)

4. Setup Start Address and Width of Canvas Window
Canvas_Image_Start_address(0); /I Start Address is 0 (Write Data)
Canvas_image_width(1024); /I Width of Canvas

5. Setup the Start Coordinate and Display Area of Active Window
Active_Window_XY(0, 0); /I Start Display Coordinate is (0, 0)
Active_Window_WH(1024, 600); /I LCD Display Area is 1024*600

6. Get Picture Data from External SPI Flash(DMA Mode) then Write Internal Display Memory
LT768_DMA_24bit_Block(0, 0, 0, 0, 1024, 600, 0);

The first 5 steps of example 2 and example 1 are identical, but the function of the 6th step is different.
The sixth step is use DMA transfer feature, please refer to Section 15.1.2.
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8.4 Picture-In-Picture (PIP)

B PIP Window Setting

void LT768_PIP_Init
(

unsigned char On_Off, // 0: Disable PIP, 1: Enable PIP, 2: Keep State
unsigned char Select_PIP, // 1: Use PIP1, 2: Use PIP2

unsigned long PAddr, // Start Address of PIP

unsigned short XP, /I X-axis of PIP Window, must be divisible by 4.
unsigned short YP, /I 'Y-axis of PIP Window, must be divisible by 4.
unsigned long ImageWidth, // Width of Image

unsigned short X_Dis, /I X-axis of Display Window

unsigned short Y_Dis, /I 'Y-axis of Display Window

unsigned short X_W, // Width of Display Window, must be divisible by 4
unsigned short Y_H /I Length of Display Window, must be divisible by 4

)

Example: Show a 300*300 PIP1 picture on Main Window

LT768_PIP_Init(1, 1, LCD_XSIZE_TFT*LCD_YSIZE_TFT*2, 0, 0, LCD_XSIZE_TFT, 0, 0, 300,
300);

B Setup Display Coordinate of PIP Window

void LT768_Set_DisWindowPos
(

unsigned char On_Off, // 0: Disable PIP, 1: Enable PIP, 2: Keep State
unsigned char Select_PIP, /l 1: Use PIP1, 2: Use PIP2

unsigned short X_Dis, I/ Setup X-Coordinate

unsigned short Y_Di I/ Setup Y-Coordinate

)

The function can change the position of the PIP by modifying the coordinates.

B PIP Disable Setting

Disable_PIP1(); // Disable PIP1
Disable_PIP2(); // Disable PIP2
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8.5 Image Rotate and Mirror

When the MCU writes data to the display memory, LT768X provides the function of data rotation and
mirroring. Therefore, the MCU needs to set this function before writing data to display memory.
However, data rotation and mirroring are not supported when using DMA transfer data from SPI Flash
to display memory.

The register REG[02h] bit[2:1] is used to control the direction of MCU write data to Display Memory:

void MemWrite_Left Right Top Down(void); // REG[02h] bit[2:1]=00b,
/I Left->Right, then Up>Down (Default)

void MemWrite Right Left Top Down(void); // REGLOZh] bit[2:1]=01t3, Right/Left, then
/I Left Right, then Up Down

void MemWrite_Top_Down_Left_Right(void); // REG[02h] bit[2:1]=10b, Up->Down, then
/I Left->Right (Right Rotate 90° & Flip Horizontal)

void MemWrite_Down_Top_Left Right(void); // REG[02h] bit[2:1]=11b, Down->Up, then
/I Left>Right (Left Rotate 90°)

The register REG[12h] bit3 (VDIR) is used to control the direction of vertical scan:
void VSCAN_T _to_B(void); /I REG[12h] bit3=0, from Top to Bottom

void VSCAN_B to T(void); /I REG[12h] bit3=1, from Bottom to Up

Therefore, there are 8 combinations of rotation and mirroring.

1. VSCAN_T to B();
MemWrite Left Right Top_Down();

2. VSCAN_T to B();
MemWrite_Right_Left Top_Down();

3. VSCAN_T to B();
MemWrite_Top_Down_Left Right();

4. VSCAN_T_to B();
MemWrite_Down_Top_Left Right();

5. VSCAN_B to T ();
MemWrite Left Right Top_Down();

6. VSCAN_B to T ();
MemWrite_Right_Left Top_Down();

7. VSCAN_B to T ();
MemWrite_Top_Down_Left Right();

8. VSCAN_B to T ();
MemWrite_Down_Top_Left Right();
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8.6 Display Color-Bar

LT768X provides a Color-Bar display feature that can be used as a display test and does not require
the use of internal display memory.

void LT768_Color_Bar_ON(void); // Color-Bar Enable
void LT768_Color_Bar_OFF(void); /I Color-Bar Disable

Row number

#1 ~ #32 Color set to R(00h), G(00h), B(00h)
#33 ~ #64 Color set to R(00h), G(00h), B(FFh)
#65 ~ #96 Color set to R(00h), G(FFh), B(00h)

#97 ~ #128 Color set to R(00h), G(FFh), B(FFh)
#129 ~ #160 Color set to R(FFh), G(00h), B(0Oh)
#161 ~ #192 Color set to R(FFh), G(00h), B(FFh)
#193 ~ #224 Color set to R(FFh), G(FFh), B(0Oh)

#2025 ~ #256 Color set to R(FFh), G(FFh), B(FFh)

(Repeat above eight Color)

Last Row

Figure 8-1: Display Color-Bar
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9. Geometric Drawing

9.1 Drawing Line

9.1.1 Drawing a Thin Line

void LT768_DrawlLine

( (X2,¥2)
unsigned short X1, /I X1-Axis /
unsigned short Y1, /I Y1-Axis (X1,Y1)

unsigned short X2, /I X2-Axis

unsigned short Y2, /I 'Y2-Axis

unsigned long LineColor // Line Color Figure 9-1: Drawing a Thin Line

)

Example: Drawing a red Thin Line from (100, 100) to (200, 200)
LT768_DrawLine(100, 100, 200, 200, Red);

9.1.2 Drawing a Thick Line
void LT768_DrawlLine_Width
(X2,Y2)
unsigned short X1, /I X1-Axis
unsigned short Y1, /I Y1-Axis P Width
unsigned short X2, /I X2-Axis
unsigned short Y2, Il 'Y2-Axis ) ! ] ]
unsigned long LineColor, /I Line Color Figure 9-2: Drawing a Thick Line
unsigned short Width /[ Line Width

)

Example: Drawing a red Thick Line from (120, 140) to (220, 260) that width is 10.
LT768_DrawLine(120, 140, 220, 260, Red, 10);
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9.2 Drawing Circle
9.21 Drawing a Hollow Circle

void LT768_DrawCircle

(

unsigned short XCenter,
unsigned short YCenter,
unsigned short R,
unsigned long CircleColor

)

/I Center X-Axis
Il Center Y-Axis
// Radius

// Color

Figure 9-3: Drawing a Hollow Circle

Example: Drawing a red Circle which radius is 100, and center is at (200, 200)

LT768_DrawCircle(200, 200, 100, Red);

9.2.2 Drawing a Solid Circle

void LT768_DrawCircle_Fill

(

unsigned short XCenter,
unsigned short YCenter,
unsigned short R,

unsigned long ForegroundColor

)

/I Center X-Axis
Il Center Y-Axis
// Radius

// Color

Figure 9-4: Drawing a Solid Circle

Example: Drawing a red Solid Circle which radius is 100, and center is at (200, 200)

LT768_DrawCircle_Fill (200, 200, 100, Red);

9.2.3 Drawing a Solid Circle with Frame

void LT768_DrawCircle_Width

(

unsigned short XCenter,
unsigned short YCenter,
unsigned short R,

unsigned long CircleColor,
unsigned long ForegroundColor,
unsigned short Width

)

/I Center X-Axis

/I Center Y-Axis

// Radius

// Frame Color

// Foreground Color
// Frame Width

L768_AP-Note_ENG /V1.1B
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Example: Drawing a white solid circles with red frame, frame is 10, radius is 100, and center is at
(200, 200)

LT768_DrawCircle_Width (200, 200, 100, Red, White, 10);

Note: This function is complete by drawing two Solid Circle. The frame color is determined by the
first Solid Circle, and foreground color is determined by the second Solid Circle.
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9.3 Drawing Ellipse
9.3.1 Drawing a Hollow Ellipse

void LT768_DrawEllipse

(

unsigned short XCenter,
unsigned short YCenter,
unsigned short X_R,
unsigned short Y_R,
unsigned long EllipseColor

)

/I Center X-Axis
Il Center Y-Axis
/I X-Axis Radius
/Il Y-Axis Radius
/I Color

Figure 9-6: Drawing a
Hollow Ellipse

Example: Drawing a red Ellipse which radius is 80 and 50, and center is at (100, 100)

LT768_DrawEllipse(100, 100, 80, 50, Red);

9.3.2 Drawing a Solid Ellipse

void LT768_DrawEllipse_Fill

(

unsigned short XCenter,
unsigned short YCenter,
unsigned short X_R,

unsigned short Y_R,

unsigned long ForegroundColor

)

/I Center X-Axis
I/ Center Y-Axis
/I X-Axis Radius
/I Y-Axis Radius

// Foreground Color

Figure 9-7: Drawing a
Solid Ellipse

Example: Drawing a red Solid Ellipse which radius is 80 and 50, and center is at (100, 100)

LT768_DrawEllipse_Fill (100, 100, 80, 50, Red);

9.3.3 Drawing a Solid Ellipse with Frame

void LT768_DrawEllipse_Width
(

unsigned short XCenter,
unsigned short YCenter,
unsigned short X_R,

unsigned short Y_R,

unsigned long EllipseColor,
unsigned long ForegroundColor,
unsigned short Width

)

L768_AP-Note_ENG / V1.1B
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Example: Drawing a white Solid Ellipse with red frame, frame is 10, radius are 80 and 50, and
center is at (100, 100)

LT768_DrawEllipse_Width (100, 100, 80, 50, Red, White, 10);

Note: This function is complete by drawing two Solid Ellipses. The frame color is determined by
the first Solid Ellipse, and foreground color is determined by the second Solid Ellipse.
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9.4 Drawing Rectangle
9.4.1 Drawing a Hollow Rectangle

void LT768_DrawSquare

(

unsigned short X1,
unsigned short Y1,
unsigned short X2,
unsigned short Y2,
unsigned long SquareColor

)

/I Corner X1-Axis
// Corner Y1-Axis
/I Corner X1-Axis
/I Corner Y2-Axis
// Color

(X1, Y1)

(X2,Y2)

Figure 9-9: Drawing a Hollow
Rectangle

Example: Drawing a red Rectangle which corners are at (50, 60) and (200, 150).

LT768_DrawSquare(50, 60, 200, 150, Red);

9.4.2 Drawing a Solid Rectangle

void LT768_DrawSquare_Fill

(

unsigned short X1,

unsigned short Y1,

unsigned short X2,

unsigned short Y2,

unsigned long ForegroundColor

)

/I Corner X1-Axis
/I Corner Y1-Axis
/I Corner X2-Axis
/I Corner Y2-Axis
// Foreground Col

(X1,Y1)

(X2,Y2)

Figure 9-10: Drawing a
or Solid Rectangle

Example: Drawing a red Solid Rectangle which corners are (50, 60) and (200, 150).

LT768_DrawSquare_Fill(50, 60, 200, 150, Red);

9.4.3 Drawing a Solid Rectangle with Frame

void LT768_DrawSquare_Width
(

unsigned short X1,

unsigned short Y1,

unsigned short X2,

unsigned short Y2,

unsigned long SquareColor,
unsigned long ForegroundColor,
unsigned short Width

)

/I Corner X1-Axis
/I Corner Y1-Axis
/I Corner X2-Axis
/I Corner Y2-Axis
// Frame Color

Il Foreground Col
/l Frame Width

(X1,Y1

—»i< Width

(X2,Y2)

Figure 9-11: Drawing a Solid

Rectangle with Frame
or
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Example: Drawing a white solid Rectangle with red frame, frame width is10, corners are (50, 60)
and (200, 150).

LT768_DrawSquare_Width(50, 60, 200, 150, Red, White, 10);

Note: This function is complete by drawing two Solid Rectangles. The frame color is determined
by the first Solid Rectangle, and foreground color is determined by the second Solid
Rectangle.
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9.5 Drawing Rounded-Rectangle

9.5.1 Drawing a Hollow Rounded-Rectangle

void LT768_ DrawCircleSquare LS FrE

( R

unsigned short X1, I/l Corner X1-Axis

unsigned short Y1, I/l Corner Y1-Axis A
unsigned short X2, /I Corner X2-Axis G
unsigned short Y2, I/l Corner Y2-Axis Figure 9-12: Drawing a Hollow
unsigned short X_R, /I X-Axis Radius Rounded-Rectangle
unsigned short Y_R, /I Y-Axis Radius

unsigned long CircleSquareColor Il Color

)

Example: Drawing a red Rounded-Rectangle which corner radius is 30 and 20, and corners are at
(50, 60) and (200, 150).

LT768_DrawCircleSquare(50, 60, 200, 150, 30, 20, Red);

9.5.2 Drawing a Solid Rounded-Rectangle

void LT768_DrawCircleSquare_Fill ) IR

( R

unsigned short X1, I/l Corner X1-Axis

unsigned short Y1, I/l Corner Y1-Axis A
unsigned short X2, /I Corner X2-Axis B
unsigned short Y2, I/l Corner Y2-Axis Figure 9-13: Drawing a
unsigned short X_R, /I X-Axis Radius Solid Rounded-Rectangle
unsigned short Y_R, /Il Y-Axis Radius

unsigned long ForegroundColor, // Foreground Color

)

Example: Drawing a red Solid Rounded-Rectangle which radius are 30 and 20, and corners are at
(50, 60) and (200, 150).

LT768_DrawCircleSquare_Fill(50, 60, 200, 150, 30, 20, Red);
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9.5.3 Drawing a Rounded-Rectangle with Frame

void LT768 DrawCircleSquare_ Width

(
unsigned short X1,

unsigned short Y1,

unsigned short X2,

unsigned short Y2,

unsigned short X_R,

unsigned short Y_R,

unsigned long CircleSquareColor,
unsigned long ForegroundColor,
unsigned short Width

)

/I Corner X1-Axis

/I Corner Y1-Axis
L ]

/I Corner X2-Axis (x2,Y2)

" Corn.er YZ_AXIS Figure 9-14: Drawing a Solid
/I X-Axis Radius Rounded-Rectangle with Frame

/I Y-Axis Radius
/I Frame Color

I/l Foreground Color
/l Frame Width

Example: Drawing a white Rounded-Rectangle with red frame, radius are 30 and 20, frame width
is10, corners are at (50, 60) and (200, 150).

LT768_DrawCircleSquare_Width (50, 60, 200, 150, 30, 20, Red, White, 10);

Note: This function is complete by drawing two Rounded-Rectangles. The frame color is
determined by the first solid Rounded-Rectangle, and foreground color is determined by the

second Rounded-Rectangle.
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9.6 Drawing Triangle

9.6.1 Drawing a Hollow Triangle
void LT768_DrawTriangle el
(
unsigned short X1, I/l Corner X1-Axis
unsigned short Y1, I/l Corner Y1-Axis (X1, Y1) (X3,Y3)
unsigned short X2, /I Corner X2-Axis
unsigned short Y2, Il Corner Y2-Axis Figure 9-15: Drawing a
unsigned short X3, /I Corner X3-Axis Hollow Triangle
unsigned short Y3, I/l Corner Y3-Axis
unsigned long TriangleColor Il Color

)

Example: Drawing a red Hollow Triangle which corners are (100, 100), (50, 200) and (150, 150).

LT768_DrawTriangle(100, 100, 50, 200, 150, 150, Red);

9.6.2 Drawing a Solid Triangle

void LT768_DrawTriangle_Fill (X2,Y2)
(
unsigned short X1, I/l Corner X1-Axis
unsigned short Y1, I/l Corner Y1-Axis
] . (X1, Y1) (X3,Y3)
unsigned short X2, /I Corner X2-Axis
unsigned short Y2, /I Corner Y2-Axis } } )
] ] Figure 9-16: Drawing a Solid
unsigned short X3, /I Corner X3-Axis Rectangle
unsigned short Y3, I/l Corner Y3-Axis
unsigned long ForegroundColor I/l Foreground Color

)

Example: Drawing a red Solid Triangle which corners are (100, 100), (50, 200) and (150, 150).

LT768_DrawTriangle_Fill (100, 100, 50, 200, 150, 150, Red);
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9.6.3 Drawing a Solid Rectangle with Frame

void LT768_DrawTriangle_Frame
(

unsigned short X1,

unsigned short Y1,

unsigned short X2,

unsigned short Y2,

unsigned short X3,

unsigned short Y3,

unsigned long TriangleColor,
unsigned long ForegroundColor

)

(X2,Y2)

/I Corner X1-Axis
/I Corner X1-Axis
I/ Corner X1-Axis (X1, Y1) (X3,Y3)
/I Corner X1-Axis

/I Corner X1-Axis Figure 9-17: Drawing a Solid
/I Corner X1-Axis Rectangle with Frame

/l Frame Color
I/l Foreground Color

Example: Drawing a white Solid Triangle with red Frame which corners are (100, 100), (50, 200)

and (150, 150).

void LT768_DrawTriangle_Frame(100, 100, 50, 200, 150, 150, Red, White);

Note: This function is complete by drawing a Solid and a Hollow Triangle. The foreground color is
determined by the Solid Rectangle, and frame color is determined by the Hollow Rectangle.
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9.7 Drawing Curve
9.7.1 Drawing an Upper-Left Curve

void LT768_DrawLeftUpCurve
(

unsigned short XCenter,
unsigned short YCenter,
unsigned short X_R,

unsigned short Y_R,

unsigned long CurveColor

)

/I Center X-Axis
I/ Center Y-Axis
/I X-Axis Radius
/I Y-Axis Radius
// Color

Figure 9-18: Drawing an
Upper-Left Curve

Example: Drawing a red Upper-Left Curve which radius are 100 and 70, and center is at (100,

100)

LT768_DrawLeftUpCurve(100, 100, 100, 70, Red);

9.7.2 Drawing a Lower-Left Curve

void LT768_DrawlLeftDownCurve
(

unsigned short XCenter,
unsigned short YCenter,
unsigned short X_R,

unsigned short Y_R,

unsigned long CurveColor

)

/I Center X-Axis
/I Center Y-Axis
/I X-Axis Radius
I/l Y-Axis Radius
Il Color

Y R

Figure 9-19: Drawing a
Lower-Left Curve

Example: Drawing a red Lower-Left Curve which radius are 100 and 70, and center is at (100,

100)

LT768_DrawLeftDownCurve(100, 100, 100, 70, Red);
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9.7.3 Drawing an Upper-Right Curve

void LT768_DrawRightUpCurve
(

unsigned short XCenter,
unsigned short YCenter,
unsigned short X_R,

unsigned short Y_R,

unsigned long CurveColor

)

/I Center X-Axis
/I Center Y-Axis
/I X-Axis Radius
/I Y-Axis Radius
Il Color

Figure 9-20: Drawing an
Upper-Right Curve

Example: Drawing a red Upper-Right Curve which radius are 100 and 70, and center is at (100,

100)

LT768_DrawRightUpCurve(100, 100, 100, 70, Red);

9.7.4 Drawing a Lower-Right Curve

void LT768_DrawRightDownCurve
(

unsigned short XCenter,

unsigned short YCenter,

unsigned short X_R,

unsigned short Y_R,

unsigned long CurveColor

)

Il Center X-Axis
/I Center Y-Axis
/I X-Axis Radius
/I Y-Axis Radius
Il Color

Figure 9-21: Drawing a
Lower-Right Curve

Example: Drawing a red Lower-Right Curve which radius are 100 and 70, and center is at (100,

100)

LT768_DrawRightDownCurve(100, 100, 100, 70, Red);
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9.8 Drawing 1/4 Ellipse
9.8.1 Drawing an Upper-Left 1/4 Ellipse

void LT768_ DrawlLeftUpCurve_Fill
(

unsigned short XCenter, /I Center X-Axis
unsigned short YCenter, /I Center Y-Axis
unsigned short X_R, /I X-Axis Radius
unsigned short Y_R, /I ' Y-Axis Radius
unsigned long ForegroundColor /I Color

)

X_R

Y R

*x,v)

Figure 9-22: Drawing an
Upper-Left 1/4 Ellipse

Example: Drawing a red Upper-Left 1/4 Ellipse which radius are 100 and 70, and center is at (100,

100)

LT768_DrawLeftUpCurve_Fill(100, 100, 100, 70, Red);

9.8.2 Drawing an Lower-Left 1/4 Ellipse

void LT768_DrawLeftDownCurve_Fill

(

unsigned short XCenter, /I Center X-Axis
unsigned short YCenter, /I Center Y-Axis
unsigned short X_R, /I X-Axis Radius
unsigned short Y_R, /I ' Y-Axis Radius
unsigned long ForegroundColor /I Color

)

X_R

(X.Y)

Figure 9-23: Drawing a
Lower-Left 1/4 Ellipse

Example: Drawing a red Lower-Left 1/4 Ellipse which radius are 100 and 70, and center is at (100,

100)

LT768_DrawLeftDownCurve_Fill(100, 100, 100, 70, Red);
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9.8.3 Drawing an Upper-Right 1/4 Ellipse
void LT768_DrawRightUpCurve_Fill
( Y R
unsigned short XCenter, /I Center X-Axis xn® X_R
unsigned short YCenter, /I Center Y-Axis
unsigned short X_R, /I X-Axis Radius
unsigned short Y_R, /I Y-Axis Radius Figure 9-24: Drawing an
unsigned long ForegroundColor /I Color Upper-Right 1/4 Ellipse

)

Example: Drawing a red Upper-Right 1/4 Ellipse which radius are 100 and 70, and center is at
(100, 100)

LT768_DrawRightUpCurve_Fill(100, 100, 100, 70, Red);

9.8.4 Drawing an Lower-Right 1/4 Ellipse

void LT768_DrawRightDownCurve_Fill
(

*Y) xR
unsigned short XCenter, /I Center X-Axis Som
unsigned short YCenter, /I Center Y-Axis Y_R
unsigned short X_R, /I X-Axis Radius

igned short Y_R, /I'Y-Axis Radi
unsignec short Y_ XIS Radius Figure 9-25: Drawing a
unsigned long ForegroundColor /I Color Lower-Right 1/4 Ellipse

)

Example: Drawing a red Lower-Right 1/4 Ellipse which radius are 100 and 70, and center is at
(100, 100)

LT768_ DrawRightDownCurve_Fill(100, 100, 100, 70, Red);
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9.9 Drawing Quadrilateral

9.9.1 Drawing a Hollow Quadrilateral

void LT768_DrawQuadrilateral (X2,Y2)

(X3,Y3)
(
unsigned short X1, I/l Corner X1-Axis
unsigned short Y1, /I Corner Y1-Axis vl (X4, Y4)
unsigned short X2, /I Corner X2-Axis
unsigned short Y2, I/l Corner Y2-Axis Figure 9-26: Drawing a
unsigned short X3, /I Corner X3-Axis Hollow Quadrilateral
unsigned short Y3, I/l Corner Y3-Axis
unsigned short X4, /I Corner X4-Axis
unsigned short Y4, I/l Corner Y4-Axis
unsigned long ForegroundColor // Frame Color

)

Example: Drawing a red Hollow Quadrilateral which corners are at (50, 50), (200, 80), (150, 130)
and (60, 100).

LT768_DrawQuadrilateral(50, 50, 200, 80, 150, 130, 60, 100, Red);

Note: The quadrilateral can be arbitrarily set coordinates of four corners. But the rectangle only
need sets the coordinates of two corners.

9.9.2 Drawing a Solid Quadrilateral

void LT768_DrawQuadrilateral_Fill (X2,Y2)

( (X3,Y3)
unsigned short X1, I/l Corner X1-Axis

unsigned short Y1, /| Corner Y1-Axis (L ) )
unsigned short X2, /I Corner X2-Axis

unsigned short Y2, /I Corner Y2-Axis - -
unsigned short X3, I/l Corner X3-Axis Flgziﬁigézlsd?iﬁ‘:::ﬁ a
unsigned short Y3, I/l Corner Y3-Axis

unsigned short X4, /I Corner X4-Axis

unsigned short Y4, I/l Corner Y4-Axis

unsigned long ForegroundColor I/ Foreground Color

)

Example: Drawing a red Solid Quadrilateral which corners are at (50, 50), (200, 80), (150, 130)
and (60, 100).

LT768_DrawQuadrilateral _Fill(50, 50, 200, 80, 150, 130, 60, 100, Red);
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9.10 Drawing Pentagonal

9.10.1 Drawing a Hollow Pentagonal

void LT768_DrawPentagon (X3,Y3)

( b2 (X4, Y4)
unsigned short X1, I/l Corner X1-Axis

unsigned short Y1, I/l Corner Y1-Axis S

unsigned short X2, /I Corner X2-Axis (X5,Y5)
unsigned short Y2, I/l Corner Y2-Axis Figure 9-28: Drawing a
unsigned short X3, I/l Corner X3-Axis Hollow Pentagonal
unsigned short Y3, I/l Corner Y3-Axis

unsigned short X4, /I Corner X4-Axis

unsigned short Y4, I/l Corner Y4-Axis

unsigned short X5, /I Corner X5-Axis

unsigned short Y5, I/l Corner Y5-Axis

unsigned long ForegroundColor // Frame Color

)

Example: Drawing a red Hollow Pentagonal which corners are at (50, 100), (120, 130), (150, 160),
(100, 180) and (80, 140).

void LT768_DrawPentagon(50, 100, 120, 130, 150, 160, 100, 180, 80, 140, Red);

9.10.2 Drawing a Solid Pentagonal

void LT768_DrawPentagon_Fill (X3,Y3)

( (X2,Y2)

unsigned short X1, I/l Corner X1-Axis bl
unsigned short Y1, /l Corner Y 1-Axis (X1,Y1)

unsigned short X2, /I Corner X2-Axis o
unsigned short Y2, I/l Corner Y2-Axis

unsigned short X3, /I Corner X3-Axis Figure 9-29: Drawing a
unsigned short Y3, I/l Corner Y3-Axis Solid Pentagonal
unsigned short X4, /I Corner X4-Axis

unsigned short Y4, Il Corner Y4-Axis

unsigned short X5, /I Corner X5-Axis

unsigned short Y5, I/l Corner Y5-Axis

unsigned long ForegroundColor /l Foreground Color

)

Example: Drawing a red Solid Pentagonal which corners are at (50, 100), (120, 130), (150, 160),
(100, 180) and (80, 140).

void LT768_DrawPentagon_Fill (50, 100, 120, 130, 150, 160, 100, 180, 80, 140, Red);
L768_AP-Note_ENG /V1.1B
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9.11 Drawing Cylinder

unsigned char LT768_DrawCylinder
(

unsigned short XCenter, /I Center X-Axis
unsigned short YCenter, /I Center X-Axis
unsigned short X_R, /I X Radius
unsigned short Y_R, /I'Y Radius
unsigned short H, // Cylinder Height
unsigned long CylinderColor, // Frame Color
unsigned long ForegroundColor I/ Foreground Color

)

S|

YR (XY)

Figure 9-30: Drawing a Cylinder

Example: Drawing a blue Cylinder with red frame, radius are 100 and 50, height is 150, center is at
(200, 300).

LT768_DrawCylinder (200, 300, 50, 100, 150, Red, Blue);

Note: The realization method of drawing a Cylinder is integrated by some of the drawing functions
which mentioned in this Chapter. And the parameters of the Ellipse in this function are for the bottom
Ellipse.
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9.12 Drawing Cube

void LT768_DrawQuadrangular
(

unsigned short X1, /I Upper-Left X1-Axis
unsigned short Y1, /I Upper-Left Y 1-Axis
unsigned short X2, /I Upper-Left X2-Axis
unsigned short Y2, /I Upper-Left Y2-Axis
unsigned short W, /I Width
unsigned short H, /[ Height
unsigned long QuadrangularColor, /I Frame Color
unsigned long ForegroundColor /I Foreground Color
)
(X2,Y2)
(X1,Y1)
W
H

Figure 9-31: Drawing a Cube

Example: Drawing a blue Cube with red frame, Parallelogram Corner are (100, 100), (140, 60), width is
150 and height is 200.

LT768_DrawQuadrangular (100, 100, 140, 60, 150, 200, Red, Blue);

Note: The realization method of drawing a Cube is integrated by some of the drawing functions which
mentioned in this Chapter.
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9.13

Drawing Table

void LT768_MakeTable

(

unsigned short X1,
unsigned short Y1,
unsigned short W,

unsigned short H,

unsigned short Line,
unsigned short Row,
unsigned long TableColor,
unsigned long ItemColor,
unsigned long ForegroundColor,
unsigned short width1,

unsigned short width2,

unsigned char mode

)

(x,Y)

w /7

Figure 9-32: Drawing a Horizontal Table

// Start Corner X-Axis

// Start Corner Y-Axis

// Sub-Table Width (W)
// Sub-Table Height (H)
/l Column Number (CN)
// Row Number (RN)

// Frame Color (C1)

// ltem Table Color (C2)
I/l Content Table Color (C3)
/l Inner Frame Width

// Outer Frame Width

/] 0: ltem Table is Vertical, 1: Item Table is Horizontal

C3

J

CN

=

Figure 9-33: Drawing a Vertical Table

Example: Drawing a horizontal table window at (100, 100) position. The sub-table size is 80*40, table
number of row is 3, table number of column is 4, the frame color is red, foreground color of
Item table is green, foreground color of content table is blue, inner frame width is 1, outer

frame width is 3.

LT768_DrawQuadrangular (100, 100, 80, 40, 3, 4, Red, Green, Blue, 1, 3, 1);

Note: The realization method of drawing a Table is integrated by some of the drawing functions which

mentioned in this Chapter.

L768_AP-Note_ENG /V1.1B
. ____________________________________________________________|

©Levetop Semiconductor Co., Ltd. Page -60-



JLT768x LT768x Application Notes

10. Block Transfer Engine(BTE)

10.1 BTE Operation Mode

LT768x has an embedded high performance hardware engine - Block Transfer Engine (BTE), it is
designed to accelerate data Loading, Transferring, and additional Logic Processing. BTE supports 13
basic BTE Operations (Table 10-1), as well as additional functions of Raster Operation (ROP, Table
7-2), Chroma Key, Color Expansion, and so on. After getting properly set and enabled, BTE can
perform the required operations and functions automatically and rapidly regardless of MCU. BTE can
extremely release MCU working loads and resources, further to greatly improve the performance for all
the system.

Table 10-1: BTE Operation

BJ:G?gﬁer:f tB'?tr; %og]e BTE Operation Description
0000b MCU Write with ROP.
0010b Memory Copy (move) with ROP.
0100b MCU Write with chroma keying (w/o ROP)
0101b Memory Copy (move) with chroma keying (w/o ROP)
0110b Pattern Fill with ROP
0111b Pattern Fill with chroma keying (w/o ROP)
1000b MCU Write with Color Expansion (w/o ROP)
1001b MCU Write with Color Expansion and chroma keying (w/o ROP)
1010b Memory Copy with opacity (w/o ROP)
1011b MCU Write with opacity (w/o ROP)
1100b Solid Fill (w/o ROP)
1110b Memory Copy with Color Expansion (w/o ROP)
1111b Memory Copy with Color Expansion and chroma keying (w/o ROP)
Other combinations Reserved

If a data block needs to be loaded, moved, processed at one times, user could consider to use BTE, by
any available combinations of basic BTE Operations and additional Functions as well as various
available logic combinations of Source and Destination, further to achieve many useful application
purposes. Once the BTE started under proper settings, it will keep active working (busy) until the
working completed. There are two ways to get BTE working status, the one is to monitor Hardware
Interruption: connecting INT# to MCU, once the interruption presented, then MCU responds and starts
the routine to get the Interruption Source by checking REG[OCh]; the another one is to check
corresponding Flag Bits of register BTE_ CTRLO (REG[90h]) Bit4, or Status Register (STSR) Bit3.
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Table 10-2: ROP Function

ROP Function Code Boolean Function Operation
REG[91h] bit[7:4] (Destination, DT)
0000b 0 (Blackness)
0001b ~S0 - ~S1 or ~ (S0+S1)
0010b ~S0 - S1
0011b ~S0
0100b S0 - ~S1
0101b ~S1
0110b S0”S1
0111b ~S0+~S1 or~ (SO - S1)
1000b SO - S1
1001b ~ (S07S1)
1010b S1
1011b ~S0+S1
1100b SO0
1101b S0+~S1
1110b S0+S1
1111b 1 (Whiteness)
Note:
1.  Source 0 (S0) Data: comes from MCU Writing or Memory
2. Source 1 (S1) Data: comes from Memory
3. Destination (DT) Data: be wrote to Memory
4.  Memory means internal Display RAM
5. Memory, S0, S1, DT; these Short Names will be always quoted in this Chapter. For

Example: If ROP function REG[91h] bit[7:4]=0xCh, then “DT = S0”, means “Transfer
Source 0 data to Destination”; If ROP function REG[91h] bit[7:4]=0xEh, then “DT = SO +
S1”, means “Source 0 data + Source 1 data then transfer to Destination”
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10.2 BTE Operation Detail
10.2.1 MCU Write with ROP

This feature can increase the speed at which the MCU writes data to SDRAM. The data written
can be combined with raster (ROP) operations to fill in the destination memory. BTE itself provides
16 types of ROP. From the following figure can be learned that Source 0 (SO) must be provided by

the MCU. This example is when the POP register (REG[91h]) Bit[7:4] is set to 0x0C.

MCU

Source 0

Setup S1 Start Address
(S1_STR) REG[9Dh-AOh]

}

Setup S1 Image Width
(S1_WTH) REG[A1h-A2h]

}

-
Setup 51 Window Upper-Left Corner
X/Y-Coordinates

(S1.X, S1Y) REG[A3h-A6h]

}

LT768

BitBLT

}

Setup BTE Window Width
(BTE_WTH) REG[B1h-B2h]

}

Setup BTE Window Height
(BTE_HIG) REG[B3h-B4h]

I

-
Setup Destination Start Address
(DT_STR) REG[A7h-AAR]
) '

B
Setup SO, S1, DT Color Depth
REG[92]
l ™
Setup BTE ROP Function
REG[91h]

Setup DestinationImage Width
(DT_WTH) REGJABh-ACh]

'

I

Setup BTE Enable
REG[90h]

Setup Destination Window Upper-Left
Corner X/Y-Coordinates

(DT_X, DT_Y) REG[ADNh-BOh]

}

Set Data Write
REG[04h]

Source 1

Destination

DataWrite Complete?
BTE WTH * BRE_HIG

Figure 10-2: Flow Chart of MCU Wtite with ROP
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void LT768_BTE_MCU_Write_ MCU_16bit
(

unsigned long S1_Addr, /I Start address of S1 at SDRAM

unsigned short S1_W, /I Image width of S1

unsigned short XS1, /I Upper-Left corner X-Coordinate of S1 image
unsigned short YS1, /I Upper-Left corner Y- Coordinate of S1 image
unsigned long Des_Addr, /[ Start address of DT at SDRAM

unsigned short Des W, /l Max. Width of DT image

unsigned short XDes, /I Upper-Left corner X-Coordinate of DT
unsigned short YDes, /I Upper-Left corner Y-Coordinate of DT
unsigned int ROP_Code, // ROP mode

unsigned short X_W, /I Width of DT window

unsigned short Y_H, /I Height of DT window

const unsigned short *data // Start address of SO image data

)

Example: (Assume the resolution LCD Panel is 1024*600)

S0: MCU write a 100*100 image with 16-color image (unsigned short Picture_Data[100*100])
S1: Start address is 1024*600*2, at (50, 50)

DT: From the Address 0 of Display RAM, at (200, 200)

DT Display Window Size: 100*100

ROP Mode: 0x0C (Show S0)

>

LT768 BTE_MCU_Write_ MCU_16bit (1024*600*2, 1024, 50, 50, 0, 1024, 200, 200, 0x0C, 100,
100, &Picture_Data[0]);
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10.2.2 Memory Copy (move) with ROP

This feature will be moved from the specified memory source area to the specified memory
destination area. This operation can reduce the MCU processing time, thereby increasing the
speed of the memory data copying and moving. The following example is the result of a POP
register (REG[91h]) Bit[7:4] set to 0x0C.

LT768 S0
e R
&1
BitBLT @
DT

Figure 10-3: Example of Memory Copy with ROP

Figure 10-4 is Flow Chart by checking Status Register STSR bit3 to monitor BTE busy or not.
Figure 10-5 is Flow Chart by responding Hardware Interruption to get BTE processing result.

Setup SO Image Information.

(Start Address/Width/Upper-Left
Corner XY Coordinate) . v -
REG[93h-9Ch] Setup BTE Window Height
l (BTE_HIG) REG[B3h-B4h]
“ Setup S1 Image Information. l
(Start Address/Width/Upper-Left - N
Corner XY Coordinate) Select BTE, ROP Function
b REG[gih_A6h] 4 REG[91h]
I Setup Destination Information. N P l
(Start Address/Width/Upper-Left
Corner XY Coordinate) EPTEEESEE
' REG[A7h-BOh]
) }
Setup S0, S1, DT Color Depth
REG[92h]
-
Setup BTE Window Width < . )
(BTE_WTH) REG[B1h-B2h]

Figure 10-4: Flow Chart 1 of Memory Copy with ROP
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a Setup SO Image Information. s l
(Start Address/Width/Upper-Left Select BTE, ROP Function
Corner XY Coordinate) REG[91h]
REG[93h-9Ch]
1 ; : \
d Setup 51 Image Information. Setup Interrupt Enable
(Start Address/Width/Upper-Left REG[OBh] bit2 = 1
Corner XY Coordinate)
REG[9Dh-A6h] ) l
l P
& — 5 Enable BTE
Setup Destination Information. REG[90h]
(Start Address/Width/Upper-Left
Corner XY Coordinate) i
REG[A7h-BOh] v
- l =
Setup SO, 51, DT Color Depth
REG[92h]
l [ Clear Interrupt
" i i i 7 REG[OCh] bit2 = 1
Setup BTE Window Width, Height
REG[B1h-B4h] l
| < End )

Figure 10-5: Flow Chart 2 of Memory Copy with ROP

void LT768_BTE_Memory_Copy

(

unsigned long SO_Addr, // Start address of SO at SDRAM

unsigned short SO_W,
unsigned short XSO0,
unsigned short YSO0,
unsigned long S1_Addr,
unsigned short S1_W,
unsigned short XS1,
unsigned short YS1,
unsigned long Des_Addr,
unsigned short Des W,
unsigned short Xdes,
unsigned short Ydes,
unsigned int ROP_Code,
unsigned short X_W,
unsigned shortY_H,

)

/I Image width of SO

// Upper-Left corner X-Coordinate of SO image
/Il Upper-Left corner Y-Coordinate of SO image
// Start address of 1 at SDRAM

// Image width of S1

// Upper-Left corner X-Coordinate of S1 image
/Il Upper-Left corner Y-Coordinate of S1 image
// Start address of DT at SDRAM

/ Max. Width of DT image

/l Upper-Left corner X-Coordinate of DT

/l Upper-Left corner Y-Coordinate of DT

// ROP mode

// Width of DT window

// Height of DT window
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Example:

S0: Start address is 0, at (100, 100)

S1: Start address is 1024*600*2 of Display RAM, at (50, 50)

DT: Start address is 1024*600*2*2 of Display RAM, at (200, 200)
DT Display Window Size: 100*100

ROP Mode: 0x0A (Show S1)

LT768_BTE_Memory_Copy (0, 1024, 100, 100, 1024*600*2, 1024, 50, 50, 1024*600*2*2,
1024, 200, 200, 0x0A, 100, 100);
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10.2.3 MCU Write with Chroma Key (w/o ROP)

This is a write data operation which with Chroma-key feature for the MCU. This feature can
increase the speed at which the MCU writes data to SDRAM. Once this function is enabled, the
BTE engine will remain busy until all data are written.

When processing data, if the MCU writes the same data as the Chroma-key color, the write SO
data is ignored. So it's different to "MCU write data without Chroma-key" feature. The key color is
set in the "BTE background color" register. For example, if the Source Red "TOP" background is
Green, by selecting green as the transparent color, then the figure written through this feature is a
Red "TOP", and Green is not written in memory. Refer to the following diagram and program flow
chart:

MCU LT768 SDRAM

BitBLT

Figure 10-6: Example of MCU Write with Chroma Key

. Setup Destination Information. 0 l
(Start Address/Width/Upper-Left Enablic BIE
Corner XY Coordinate) ;I?G{gOh]
\ REG[A7h-BOh] )

i

P
Setup SO, S1, DT Color Depth Yes
REG[92h]
l No

e =)
Setup BTE Window Width, Height MCU Write Datato
(BTE_WTH) REG[B1h-B4h] REG[04h]

| }

o Y
“eUIp  hroma key Color BTE Data Write Complete?
HESIPEIRE (BTE_WTH * BRE_HIG)
e l ™y
Select BTE, ROP Function
REG[91h] End

Figure 10-7: Flow Chart of MCU Write with Chroma Key
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void LT768 BTE_MCU_Write_Chroma_key MCU_16bit
(

unsigned long Des_Addr, /[ Start address of DT at SDRAM
unsigned short Des_ W, / Max. Width of DT image

unsigned short Xdes, /I Upper-Left corner X-Coordinate of DT
unsigned short YDes I/l Upper-Left corner Y-Coordinate of DT

unsigned long Background_color, /I Chroma Key (Transparent Color)

unsigned short X_W, /' Width of DT window

unsigned short Y_H, / Width of DT window

const unsigned short *data // Start address of SO image data

)

Example:

S0: MCU write a 100*100 image with 16-color image (unsigned short Picture _Data[100*100])
DT: From the Address 0 of Display RAM, at (200, 200)

DT Display Window Size: 100*100

Transparent Color: Red

>

LT768 BTE _MCU_Write_ Chroma_key MCU_16bit (0, 1024, 200, 200, Red, 100, 100,
&Picture_Data[0]);
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10.2.4 Memory Copy with Chroma Key (w/o ROP)

This feature replicates moving a specified memory Source area to the memory Destination area,
and compares the Source’s data with the color of the Chroma Key during the replication move.
When the two colors are the same, do not change the memory end of the data, show that the
same as the key color will be transparent processing. The Chroma key color is set in the “BTE
Background color” Register (REG[D7h:F5h])).

Both of the Source and Destination’s data are located in Mmory. For example, if the Source's
background is Green and the Chroma Key color is set to Green, then the graph written by this
feature is a Red "TOP". Green becomes transparent and is not written to memory. Refer to the
following diagram and program flow chart:

LT768 SDRAM

- SO

BitBLT

e .

Figure 10-8: Example of Memory Copy with Chroma Key

@ X

Setup SO Image Information.
(Start Address/Width/Upper-Left
Corner XY Coordinate)
REG[93h-9Ch]

. Setup Destination Information. l

(Star‘tAddress/Width/_Upper—Leﬂ Select BTE, ROP Function
Corner XY Coordinate)
REG[91h]

REG[A7h-BOh]

| }

Setup SO, DT Color Depth Enable BTE
REG[92h] REG[90h]

l .
i
¥

@ >
Setup BTE Window Width, Height

(BTE_WTH) REG[B1h-B4h]

:

Setup Chroma-key Color ( End >
REG[DSh-D7h]

I

Figure 10-9: Flow Chart of Memory Copy with Chroma Key
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void LT768 BTE_Memory_Copy_ Chroma_key
(

unsigned long SO_Addr, // Start address of SO at SDRAM

unsigned short SO_W, // Image width of SO

unsigned short XSO0, I/l Upper-Left corner X-Coordinate of SO image
unsigned short YSO, // Upper-Left corner Y-Coordinate of SO image
unsigned long Des_Addr, // Start address of DT at SDRAM

unsigned short Des_ W, // Width of DT image

unsigned short Xdes, /l Upper-Left corner X-Coordinate of DT
unsigned short Ydes, // Upper-Left corner Y-Coordinate of DT
unsigned long Background_color, /I Chroma Key (Transparent Color)

unsigned short X_W, // Width of DT window

unsigned shortY_H // Height of DT window

)

Example:

S0: Start address is 0, at (200, 200)

DT: From the Address 1024*600*2 of Display RAM, at (100, 100)
DT Display Window Size: 100*100

Transparent Color: Red

>

LT768 BTE_Memory Copy_Chroma_key (0, 1024, 200, 200, 1024*600*2, 1024, 100, 100,
Red, 100, 100);
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10.2.5 Pattern Fill with ROP

This feature is repeats to fill specified 88 or 16*16 pattern in specified area, while the 8*8 or 16*16
pixel pattern is previously stored in memory prior to using this feature. This feature can also be
combined with 16 kinds of raster (ROP) operations. This feature speeds up copying patterns in a
specified area, such as a quick background posting.

The following example is takes 8*8 pattern and repeats fill in specified area, the result of setting
the POP register (REG[91h]) bit [7:4] to 0xOC.

SDRAM
@ i1
BitBLT [ ; .

— SHIKSE,
T
EE BN
EE NN %
EN EN
EN_ EN
Ooooo N EEE
Eoood goooooooon

8x8 16x16

Figure 10-10: Pattern Format
Figure 10-11: Example of Pattern Fill with ROP

(Start Address/Width/Upper-Left
Corner XY Coordinate)

Setup SO Image Information. 1

REG[93h-9Ch]
(~ SetupS1Image Information. v
e i Ty
(Start Address/Width/Upper-Left .
Corner XY Coordinate) Setup BTE, ROP Function
L REG[9Dh-A6h] REG[91h]
(" Setup DestinationInformation. . l
(Start Address/Width/Upper-Left Enable BTE
Corner XY Coordinate) REG[90h]
ke REG[A7h-BOh]

Setup SO, 51, DT Color Depth
REG[92h]
A
@ l )
Setup BTE Window Width, Height ( End )
REG[B1h-B4h]
g

I
Figure 10-12: Flow Chart of Pattern Fill with ROP
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void LT768_BTE_Pattern_Fill
(

unsigned char P_8x8 or_16x16, /I O: select 8x8 Icon, 1: select 16x16 Icon.
unsigned long SO_Addr, /I Start address of SO at SDRAM

unsigned short SO_W, /I Image width of SO

unsigned short XSO0, /I Upper-Left corner X-Coordinate of S0 image
unsigned short YSO, /I Upper-Left corner Y-Coordinate of SO image
unsigned long Des_Addr, /l Start address of DT at SDRAM

unsigned short Des_W, /I Max. Width of DT image

unsigned short Xdes, /I Upper-Left corner X-Coordinate of DT
unsigned short Ydes, /I Upper-Left corner Y-Coordinate of DT
unsigned int ROP_Code, // ROP mode

unsigned short X_W, /I Width of DT window

unsigned short Y_H /I Height of DT window

)

Example:

P_8x8 or 16x16: Select 16x16 Icon

S0: Start address is 0, at (200, 200)

DT: From the Address 1024*600*2 of Display RAM, at (100, 100)
ROP Mode: 0x0C (Show S0)

DT Display Window Size: 100*100

>

LT768_BTE_Pattern_Fill (1, 0, 1024, 200, 200, 1024*600*2, 1024, 100, 100, 0x0C, 100, 100);
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10.2.6 Pattern Fill with Chroma Key

This feature is repeats to fill specified 8*8 or 16*16 pattern in specified area, but does not write to
the destination if the source's color is the same as the Chroma-key color during processing. So
you will see the pattern's background color of destination will be transparent. The chroma key
color is set to REG[D5h] ~ [D7h] registers.

Below Example shows Orange is background color of Red “T” pattern, and Orange is set as
Chroma Key, BTE will repeats fill RED “T” only to Destination:

LT768 SDRAM

BitBLT

@
)

Figure 10-13: Example of Pattern Fill Chroma Key

Setup SO Image Information.
(Start Address/Width/Upper-Left
Corner XY Coordinate)
REG[93h-9Ch]

a Setup Destination Information. - l
(Start Address/Width/Upper-Left Select BTE. ROP Eunction
Corner XY Coordinate) RE'G 91h
\_ REG[A7h-BOhR] [ ]
I I
Setup SO, DT Color Depth Enable BTE
REG[92h] REG[90h]
r l ™ v
Setup BTE Window Width, Height
(BTE_WTH) REG[B1h-B4h]

Setup Chroma-key Color ( End )
REGI[D5h-D7h]

Figure 10-14: Flow Chart of Pattern Fill with Chroma Key
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void LT768 BTE_Pattern_Fill_With_Chroma_key
(

unsigned char P_8x8 or_16x16, /I 0: use 8x8 Icon, 1: use 16x16 Icon.
unsigned long SO_Addr, /I Start address of SO at SDRAM

unsigned short SO_W, /I Image width of SO

unsigned short XSO0, /I Upper-Left corner X-Coordinate of S0 image
unsigned short YSO, /I Upper-Left corner Y-Coordinate of SO image
unsigned long Des_Addr, /l Start address of DT at SDRAM

unsigned short Des_ W, /I Max. Width of DT image

unsigned short XDes, /I Upper-Left corner X-Coordinate of DT
unsigned short YDes, /I Upper-Left corner Y-Coordinate of DT
unsigned int ROP_Code, // ROP mode

unsigned long Background_color, /I Chroma Key (Transparent Color)

unsigned short X_W, /I Width of DT window

unsigned shortY_H /I Height of DT window

)

Example:

P_8x8 or 16x16: Select 16x16 Icon

S0: Start address is 0, at (200, 200)

DT: From the Address 1024*600*2 of Display RAM, at (100, 100)
ROP Mode: 0x0C (Show S0)

Transparent Color: Red

DT Display Window Size: 100*100

LT768 BTE_Pattern_Fill_With_Chroma_key (1, 0, 1024, 200, 200, 1024*600*2, 1024, 100,
100, 0x0C, Red, 100, 100);
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10.2.7 MCU Write with Color Expansion

This feature shows MCU get monochrome data and convert to color data, then writes into
memory. In this operation, source is Bitmap monochrome data. If the bit of the monochrome
image is "1", it becomes the foreground color, and if the bit of the monochrome image is "0", it
turns into a background color. This feature makes it easy for users to turn a monochrome system
into a color system.

Monochrome image within the BTE is a separate scan line processing, when a scan line
processing, no processing of monochrome scan line data is discarded. The next line of data is
generated by the next packet, and the data for each write-purpose memory is processed by MSB
to the LSB when the color is extended. If the MCU interface is set to 16bits, the starting bit of ROP
can be set to either 15 to 0. If the MCU interface is set to 8bits, the ROP starting bit can be set to
either 7 to 0. The Source 0 Color Depth (REG[92H] bit[7:6]) will not be referenced in this feature.

In the following example, the foreground color is set to Red and the background color is set to
Blue. When MCU write monochrome data (Source 0) through BLT to specified memory area of
Destination, you will see the result as Figure 10-15:

MCU LT768 SDRAM

BitBLT

Figure 10-15: Example of MCU Write with Color Expansion
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@ Setup Destination Information.

(Start Address/Width/Upper-Left
Corner XY Coordinate) <
\_ REG[A7h-BOh]
v Yes
@ ™
Setup DT Color Depth
REG[92h] No
v
( 0 MCU Write Data to REG[04h]
Setup BTE Window Width
REG[B1h-B4h]
v
d M BTE Data Write Complete?

Setup Foreground, Background Color
REG[D2h-D4h], REG[D5h-D7h]

(BTE_WTH * BRE_HIG)

) 4
@ ™
Setup BTE, ROP Function

REG[91h] Check STSR bit3

b
h 4
P
Enable BTE ( . )

REG[90h]

b

Figure 10-16: Flow Chart of MCU Write with Color Expansion

For example, ROP set to 7, foreground color register is set in Red, and the background color
register is Yellow. If BTE Width is 23, then the result of color extension displays as following Figure
10-17. Figure 10-18 is another example when ROP set to 3, and the color extension results when
the other settings are invariant..

Data0 Datal Data2 Data3

Data0 Datal Data2 Data3

Figure 10-17: Example 1 of MCU Write with

Color Expansion (ROP=7) Figure 10-18: Example 2 of MCU Write with

Color Expansion (ROP=3)
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Note:
1. Sent Data Numbers per Row

= [ BitBLT Width + (MCU I/F bits — Start bit-1) 1/ (MCU I/F bits) ,
(Take integer with unconditional carry)

2. Total Data Number = (Sent Data Numbers per Row) * BitBLT Height

Data0 Datal Data2 Data3
| Start bit i
1 =3 1
Data0 i Datal Data2 i Data3
- A - p—— A ~— - :d . —— T
L HEEE BTE Height
I = REG[5Bh:5Ah]
I | J_
~—] BTE Width —
Non = REG[59h:58h] > Non
Expansion =23 Expansion

Figure 10-19: Data Format for Color Expansion

void LT768_BTE_MCU_Write_ColorExpansion_MCU_16bit

(

unsigned long Des_Addr, /l Start address of DT at SDRAM
unsigned short Des_ W, / Max. Width of DT image

unsigned short Xdes, /I Upper-Left corner X-Coordinate of DT
unsigned short Ydes, /I Upper-Left corner Y-Coordinate of DT
unsigned short X_W, /I Width of DT window

unsigned short Y_H, /I Height of DT window

unsigned long Foreground_color, /I Foreground color

unsigned long Background_ color, /I Background color

const unsigned short *data [/l 16-bit data

)
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Example:

S0: MCU write a 100*100 image data (unsigned short Data[100*100])

DT: From the Address 1024*600*2 of Display RAM, at (200, 200)
Foreground Color: Red

Background Color: Blue
DT Display Window Size: 100*100

LT768 BTE_MCU_Write_ColorExpansion_ MCU_16bit (1024*600*2, 1024, 200, 200, 100,
100, Red, Blue, &Data[0]);
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10.2.8 MCU Write with Color Expansion and Chroma Key

This Operation is similar with previous section “MCU Write with Color Expansion”, but the
difference is that background color will be ignored.

In the following example, the foreground color is set to Red. When MCU write monochrome data
(Source 0) through BLT to specified memory area of Destination, you will see the result as Figure
10-20:

MCU LT768 SDRAM

BitBLT

Figure 10-20: Example of MCU Write with Color Expansion and Chroma key

@ Setup Destination Information.

(Start Address/Width/Upper-Left
Corner XY Coordinate) <+
REG[A7h-BOh]
l <
[ Y
Setup DT Color Depth
REG[92h] No

0 MCU Write Data to REG[04h]
Setup BTE Window Width, Height
REG[B1h-B4h]
(" —— i 0 BTE Data Write Complete?
etup Foreground Color .
(BTE WTH * BRE_HIG)
REG[D2h-D4h]

l

Setup BTE, ROP Function
REG[91h]

Enable BTE ( ey )
REG[90N]

Figure 10-21: Flow Chart of MCU Write with Color Expansion and Chroma key
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10.2.9 Memory Copy with Opacity

This Operation performs blending SO and S1 data and transferring the result to DT, two mode are

available: Picture Mode and Pixel Mode.

Picture Mode is for 8 bpp/16bpp/24bpp format and using same one Opacity Value (Alpha Level)

for whole bitmap picture. Opacity Value of Picture Mode is defined in REG[B5h].

Pixel Mode is for 8bpp/16bpp format and using individual Opacity Value of S1, each pixel of S1
has its own Opacity Value, such as: for one 16bpp data, the bit[15:12] is Opacity Value, the
bit[11:0] is color data; for one 8bpp data of S1, the bit[7:6] is Opacity Value, the bit[5:0] is the Index

(Address) of Palette Color RAM pointing to initialized 12-bits Color Depth data.

B Picture Mode:
Destination Data

= (Source 0 * alpha Level) + [ Source 1 * (1- alpha Level) ];

m Pixel Mode 8bpp:
Destination Data

= (Source 0 * alpha Level) + [ Index palette (Source 1[5:0]) * (1 - alpha Level) ]

B Pixel Mode 16bpp:
Destination Data

= (Source 0 * alpha Level) + [ Source 1 [11:0] * (1 - alpha Level) ]

LT768

BitBLT

Palette
RAM

RO

i1

Levetop

SHIKE

Figure 10-22: Example of Pixel Mode - 8bpp

Table 10-3: Alpha Blending of Pixel Mode - 8bpp

Bit[7:6] Alpha Level
Oh 0
1h 10/32
2h 21/32
3h 1
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7768 e

ARL

Levetop
BitBLT &
SHIEE

Figure 10-23: Example of Pixel Mode - 16bpp

Table 10-4: Alpha Level of Pixel Mode - 16bpp

Bit[15:12] Alpha Level
Oh 0
1h 2/32
2h 4/32
3h 6/32
4h 8/32
5h 10/32
6h 12/32
7h 14/32
8h 16/32
9h 18/32
Ah 20/32
Bh 22/32
Ch 24/32
Dh 26/32
Eh 28/32
Fh 1
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4 Setup SO Image Information. 0
(Start Address/Width/Upper-Left
Corner XY Coordinate) v
REG[93h-9Ch] Setup BTE Window Height
(BTE_HIG) REG[B3h-B4h]
v
( Setup S1 Image Information.
(Start Address/Width/Upper-Left - y ~
Corner XY Coordinate) Select BTE, ROP Function
0 REG[9Dh-ABh] Y, REG[91h]
v
( Setup Destination Information. » v
(Start Address/Width/Upper-Left Erfable BIE
Corner XY Coordinate) Fr{]EG[gOhJ
\_ REG[A7h-BOh]
a b4 ¥
Setup SO, S1, DT Color Depth
REG[92h] Check STSR bit3
4
v
-
Setup BTE Window Width < e )
(BTE_WTH) REG[B1h-B2h]

Figure 10-24: Flow Chart of Memory Copy with Opacity -Pixel Mode

LT768 S0
S
Levetop
BitBLT
DT

Figure 10-25: Example of Memory Copy with Opacity - Picture Mode
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Setup S0 Image Information. )

v
(Start Address/Width/Upper-Left s
Corner XY Coordinate) Setup BTE, ROP Function
e REG[93h-9Ch] REG[91h]
Y
(~  SetupSlImage Information. v
(Start Address/Width/Upper-Left .
Caorner XY Coordinate) P i
L REG[9Dh-A6h] (APB_CTRL) REG[B5h]
v .
(" Setup Destination Information. A
(Start Address/Width/Upper-Left Enable BTE
Corner XY Coordinate) REG[90h]

\_ REG[A7h-BOh]

h 4 v

=
Setup SO, S1, DT Color Depth 1

REG[92h] Check STSR bit3

h 4

Setup BTE Window Width, Height < - >
REG[B1h-B4h]

Figure 10-26: Flow Chart of Memory Copy with Opacity - Picture Mode

void BTE_Alpha_Blending

(

unsigned long SO_Addr, // Start address of SO at SDRAM

unsigned short SO_W, // Image width of SO

unsigned short XSO0, /I Upper-Left corner X-Coordinate of SO image
unsigned short YSO, // Upper-Left corner Y-Coordinate of SO image
unsigned long S1_Addr, // Start address of S1 at SDRAM

unsigned short S1_W, // Image width of S1

unsigned short XS1, I/l Upper-Left corner X-Coordinate of S1 image
unsigned short YS1, I/l Upper-Left corner Y-Coordinate of S1 image
unsigned long Des_Addr, // Start address of DT at SDRAM

unsigned short Des W, /l Max. Width of DT image

unsigned short Xdes, /Il Upper-Left corner X-Coordinate of DT
unsigned short Ydes, I/l Upper-Left corner Y-Coordinate of DT
unsigned short X_W, // Width of DT window

unsigned short Y_H, // Height of DT window

unsigned char alpha /I Alpha Blending effect 0 ~ 32, Destination data =

Il (Source 0 * (1- alpha)) + (Source 1 * alpha)
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Example:

S0: Start address is 0, at (0, 0)

S1: Start address is 1024*600*2, at (0, 0)

DT: From the Address 1024*600*2*2 of Display RAM, at (50, 50)
Alpha Blending: 5 (0~31)

DT Display Window Size: 100*100

BTE_Alpha_Blending (0, 1024, 0, 0, 1024*600*2, 1024, 0, 0, 1024*600*4, 1024, 50, 50, 100,
100, 5);
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10.2.10 Solid Fill

This feature fills the specified color for the rectangular range specified by Bte. This function is used
to fill a large area to SDRAM. The filled color is set in the BTE foreground color register.

LT768 SDRAM
Fill Area
BitBLT
Figure 10-27: Example of Solid Fill
Setup Destination Information. - v
(Start AddFESS/Width/Upper—Leﬂ Select BTE. ROP Function
Corner XY Coordinate) RErG[91h]
REG[A7h-B0h]
h 4 4
s e 'a ™
Setup DT Color Depth Enable BTE
REG[92h] REG[90h]

v
o= ~ 4

Setup BTE Window Width, Height
REG[B1h-B4h]

Check STSR bit3

Y

Setup Foreground Color ( End )
REG[D2h-D4h]

Figure 10-28: Flow Chart of Solid Fill
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void BTE_Solid_Fill
(

unsigned long Des_Addr, // Start address of DT at SDRAM
unsigned short Des W, /l Max. Width of DT image

unsigned short XDes, /Il Upper-Left corner X-Coordinate of DT
unsigned short YDes, I/l Upper-Left corner Y-Coordinate of DT
unsigned short color, /1 Fill color

unsigned short X_W, // Width of DT window

unsigned shortY_H // Height of DT window

)

Example:

DT: Start address is 0 of Display RAM, at (200, 200)
Fill Color: Red
DT Display Window Size: 100*100

BTE_Solid_Fill (0, 1024, 200, 200, Red, 100, 100);
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11. Display Text

11.1 Use Embedded Character Font

The built-in fonts need to be initialized before they can be invoked to use the display function of the
internal character font.

void LT768_Select_Internal_Font_Init
(

unsigned char Size, I/ Setup Font Size 16: 8*16; 24: 12*24; 32: 16*32
unsigned char XxN, /l Width magnification: 1~4

unsigned char YxN, // Height magnification: 1~4

unsigned char ChromaKey, // 0: Background color transparent; 1: Background color
unsigned char Alignment // 0: Non-alignment; 1: Alignment

)

void LT768_Print_Internal_Font_String
(

unsigned short X, /I Start position X

unsigned short y, // Start position Y

unsigned long FontColor, // Font color

unsigned long BackGroundColor, // Background color (Invalid if Background color transparent)
char *c /I Character string

)

Example: Use embedded 16*32 character font to show a Red string -“LeveTop LT768”at LCD panel
(10,100) position. And no magnification, Background color transparent, font alignment.

LT768_Select_Internal_Font_Init(32, 1, 1, 0, 1);
LT768_ Print_Internal_Font_String(10, 100, Red, 0, “LeveTop LT768”);

Note: The embedded character is not supported in Chinese fonts. If you want to use Chinese fonts, you
have to build them in the external SPI Flash.
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11.2 Create Chinese Font Library

11.2.1 Get Font Library

The model of the font needs to use the corresponding font-taking software, and then generate bin
format files. Levetop provides a software tool — LT_IMAGE_TOOL.EXE to help user create
Chinese font. LT768x supports GB2312 Simpled Chinese, GB2312 Traditional Chinese, and BIG5
format Chinese font. Each Font Library support five font sizes for 16*16, 24*24, 32*32, 48*48 and
72*72.

11.2.2 Save Bin File of Font

The Bin file of the font needs to be stored in Flash Memory. In the use of the font before the font
data from Flash to write to SDRAM. Then set the appropriate parameters, and then simply send
the font code can be displayed on the LCD screen text.

11.2.3 Display Chinese Font (16*16 ~ 24*24 ~ 32*32)

You need to initialize it before you use the external font. That is, the font is read from Flash and
stored in the SDRAM, and set the appropriate parameters.

void LT768_Select Outside_Font_Init
(

unsigned char SCS, /I Select external SPI Flash, 0: SPI-0; 1: SPI-1

unsigned char CIK, I/l SPI Clock = System Clock /{(Clk+1)*2}

unsigned long FlashAddr, /l Flash’s Source Address

unsigned long MemoryAddr, // SDRAM’s Destination Address

unsigned long Num, // Data size of the Font Library

unsigned char Size, /l Font Size; 16: 16*16, 24: 24*24, 32: 32*32

unsigned char XxN, // Width magnification of font: 1~4

unsigned char YxN, I/l Height magnification of font: 1~4

unsigned char ChromaKey, I/l 1: Background Color Transparent, 0: Background Color
// can be set

unsigned char Alignment /1 0: Font is not aligned, 1: Font aligned,

)
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After initialization, call the following function to display Chinese String with GB2312 Format on the
LCD screen.

void LT768_Print_Outside_Font_String
(

unsigned short x, /I The x position at which the font starts to appear.
unsigned short y, /I The y position at which the font starts to appear.
unsigned long FontColor, /I Color of Font

unsigned long BackGroundColor, /I Background Color (Note: When Background Color
/I Transparent then this value is not valid)
unsigned char *c /I The first address of the Font_String buffer

)

If user want to display Chinese String with BIG5 Format, then call the following function:

void LT768_Print_Outside_Font_String_BIG5
(

unsigned short x, /I The x position at which the font starts to appear.
unsigned short y, /I The y position at which the font starts to appear.
unsigned long FontColor, /I Color of Font

unsigned long BackGroundColor, /l Background Color (Note: When Background Color
/I Transparent then this value is not valid)
unsigned char *c /I The first address of the Font_String buffer

)

Example: From the 0x00 address of the plug-in FlashO read 24*24 regular script Chinese font to
SDRAM 0XO003E537EO first address. The amount of data in this font is 0x0009B520.
This font is displayed in the position of the LCD screen (10, 100) with the Red "R
RABFERAT-LT768". and does not enlarge the height and width of the font, the
background color is transparent, the font is also aligned:

GB2312 Encoding Format:

LT768_Select_Outside_Font_Init(0, 0, 0x00, 0x003E537E0, 0x0009B520, 24, 1, 1, 1, 1);
LT768_Print_Outside_Font_String(10, 100, Red, 0, ‘IR RFHEEFBIRATI-LT768”);
BIG5 Encoding Format:

LT768_Select Outside_Font_Init(0, 0, 0x00, 0xO03E537E0, 0x0009B520, 24, 1, 1, 1, 1);
LT768_Print_Outside_Font_String_BIG5(10, 100, Red, 0, ‘TR R FBIRAT-LT768”);
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AW A b e 8 -LTT68

Figure 11-1: Display 24*24 Chinese String

Note:
1. This function is only valid for GB2312 or BIG5 Chinese encoding. If you want to use other
Chinese coding, you need to modify the corresponding part of the function.

2. Some compilers may not compile in Chinese according to GB2312 or BIG5 encoding
coding rules. Then the user will need to configure the compiler settings themselves.

11.2.4 Display Chinese Font (48*48 ~ 72*72)

If you want to show the big Chinese String of GB2312 encoding format as 48*48 or 72*72 on the
screen, then you can call the following function:

void LT768_Print_Outside_Font_ GB2312_48 72
(

unsigned char SCS, /I Select external SPI Flash, 0: SPI-0; 1: SPI-1
unsigned char CIk, /I SPI Clock = System Clock /(Clk+1)*2}
unsigned long FlashAddr, /I Flash’s Source Address
unsigned long MemoryAddr, /l SDRAM’s Destination Address
unsigned char Size, /] Font Size; 48: 48*48; 72: 72*72
unsigned char ChromaKey, /I 1: Background Color Available,

/I 0: Background is Transparent
unsigned short x, /I The X position at which the font starts to appear
unsigned short y, /I The Y position at which the font starts to appear
unsigned long FontColor, /l Font Color

unsigned long BackGroundColor, // Background Color (Note: When Background Color
/[ Transparent then this value is not valid

unsigned short w, /I Bold Level Setting: 1~3
unsigned short s, /I Line Distance
unsigned char *c /I The first address of the Font_String buffer

)

L768_AP-Note_ENG / V1.1B
- |
©Levetop Semiconductor Co., Ltd. Page -91-



JLT768x

LT768x Application Notes

If user want to display Chinese String (48*48 or 72*72) with BIG5 Format, then call the following

function:

void LT768_Print_Outside_Font_BIG5 48 72

(
unsigned char SCS,

unsigned char CIK,
unsigned long FlashAddr,
unsigned long MemoryAddr,
unsigned char Size,
unsigned char ChromaKey,

unsigned short x,

unsigned short y,

unsigned long FontColor,
unsigned long BackGroundColor,

unsigned short w,
unsigned short s,
unsigned char *c

)

/I Select external SPI Flash, 0: SPI-0; 1: SPI-1

/I SPI Clock = System Clock /{(Clk+1)*2}

/I Flash’s Source Address

/| SDRAM’s Destination Address

/I Font Size; 48: 48*48; 72: 72*72

/I 1: Background Color Available,

[/l 0: Background is Transparent

/I The X position at which the font starts to appear
/I The Y position at which the font starts to appear
// Font Color

/I Background Color (Note: When Background Color
/I Transparent then this value is not valid

// Bold Level Setting: 1~3

/I Line Distance

/I The first address of the Font_String buffer

Example: From the 0x005DC000 address of the plug-in FlashO read 48*48 regular script Chinese
font to SDRAM 0XO003E537EO first address. This font is displayed in the position of the

LCD screen (10, 100) with the Red "FReE=m KRB FHIRAT-LT768". and does not
enlarge the height and width of the font, the background color is transparent, the font is

also aligned:

GB2312 Encoding Format:

LT768_Print_Outside Font GB2312_48 72(1, 0, 0x005DC000, 0x003E537EO0, 48, 0, 10, 100,
color256_red, color256_white, 1, 0 , “TREMERHEFERAT-LT768");

AR ARI LT A K& -LT768

Figure 11-2: Display 48*48 Chinese String
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BIG5 Encoding Format:

LT768_ Print_Outside_Font BIG5 48 72(1, 0, 0x005DC000, 0x003E537EO0, 48, 0, 10, 100,
color256_red, color256_white, 1, 0 , “TRemRHEFBIRAE]-LT768);

Note:

1. This function is only valid for GB2312 or BIG5 Chinese encoding. If you want to use other
Chinese coding, you need to modify the corresponding part of the function.

2. Some compilers may not compile in Chinese according to GB2312 or BIG5 encoding
coding rules. Then the user will need to configure the compiler settings themselves.

3 ~ In the use of large Chinese fonts, if you want to display English and punctuation, you need
to enter full-width format.

4 -~ Using large fonts (4848, 72*72), must use 256-bit color depth for font color and
background color.

11.2.5 Line Spacing

This function is to set the line spacing of the previous row when the text is written to the last word
to wrap. The size of the parameter “temp” is the pixel of the difference between the specified line
spacing.

void Font_Line_Distance(unsigned char temp);
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11.3 Create Bin File of Font

If you want to use the Chinese font, you can download a dedicated program LT_IMAGE_TOOL.EXE
from our website. This program has a function to convert the font information into a Bin file, and then
through the DMA transfer method to save the font data to the built-in display memory of LT768x. After
that, if you want to display Chinese on the TFT screen, the MCU only has to send GB code (2 bytes) to
the dedicated registers. Therefore, it can improve the performance of Chinese display and reduce the
burden of MCU processing Chinese display. For the production of the font Bin file, users can refer to
user manual of LT_IMAGE_TOOL.EXE, or the instructions below. The following is an example to
produce a 16*16 font Bin file:

1. Execute LT_IMAGE_TOOL.EXE then click “font” to open the Chinese font Bin file production
interface:

(¥ Creat Chinese Font Lib >
Font Bitmap Font Parameter

Chinese
(®)GB2312

() BIGS

(O 8lkcB2312

Font Size: |16%16 «

H Position: |Middle ~

V Position:  |Middle ~

Color Threshold{0~254) =
250

Char Code:
EBAA

Test Code

Select Font
Creat Bin

Close

Figure 11-3: Create Chinese Font Library
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2. Click "Select Font" button to set fonts, font style, size, and so on. When Setup is complete, press

OK to save:
¥ Creat Chinese Font Li X
Font Bitmap Font Parameter
Chinese
FiE x (@ GB2312
BIGS
FHE: FR: FNS): O
O Br$eR2312
i = as | BE |
# - P ront e
ok ] | B S
T ﬁf_t R L | H Position:
#ik BRs# i o
4 i
;__\r% Color Threshold(0~254) =
NS v 250
Char Code:
= =
Dl i o
Ovasw savrzs

BR0: ] Creat Bin
== : | Close

Figure 11-4: Select Font Style

3. Set the font size of 16*16, 24*24, 32*32 three fonts. You can also set the font position (left, center,
and right), Color threshold (0~254), and preview text. Click the "Test Code" button to view the
character's code(GB2312).

(¥ Creat Chinese Font Lib X
Font Bitmap Font Parameter

Chinese

(® GB2312

(O BIGS

(O B5{$6E2312

Font size Lo >» s

i H Position:
Font positionE=>,

lor Threshold (0~ B
Color ThresholdC=o> C°4’

Char Code:

Preview Codet=>>

| selectFont |

Creat Bin

Close

Figure 11-5: Setup Library
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4. Click "Create Bin" to output the font Bin file. Note, when you enter a file name, the file name cannot
contain the following characters, such as:? */* *: |, otherwise it cannot be saved.

J Creat Chine nt Lib o
Font Bitmap Font Parameter
O sene 2. Choose the path x IR i
(®GB2312
&« ~ 1I « LT_IMAGE_TOOL » Fonts w | @ Search Fonts 0 (O BIGS
(O #HFcB2312
Organize + MNew folder B » (7]
~ Font Size:  [16%16
B This PC i Name Date modified Type T
= H Position:
B 3D Objects Mo itemns match your search.
V Position:  [Middle
o o
E] eien Color Threshold(0~254]) :
-’ Downloads C:SUC 7
ar Code:
J’ﬁ Music REA
=] Pictures - B
B Videos 1. Click Creat Bin button
‘am Local Disk (C:)
~0ta@ 3 Enter a file name . [ cestan |
Close [
File pamel| | 16_16_GB2312 \,|
Save as type: v";
A Fide Folders 4 Click Save button Cancel
Figure 11-6: Save Font
Save success when “Font Lib ok” is displayed:
(¥ Crea inese Font Lib %
Font Bitmap Font Parameter
Chinese
(®GB2312
()BIGS
(O 2rFcR2312
Font Size:
H Position:
W Position:
Color Threshold(0~254) :
Lt image_tool_v1 * =3
Char Code:
GB2312 Font Lib ok
| Testcode |
T Select Font
. Ci;:se .

Figure 11-7: Complete the production of the font
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5. When create font was finished, you can see the exported “16_16_GB2312.bin” in the destination
folder:

| |£| =+ | Fonts

Home Share View

s v A4 « levetop » LT_IMAGE TOOL » Fonts

# Quick access
B Desktop
& Downloads

|Z=| Documents

16_16_GB2312.bi

n

% % 5%

[&=] Pictures

Figure 11-8: Generated Font Bin file
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12. Display Cursor

LT768x supports 2 types of Cursor, Graphic Cursor and Text Cursor. This function allows users to display the
cursor easier, and increase processing efficiency and reduce the MCU's software loading.

12.1 Display Text Cursor

A text cursor is an indication of how text is written. It shows where the current text can be written. The
width and height appearance of the text cursor can be set, including the move position can be set to
automatically add or not, and the cursor flashing or not. When text is written, the text cursor
automatically accumulates to the next text entry. The distance between each move is related to the text
size and direction. When you exceed the edge of the Active Window, the cursor moves to the next line.
But note that the cursor automatic movement function must be in the Active Window. The row height
size can be set in pixels. The following table lists the related register descriptions.

Table 12-1: The Related Registers for Text Cursor

Register Address Register Name Description

bit2: Graphic/Text Mode Selection
REG[03h] ICR (Text Mode Enable)

bit1: Text Cursor Enable

REG[3Ch] GTCCR
bit0: Text Cursor Blinking Enable)
REG[64h:63h] F_CURX X_Position: Text Input X coordinate
REG[66h:65h] F_CURY Y_Position: Text Input X coordinate
REG[DOh] FLDR Text Line Gap Setting

The text cursor can set the height and width through registers CURHS (REG[3Eh]) and CURVS
(REG[3FH]).The height and width of the text cursor are also affected by whether the text is magnified
(REG[CDH] bit[3:0]).

The cursor width can be set to 1 ~ 32 pixels under normal display. When using text magnify function,
the width and height of the cursor will be magnified in multiples. The following figure is the horizontal
and vertical setting of the text cursor:

Register CURHS (REG[3Eh]) bit[4:0] = 00000 ~ 11111b

»| =] =

2 pixels 3 pixels 32 pixels

1 pixel

Figure 12-1: Example of Text Cursor Width Settings
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Register CURVS (REG[3Fh]) bit[4:0] = 00000 ~ 11111b

= - e

1 pixel 2 pixels 3 pixels 32 pixels|

Figure 12-2: Example of Text Cursor Height Settings

The text cursor can be set to blink at a fixed frequency. By GTCCR ( REG[3Ch] ) to set Blinking
enabled (bit[0]=1) or disabled ( bit[0]=0 ), use below formula to calculate blinking interval:

Blink Time (sec) = BTCR[3Dh] * (1/Frame_Rate)

In the example below where the cursor flashes, the position of the cursor stays behind the last written
word.

R REMETFTLCD BIEMER

Figure 12-3: Example of Text Cursor Blinking

Before using the text cursor, you need to initialize it, set the corresponding parameters, and then
display the cursor.
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void LT768 Text _cursor_Init
(

unsigned char On_Off_Blinking, // 0: Blink Disable; 1: Blink Enable
unsigned short Blinking_Time, // Setup Blinking Time

unsigned short X_W, // Horizontal size of the text cursor (Max. 32)
unsigned short Y_W Il Vertical size of the text cursor (Max. 32)

)

void LT768 Enable Text Cursor(void); // Text Cursor Enable
void LT768_Disable_Text Cursor(void); // Text Cursor Disable

Example: To set a blinking text cursor with a horizontal size of 10 and a vertical size of 2:

LT768 Text_cursor_lInit(1, 15, 10, 2);
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12.2 Display Graphic Cursor

LT768x Graphic Cursor is 32*32 pixel graphic with 2-bits Color Index, display color data is redirected to
register GCCO(REG[44h]), GCC1(REGI[45h]), Background Color, Inversed Background color:

Table 12-2: Graphic Color Definition

2600 | Color-0 (defined by REG[44h] )

2'b01 Color-1 (defined by REG[45h])

2’b10 Background Color

2’b11 Inversed Background Color

Therefore, you need a 256bytes size to build a graphics cursor. LT768X provides 4 graphics cursors for
choosing. The MCU can select the cursor by setting the related registers. The graphics cursor position
can be set by GCHPO (REG[40h]), GCHP1 (REG[41h]), GCVPO (REG[42h)) and GCVP1 (REG[43h)).
The color of the Color-0 is set by the register REG[44h], and the Color-1 is set by the register
REGI[45h]. The following figure shows an example of the stored data format for the 32*32 graphics
cursor. This assumes that the value of REG[44h] is set to Blue and the value of REG[45h] is set to Red.

Byte253 ~~~' !
Byte254 -~~~ :
Color-0: . Byt8255 __________
Color-1: M

Figure 12-4: Graphic Cursor Data Format and Example
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The graphics cursor needs to be customized by the user and then written to RAM.A total of 4 graphics
cursors can be set, and then the cursors can be easily switched to each other. You need to initialize and
set the appropriate parameters before using.

void LT768_Graphic_cursor_Init
(

unsigned char Cursor_N, /I Select Cursor; 1: Cursor1, 2: Cursor2, 3: Cursor3,
/I 4: Cursor4

unsigned char Color1, /[ Color 1

unsigned char Color2, /I Color 2

unsigned short X_Pos, /I Coordinate X for Display

unsigned short Y_Pos, /I Coordinate Y for Display

unsigned char *Cursor_Buf /[ The Start Address of Graphics Cursor Data

)

Toggle the position of the Graphic Cursor.

void LT768 Set Graphic_cursor_Pos
(

unsigned char Cursor_N, /I Select Cursor; 1: Cursor1, 2: Cursor2, 3: Cursor3,
/I 4: Cursor4

unsigned short X_Pos, /I Coordinate X for Display

unsigned short Y_Pos /I Coordinate Y for Display

)

void LT768_Enable_Graphic_Cursor(void); /I Graphics Cursor Enable
void LT768_Disable_Graphic_Cursor(void); I/l Graphics Cursor Disable

Example: Initializes 4 graphics cursors, then can be cycled and displayed in different locations.

extern const unsigned char gimage_pen_il[];
extern const unsigned char glmage_arrow _il[];
extern const unsigned char glmage_busy_im([];
extern const unsigned char glmage_no_im([];
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Suppose that the above four arrays are the data for each graphical cursor.

LT768_Graphic_cursor_Init(1, 0xff, 0x00, 0, 0, (unsigned char*)glmage_pen_il);
LT768_Graphic_cursor_Init(2, 0xff, 0x00, 0, 0, (unsigned char*)gimage_arrow_il);
LT768_Graphic_cursor_Init(3, 0xff, 0x00, 0, 0, (unsigned char*)gimage_busy_im);
LT768_Graphic_cursor_lInit(4, 0xff, 0x00, 0, 0, (unsigned char*)glmage_no_im);
for(i=0;i<4;i++)

{
for(j=0;j<300;j++)
{
LT768_Set Graphic_cursor_Pos(i, j, j);
}
1

Example: Data for Arrows Cursor

const unsigned char glmage pen il [256] = { /* 0X00, 0X02, 0X20, 0X00, 0X20, 0X00, */
OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA,
0X96, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, 0X91, OX6A, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA,
0XA4, 0X15, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, 0XA4, 0X00, OX6A, OXAA, OXAA, OXAA, OXAA, OXAA,
0XA9, 0X01, 0X1A, OXAA, OXAA, OXAA, OXAA, OXAA, 0XA9, 0X00, 0X46, OXAA, OXAA, OXAA, OXAA, OXAA,
O0XAA, 0X40, 0X51, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, 0X90, 0X14, 0X6A, OXAA, OXAA, OXAA, OXAA,
O0XAA, 0XA4, 0X05, 0X1A, OXAA, OXAA, OXAA, OXAA, OXAA, 0XA9, 0X01, 0X46, OXAA, OXAA, OXAA, OXAA,
OXAA, OXAA, 0X40, 0X51, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, 0X90, 0X14, OX6A, OXAA, OXAA, OXAA,
OXAA, OXAA, 0XA4, 0X05, 0X1A, OXAA, OXAA, OXAA, OXAA, OXAA, OXA9, 0X01, 0X46, OXAA, OXAA, OXAA,
OXAA, OXAA, OXAA, 0X40, 0X51, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, 0X90, 0X14, 0X69, OXAA, OXAA,
OXAA, OXAA, OXAA, 0XA4, 0X01, 0X14, 0X6A, OXAA, OXAA, OXAA, OXAA, 0XA9, 0X00, 0X44, 0X1A, OXAA,
OXAA, OXAA, OXAA, OXAA, 0X40, 0X11, 0X06, OXAA, OXAA, OXAA, OXAA, OXAA, 0X90, 0X04, 0X41, OXAA,
OXAA, OXAA, OXAA, OXAA, 0XA4, 0X01, 0X10, OX6A, OXAA, OXAA, OXAA, OXAA, OXA9, 0X00, 0X44, 0X1A,
OXAA, OXAA, OXAA, OXAA, OXAA, 0X40, 0X11, OX1A, OXAA, OXAA, OXAA, OXAA, OXAA, 0X90, 0X04, OX1A,
OXAA, OXAA, OXAA, OXAA, OXAA, 0XA4, 0X01, OX1A, OXAA, OXAA, OXAA, OXAA, OXAA, 0XA9, 0X00, OX1A,
OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, 0X40, OX6A, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, 0X95, OXAA,
OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA, OXAA,
};
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12.3 Graphics Cursor Generation Tool
Levetop provides a dedicated program LT_IMAGE_TOOL.EXE, which has a graphical cursor
production function. It allows the user to draw a graphical cursor (32*32 pixels) on the PC side, and
then export 256bytes cursor data. The user then copies the cursor data to the program that defines the
cursor data. Users can refer to LT_IMAGE_TOOL.EXE's instructions, or the following:

12.3.1 Create Graphics Cursor

1. Click “LT_IMAGE_TOOL menu > Cursor” to open the graphical cursor making interface:

Pen Function

O Cursortool Pen ﬁoior Pen Function
Pen Calor

Pen Color:

Color 0:

Color 1:

TTTTT

IHEEE
2]
B
m
N
—

o
m
=]
0
o
o)
=

[ Black Color:

III‘»I'\!I Black Color:

Export Import | T Clear I Close
| | | N @ |

Select pen function

Data

Figure 12-5: Open Cursor Tool
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2. After drawing the graphics cursor, click on the "Export" button, you can see the graphics
cursor data in the Data area.

7 Cursortoal x

Pen Color Pen Function

Pen Color: Pen
Color 0: Dot:
Color 1: Line:

Black Color: Circle:

INV Black Color: Rectang:

Figure 12-6: Generate Graphics Cursor Data

3. Copy the Graphics Cursor Data:

7 Cursortoal x

Pen Color Pen Function

Pen Color:

Color 1:

Black Color: Circle:

INV Black Color: - Rectang:

0xAA, BxAA, BXAA, BxAR, BxAA, BXAA, BxAN, BxAA, BxAA, BXAA, BXAA, BxAA , BxAA, BXAA, BXAA, BxAA,
OxAF , BXFF , BXFF , BxFF , BFF , BXFF , BxFF , 0xFA, BxAE , BXAA , BXAA , BxAA , BxAA , BXAA , BxAA , BxBA,
BxAE , BxAA, BXAA, BxAR , BxAA , BXAA, BxAR, BxBA, BxAE , BXEA, BxFF , BxEF , BxFB , BFE, BxFF , 0xBA,
BxAE , BXEA, BXAE , BxARA , BXBE , BXAR , BXEB , BxBA , BXAE , BXEA , BXAE , BxAA , AXBE , BXAA , BXEB , BxBA,
B%AE , BXEA, BXAE , BxAN , BRBE , BRFE , BxFF , BxBA, BxAE , BXEA, BXAE , BxAA , BXBB , BXAE , BEB, BxBA,
BxAE , BxEA, BXAE , BxAA , BxBE , BXAE , BxEB , BxBA , BxAE , BXFF , BXAE , BxAA , BxBB , BxFE , BxFF , 0xBA,

B%AE , BXFE , BXFE , BxFE , BxBA , BXEF , BBE , BxBA, BxAE , BXBA, BXEA , BxBA , BxBA , BEA, BxBB, BxBA,
OxAE , BxBA, BXFE , 0xBA, BxBA , BxBA, BxEB, BxBA, BxAE , BxBA, BXEA, BxBA , BxBA , BxEBA, BxBB, 0xBA,
OxAE , BXBA , BXEA , BxBA , BxBF , BXBF , BxBE , 0xBA , BxAE , BXAA , BXAA , BxAA , BxAA , BXAA , BxAA , BxBA,
BxAE , BxAA, BXAA, BxAR , BxAA, BXAA, BxAR, BxBA, BxAE , BXAA, BxAA, BxAA , BxAA, BXAA, BxAA, BxBA,
BxAE , BXAA, BXAA, BXARA , BAA , BXAA , BxAA , BxBA , BXAE , BXAA , BXAR , BxAR , AXAA , BXAA , BXAA, BxBA,
BxAE , BxAA, BXAA, BxAN , BRAA , BRAA, BxAN , BxBA, BxAF , BXFF , BxFF , BxFF , BRFF , BFF , BxFF , BxFA,

Figure 12-7: Copy the Graphics Cursor Data
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4. Paste the Graphics Cursor Data to program:

D Image.h

1[]#ifndef Tmage h

2 | #define TImage h

=]

4 [[const unsigned char LT768 LCD[256] = {

5 Oxfn, Oxad, OxAR, OxAR, Ox&n, Oxad, Oxas, Oxas, OxX&as, OxXxA8, 088, OxBd, OxBs, OBl OxRA, OXBA,

5 0xFF, 0xFF, OxFF, 0xFF, OxFF, OxFA, OxAF, OxR&, OxRA, OxBA, OxBA, OxB2, OxXRA, OXBA,

2 ’I)u'," 0 OxR2, OxRA, OxBA, OxBR, OxRR, OxBRA, OXAF, OxER, OxFF, OxEF, O0xFB, OxFE, Ix“,CIXEIa,

8 | Ox2E, ’x"' OxAF, OxA%, OxBB, OxARk, OxEB, OxBA, OxAR "x OxAF, Ox&2&, 0xBB, Ox22, OXEB, OxBA,

£ OxAE, Ox OxAE, OxA%, OxBB, OxFE, OxFF, 0xBA4, 'X.h: OxEL, OxAE, OxA%, OxBE, ORAE, C'x:3 OxB4,
10 OxAE, OxEL, ':d-.“ Ox2%, OxBE, OxAE, OXEB, OxBA, ORAE, OXFF, C'x.I-LE Oxan, 0xBB, OXFE, OXFF, 0xB4,
11 | OXAE, OXAA, OxAn, OxBR,
12 | oxax,0x22,Pgste data to program and it can be used o=z, 0x52,
13 | OxAE, OxAA, 3xﬁ£,jx3ﬁ,
14 ’I)u‘," OxXFE, IxL_, IxL_, 'X:h, IXBL,ZIXBT 'X:h, OXLE, 'X:h, OxEL, 'X:h, 'X:h, OxB4, OxXBE, OxBL,
15 Ox4E, OxBL, O OxBhL, OxB4, 0xBA, OXBE, OxBA, OXAF, OxB4, OxXERA, OxBA, OxBA, OxBA, OxBRE, OxBA,
16 | OxAE, O=BR, 0 3x3E,JXBF,?XBF,JXBE,JXBE,jxﬁi,ixﬁﬁ,?xﬁﬁ,ixﬁﬁ,?xﬁs OXAR, OXAk, OXBA,
17 | OxAE, OXAR, OXAA, OXAL, OXADL, DXBA, OXAL, OXBA, OXAE, OXAR, OXAA, OXAR, OXA%, OXAA, OXBA, OXBA,
18 | OxAE, OxDLA, OxDh, OXADL, OXAR, OxAR, OxAR, OxBh, OXAE, OxAh, OxARL, OxBR, OxARh, OxAA, OxABA, OB,
15 OxAE, Ox&D, OxAR , OxBA, OxXAQ, OxBA, OxB4, OxBA, OXAF, OxXFF, OxFF, OxFF, OxFF, OxFF, OXFF, OxFA,
20 ’I)LLL OxR%, OxR2, OxRR, OxBO, OxBR, OxBA, OxBA, OxBA, OxBR, OxB%, OxRB%, OxBA, OxBA, OxBA, OxBS,
23 | ¥s

22

Figure 12-8: Paste the Graphics Cursor Data to Program

12.3.2 Import and Modify the Graphics Cursor

The user can also import Graphics Cursor Data to generate the image of Cursor. And then modify
it to get updated Data.

1. Copy the Graphics Cursor Data

| Pen - Notepad O x

g _ Copy cursor data
Eile Edit Format View Help

AL, DAL, OXIAh, OXAA, OXAA, OXAA OXAA, OXAL, OXAA, OXAA, DXAA, OXAA (HAA OHAA OXAS, OXAA,
K06, OXAL, OHAL OXAL OXAA OHAM OXAL OXAA 0X01, OX6A, OHAA, OXAA (XAA OXAA OHAR OXAA
HA4, OX15, OHAL, OXAL OXAs OHAA OXAL OXAA OXA4, OXOO, OX6A, OXAL (048 OXAA OHAL OXAA
¥AD, OX01, OX14, OXAL, OXAS OXAN OXAR OXAA OXAD, OXOO, OH46, OXAL, 048 OXAA OHAR OXAA
WAL, OX40, OX51, OXas, OXAs OXAN OXAR OXAA OXAA, OXD0, 0X14, 0X64, OXAS, OXAA, OXAR, OXAA
KAA, OXA4, OX05, 0X14, OXAS, XA, OXAL, OXAA, OXASL, OXAD, OXO0L, 0X46, 0XAS, OXAA, OXAL, OXAL,

KAA, OXAA, OX40, 051, OXAs, OXAL, OXAL OXAA OXAA, OXAA, OX90, 0X14, 0X64, OXAL, OXAL, OXAA
KAA, OXAA, OXad, 0X05, 0X14, XA, OXAL, OXAA OXAA, UXAA, OXAD, 0X01, 0346, OXASL, OXAL, OXAA
KAA, OXAA, OXAA, 0X40, 0XE1, OXAS, OXAL, OXAA, OXAA, OXAA, OXAA 0X90, 0X14, 0XG3, OXAL, OXAA
KA, OXAL, 0XAA, OXA4 0X01, 0X14, 0X6A, OXAL, OXAA, DXAA, OHAA, UEAD, 0H00, 0X44, OX14, OXAL
HAA, OXAA, OHAL OXAL 0340, 0X11, 0X06, 0XAA, OXAA, OXAA OHAA OXAA 000, 0X04, 0X41, 0XAA
HAA, OXAA, DAL OXAS 0XA4 OXO1, 0X10, 0X64, OXAA, OXAA OHAL OXAL (A0, 0X00, 0X44, 0X14,
HAA, OXAA, DXas OXAS OXAS OX40, 0X11, 0X14, OXAA, OXAA, OXAA OXAL OXA& 0XDO0, 0X04, 0X14,
HAA, OXAA, OXas OXAS OXAs OXA4 0XO01, 0X14, OXAL, OXAA, OXAA OXas 048 OXAD, OXO00, 0X14,
KAA, OXAA, OXAL, OXAL, OXAS, OXAS, OX40, 064, OXAS, OXAA, OXAL, OXAA, OXAS, OXAA, OXOE, OXAL,
HAA, OXAA, OXah, OXAL, OXAS OXAS OXAL OXAA OXAA, OXAA, OXAL OXAA, OXAS, OXASA, OXAA, OXAA

Figure 12-9: Copy the Graphics Cursor Data
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2. Paste the Cursor date to “Data” area, then click “Import” button

¥ Cursor tool *

Pen Color Pen Function

Pen Color:

Color 0:

Color 1:

Elack Color:

INV Black Color:

Export Clear Close

. Paste data to here. If there

as already have data, you must

delete it before paste new data

Figure 12-10: Paste the Cursor date to “Data” area

3. If show the cursor image that means the import was successful. Then follow the previous
steps to modify cursor image, and then export the cursor data:

¥ Cursor toal ®
i Here will show ™"
the cursor £
Color 0: - Dot:
Color 1: - Line:
Black Color: ‘ Cirde:

INV Black Color: -

Export Clear Close

Rectang:

Figure 12-11: Import Success
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13. PWM Setting

LT768x built-in PWM function, and provide two PWM signals output: PWMO and PWM1. The LT768x
embedded two 16bits counters Timer-0 and Timer-1, and its action is related to the output state of the PWM
signals. For example, before use the PWMO, the Host must set Timer-O count registers (TCNTBO,
REG[8Ah-8Bh]) and Timer-0 count comparison registers (TCMPBO0, REG[88h-89h]). After the PWM function
is enabled, the Timer-0 counter will first load the TCNTBO value and start counting down according to the
PWM clock frequency. When the value of the Timer-0 counter equals the value of the TCMPBO register, PWM
will active. That's mean if the original state of PWMO is 0, it will change to 1. The Timer-0 counter will continue
to count down, and when Timer-0 equals to 0 then an interrupt will generated. The PWMQ's state will back to
the original 0, and also automatically reload TCNTBO value. The above procedure is represent a complete
PWM cycle.

Timer-0 == TCMPBO Timer-0 == TCMPBO Timer-0 == TCMPBO
v . v
A
PWMO §
| A A A
Start Timer-0 Timer-0==0 Timer-0==0
Timer-0=TCNTBO Timer-0 Timer-0=TCNTBO Timer-0 =TCNTBO

Figure 13-1: PWMO Output Wave Form

Base on the above waveform and description, actually the duty cycle of PWMO is determined by comparison
registers (TCMPBO, REG[88h-89h]). For example, you want to generate a voltage of approximate DC
potential by PWMO0. When the PWMO is initially set to 0, if TCMPBO value is set to be large then we can get
higher equivalent voltage on PWMOQ. Conversely, when the PWMO is initially set to 1, then TCMPBO value has
to set smaller for getting higher equivalent voltage on PWMO. Therefore, the backlight of TFT screen can be
controlled by the approximate DC voltage generated by PWM. Or use PWM to drive the buzzer to generate
melody.

LT768 TFT &5 ¢HERE

PWMO

D

PWMI1 ——> l

Figure 13-2: PWM Output Reference Circuit
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You need to execute initialize function before using PWM.

void LT768_PWMO_Init
(

unsigned char on_off, // 0: Disable PWMO; 1: Enable PWMO
unsigned char Clock_Divided, // Divisor Range 0~3(1, 1/2, 1/4, 1/8)
unsigned char Prescaler, Il Prescaler is 1~256

unsigned short Count_Buffer, /I Setup the PWM output Cycle
unsigned short Compare_Buffer I/l Setup the Duty

)

void LT768_PWM1_Init
(

unsigned char on_off, // 0: Disable PWM1; 1: Enable PWM1
unsigned char Clock_Divided, // Divisor Range 0~3(1, 1/2, 1/4, 1/8)
unsigned char Prescaler, Il Prescaler is 1~256

unsigned short Count_Buffer, Il Setup the PWM output Cycle
unsigned short Compare_Buffer /I Setup the Duty

)

After initialization, if user wants to change the duty ratio, simply call the following corresponding

function.

void LT768_PWMO_Duty(unsigned short Compare_Buffer);
void LT768_PWM1_Duty(unsigned short Compare_Buffer);

Example: Assume the system clock is 100Mhz, use PWM1 to output the 50Khz PWM wave with a duty
ratio of 30%:

LT768_PWM1_Init(1, 1, 10, 200, 60); /1 0.3=60/200

Modify the duty cycle of PWM1 to 50%:

LT768_PWM1_Duty(100); // 0.5=100/200
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+5V
A — LEDA
D1
" r\Li 2 '®)
10UH _ o8V
Ch2 + c53 1 a
@
2oF LI 10uF R48 i N
10K i 1 — LEDK
4 u10 54 c55
p— 2 i IN LX 10uF | 0.1uF
- ={EN_ NC ‘; =
GND FB
100R ) -
LCDBL [ e AAA = SY7208 i
R11 30R
100R "
LT768_PWM1 D—T/W\/T
R12 4L

Figure 13-3: Reference Circuit of PWM Output to Control the Backlight (7” 1024*768 Panel)
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14. Power-on Display

LT768x's Power-on Display circuit embedded a small microprocessor unit. The main function is to quickly
display the screen at boot time by executing the program code stored in Flash memory in the absence of
Host, or when the Host is still in its start-up phase. To use this function must be in PWM[0] pin to connect a
10K pull-up resistor, then the "Power-On Display" function will be enabled(Refer to Figure14-1). In this case
where the function is enabled, the LT768x is automatically executed program code until the program code in
the Flash memory is fully executed. That is, executing to the exit or undefined instruction, and then the control
right will be transferred to the Host.

The power-on display feature restricts program code and display data must exist in the same Flash memory.
The Power-on Display unit supports 12 instructions as follows:

LT768x Serial Flash
SFCLK CLK
SFDO |« DI
SFDI |« DO
SFCSO# CS#
VDD
10Kohm
PWMI[O]

Figure 14-1: Enable the "Power-On Display" Function

Table 14-1: 12 Power-on Display Instructions

No. | Instruction Description Lg:‘sé:x itBI;?e)
1 EXIT Exit instruction (O0Oh/FFh) 1
2 | NOP NOP instruction (AAh) 1
3 | EN4B Enter 4-Byte mode instruction (B7h) 1
4 | EX4B Exit 4-Byte mode instruction (E9h) 1
5 | STSR Status read instruction (10h) 2
6 | CMDW Command write instruction (11h) 2
7 | DATR Data read instruction (12h) 2
8 | DATW Data write instruction (13h) 2
9 | REPT Load repeat counter instruction (20h) 2
10 [ ATTR Fetch Attribute instruction (30h) 2
11 [ JUMP Jump instruction (80h) 5
12 | DIJNZ Decrement & Jump instruction (81h) 5
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After the Power-on Reset, the Power-on Display function is searched for two SPI interfaces provided by
LT768x. The first 8 bytes must be "61h, 72h, 77h, 63h, 77h, 62h, 78h, 67h". If the Flash memory is identified
then the subsequent processing address will be (0008h), otherwise the master control will be transferred to
the Host. LT768x internal microprocessor from the Flash memory of the address 0008h start to execute
instructions, if the encounter with the exit or undefined instructions will control the Host. Here is an example of
a display using an external serial Flash and show a 1024*768 picture on an 1024*768 resolution TFT panel:

// Addr: 'h0000
61 72 77 63 77 62 78 67 /I'D

Mnitial PLL

11 05 13 8A I REG_WR('h05, 'h8A), Write 0x8A to REG[05]
11 06 13 41 I REG_WR('h06, 'h41)
11 07 13 8A I REG_WR('h07, 'h8A)
11 08 13 64 [ REG_WR('h08, 'h64)
11 09 13 8A /I REG_WR('h09, 'h8A)
11 OA 13 o64 /I REG_WR('h0A, 'h64)
11 00 13 80 [ REG_WR('h00, 'h80)
11 01 13 82 [ REG_WR('h01, 'h82)
11 01 12 82 [ REG_WR('h01, 'h82)
11 02 13 40 I REG_WR('h02, 'h40)

AA AA AA AA I NOP

/Initial Display RAM

11 EO 13 29 I REG_WR('hEO, 'h29)
1 E1 13 03 I REG_WR('hE1, 'h03)
11 E2 13 OB [ REG_WR('hE2, 'h0B)
11 E3 13 03 /I REG_WR('hES3, 'h03)
11 E4 13 01 /I REG_WR('hE4, 'h01)

AA AA AA AA /I NOP

//Setup LCD Panel

11 10 13 04 /Il REG_WR('h10, 'h04)
11 12 13 85 /Il REG_WR('h12, 'h85)
11 13 13 03 I REG_WR('h13, 'h03)
11 14 13 7F Il REG_WR('h14, 'h7F)
11 15 13 00 I REG_WR('h15, 'h00)
11 1A 13 FF /Il REG_WR('h1A, 'hFF)
1 1B 13 02 /Il REG_WR('h1B, 'h02)
// Setup Main Window

11 20 13 00 /I REG_WR('h20, 'h00)
11 21 13 00 /I REG_WR('h21, 'h00)
11 22 13 00 /I REG_WR('h22, 'h00)
11 23 13 00 /I REG_WR('h23, 'h00)
11 24 13 00 /Il REG_WR('h24, 'h00)
11 25 13 04 /Il REG_WR('h25, 'h04)
11 26 13 00 /I REG_WR('h26, 'h00)
11 27 13 00 /Il REG_WR('h27, 'h00)
11 28 13 00 /I REG_WR('h28, 'h00)
11 29 13 00 /I REG_WR('h29, 'h00)

AA AA AA AA /I NOP

//Setup Canvas Window

11 50 13 00 /I REG_WR('h50, 'h00)
11 51 13 00 /I REG_WR('h51, 'h00)
11 52 13 00 /I REG_WR('h52, 'h00)
11 53 13 00 // REG_WR('h53, 'h00)
11 54 13 00 /I REG_WR('h54, 'h00)
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11 55 13 04 /Il REG_WR('h55, 'h04)
//Setup Active Window

11 56 13 00 /I REG_WR('h56, 'h00)
11 57 13 00 /Il REG_WR('h57, 'h00)
11 58 13 00 I REG_WR('h58, 'h00)
11 59 13 00 /I REG_WR('h59, 'h00)
11 5A 13 00 /Il REG_WR('h5A, 'h00)
11 5B 13 04 /Il REG_WR('h5B, 'h04)
11 5C 13 00 I REG_WR('h5C, 'h00)
11 5D 13 03 I REG_WR('h5D, 'h03)
11 5E 13 02 /I REG_WR('h5E, 'h02)
//Setup DMA Transfer Data from Flash to Display RAM
11 BC 13 00 I REG_WR('hBC, 'h00)
11 BD 13 02 // REG_WR('hBD, 'h02)
11 BE 13 00 /Il REG_WR('hBE, 'h00)
11 BF 13 00 /l REG_WR('hBF, 'h00)
11 CO0 13 00 I/ REG_WR('hC0,’h00)
11 C1 13 00 /Il REG_WR('hC1 ,h00)
11 C2 13 00 /Il REG_WR('hC2, 'h00)
11 C3 13 00 // REG_WR('hC3, 'h00)
11 C6 13 00 I REG_WR('hCB6, 'h00)
11 C7 13 04 I REG_WR('hC7, 'h04)
11 C8 13 00 / REG_WR('hC8, 'h00)
11 C9 13 03 I REG_WR('hC9, 'h03)
11 CA 13 00 I REG_WR('hCA, 'h00)
11 CB 13 04 Il REG_WR('hCB, 'h04)
11 B7 13 CO /l REG_WR('hB7, 'hCO0)
11 B6 13 01 /l REG_WR('hB6, 'h01)
AA AA AA AA // NOP

11 B6 12 00 /l REG_WR('hB6, 'h00)
11 12 13 40 /Il REG_WR('h12, 'h40)
00 /I Exit

Note: Power-on display unit restricts program codes & display data, fonts or required contents for program
must exist in the same serial Flash. If Host needs to switch to another serial Flash then following codes &
display data etc. will point to that serial Flash.
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14.1 Setting The Power-on Boot Loader

Levetop provides a dedicated program LT_IMAGE_TOOL.EXE, which has a set boot loader function.
It's easier for the user to generate the program code for the power-on display on the PC side. Please
refer to LT_IMAGE_TOOL.EXE's instructions, or the following:

1. Click “LT_IMAGE_TOOL Menu > Bootloader” to open the Boot Loader screen:

? Image Tool V1.2 - M 5
Exit Bootloader Cursor Font BinFile GiFTool
Picture Control
P Creat bootloader in spiflash Y Tnput Picture
Parameters = — =
Single Convert |
Hsync LCD RGB IF :
Hs size0): LD Interface: Al Convert
Puise Width: El LCDIFRGE: [RGB v ‘ Exit |
Front-Porch: RGB
@RGE
Vsync Mode Select
= OBer
Vs Size(Y): [ZIPCLK Fall Active
Pl ViR [CIHSYNC High Active
[CJvsyNe High Active
Bedfoch: [ | [ClocLowade
Front-Porch: [C]DE Mode
SPI Flash
Read Command : 768 SPI Interface: |5P11—"| é-::mli'
.bmp
Address Mode : Picture Address: (512 b
InLinear Mode :  |Block - 24bpp ~ Flash Page Size: 256
| Creat | | Close

Figure 14-2: Setup the Bootloader
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2. Set Panel Parameters: Hsync, Vsync and Mode Select. Set different parameters according to
different LCD panel. This setting needs to be modified by reference to the TFT panel data:

2 — O ES
Exit Bootloader Cursor Font BinFile GIFTool
Picture Control
P Creat bootloader in spiflash x Tnput Picture |
‘arameters = = !
[re— Single Convert |
Hsync LCD RGB IF e .
He S 00): LD Interface: Al Convert
Pulse Width: ICI LCDIFRGE: [RGB v | Exit |
Back-Porch: Main Win Color: | 16bpp v REGEES ~
_— @RrGE
Vsync Mode Select
5 OBer
Vs Size(Y): [ PcLk Fall Active
Pulse Width: [[JHS¥NC High Active
[C]vsYNC High Active
sedcpoch: [ | ) Cloe Lowacie
Front-Forch: [_]DE Mode
SPI Flash
Read Command : 768 SPI Interface:  [SPIL o é‘tmp
.bmp
Address Mode : Picture Address : é!b
InLinear Mode :  |Block - 24bpp ~ Flash Page Size: 256
Creat | Close

Figure 14-3: Setup Panel Parameters:
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3. Setup LCD Interface

A. LCD Interface: Select 16, 18, 24bits RGB Interface
B. LCD IF RGB: Select RGB color Arrangement
C. Main Win Color: Select Color depth is 24bpp(RGB 8:8:8), 16bpp(RGB 5:6:5) or 8bpp(RGB

P image Tool V1.2 - K #
Exit Bootloader Cursor Font BinFile GiFTool
Picture Control
(¥ Creat bootloader in spiflash X Tnput Ficture |
Parameters - — =
Single Convert |
Hsync LCD RGB IF = ¥
Hs Size(X): LCD Interface: | 16bit TFT v All Canvert
Pulse Width: El LCDIFRGE: [RGB v ‘ Exit |
Back Porch: WainWinColor: [18bpp v
@RGE
Vsync Mode Select
= (@]
Vs Size(Y): [ZIPCLK Fall Active
Do i [HSYNC High Active
[Jvsync High Active
Bedfoch: [ | [ClocLowade
Front-Porch: [C]DE Mode
SPI Flash
Read Command : 768 SPI Interface:  |SPIL it é‘tmp
.bmp
Address Mode : Picture Address : b
InLinear Mode :  |Block - 24bpp ~ Flash Page Size: 256
| Creat | Close

Figure 14-4: Setup LCD Interface
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4. Setup SPI Flash Parameters

A. Read Command: Select SPI Flash Read Mode

B. LT768x SPI Interface: Select LT768x SPI I/F is SPI0 or SPI1
C. Address Mode: Select Addressing Mode is 24bits or 32bits
D. Picture Address: Setup the Flash Address of Boot Loader
E. In Liner Mode: Select the depth of Display RAM

P image Tool V1.2 - K #
Exit Bootloader Cursor Font BinFile GiFTool
Picture Control
(¥ Creat bootloader in spiflash X Tnput Ficture |
Parameters = = =
Single Convert |
Hsync LCD RGB IF = ¥
Hs size0): LD Interface: Al Convert
Pulse Width: El LCDIFRGE: [RGB v ‘ Exit |
@RGE
Vsync Mode Select
= (@]
Vs Size(Y): [ZIPCLK Fall Active
Pl ViR [HSYNC High Active
[Jvsync High Active
Bedfoch: [ | [ClocLowade
Front-Porch: [C]DE Mode
5P Flash
Read Command : 768 SPI Interface: |5P11—"| é-::mli'
.bmp
Address Mode : Picture Address : b
InLinear Mode :  |Block - 24bpp ~ Flash Page Size: 256
| Creat | Close

Figure 14-5: Setup SPI Flash Parameters
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5. Click "Create" button to save the Bin file. Note, when you enter a file name, the file name cannot
contain the following characters, such as:? */* *: |, otherwise it cannot be saved.

\ O H
——2. Choose the path
¥ Save s s L
Control
&« v « LT_IMAGE_T.. » Bootloader (YN J) Search Bootloader L
X
Organize - Mew folder JEEE 4 (7]
L | Mame - Date LCD RGE IF
T : LCD Interface:  [16bIitTFT
- 3D Objects Ma items match your search. il OE
- DESk‘tOp LCD IFRGB : RGEB R
E.] B Main Win Color: | 16bpp ~
{ Downloads
J’ Music Mode Select
=] Pictures [APCLK Fall Active
B videos [CIHSYNE High Active
., Local Disk (03 [CJvs¥ne High Active
—om@ 3. Enter a file name L ennse
% []DE Mode
File namg "|
Save as typ ~ || 768 SPIInterface:
. Picture Address :
~ Hide Folders 4. Click Save button|[ s Cancel N . D
- ash Page Size: 256
1. Click Creat buttton | Gl
Figure 14-6: Save Bootloader Bin File
Save success when “OK” is displayed on screen:
LY Creat bootloader in spiflash =
» | Parameters
Hsync LCD RGE IF
Hs Size(X): 1024 LCD Interface:  |16bItTFT
Pulse Width: D LCDIFRGE: [RGB v
Back-Porch: 140 Main Win Color:
Lt_image_tool_v1 *
DK
i Active
-m igh Active
rvsTMeTIgh Active
s CJoE Low Actve
Front-Porch: [JoE Mode
SPI Flash
Read Command : [03h -Mormal ~ 768 SPI Interface:  |3PI1 i
Address Mode : Picture Address :
In Linear Mode :  |Block - 24bpp ~ Flash Page Size: 256
e
v

Figure 14-7: Save Success
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6. When create bin file was finished, you can see the exported “Bootloader.bin” in the destination

folder:
| ﬂ = | Picture Tools  Bootloader
Home Share View Manage
<« v P » ThisPC » Data(D:) » levetop » LT_IMAGE TOOL » Bootloader
# Quick access —
[ Desktop o :
", Downloads + a J
|5 Documents o - §
4 Bootloader.bin
&= Pictures - 4

Figure 14-8: Export Bootloader.bin File
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15. SPI Master

LT768X's SPI Master is primarily used to control external SPI Flash or SPI components (such as touch chip).
The SPI master supporting for protocol of 4-BUS (Normal Read), 5-BUS (FAST Read), Dual mode 0, Dual
mode 1 with Mode 0/Mode 3. Serial Flash/ROM function can be used for FONT mode and DMA mode. FONT
mode means that the external serial Flash/ROM is treated as a source of character bitmap. DMA mode
means that the external Flash/ROM is treated as the data source of DMA (Direct Memory Access). Host can
speed up the data transfer to display memory and Host doesn’t need to intervene by this mode. For the
external SPI touch chip or 12C touch chip can refer to chapter 16 of the description.

LT768x

SFCLK

Serial Flash-1

SFDO [«

SFDI

SFCSO#
SFCS1#

CLK
DI
DO
CS#

Figure 15-1: LT768x Serial Flash/ROM Application Circuit

15.1 DMA Transfer of SPI Flash

RP/CP Touch Controller

(Serial Flash -2)

CLK
DI
DO
CS#

There are two kinds of DMA transmission modes in serial Flash: Linear transmission mode and block
transfer mode. The purposes of this two modes are the same, the transmission of the serial Flash data
to the display memory. But they are different in the principle of transmission.

B Linear Mode: When the Chip Select signal CS pull low, the data will be transmitted. Until the
amount of data transferred to the set value, then CS will be pull high.

B Block Mode: When Chip Select signal CS pull low, as long as each transmission data quantity
achieves the set width multiplication to set the color depth the number of bytes, CS will be pull
high. Then CS will be pull low again to transfer data. This action is repeat until the data are all

transmitted, the CS will be pull high.

There are two addressing modes for DMA transfers - 24bit and 32bit. Specifically, which addressing is
used depend on the sequence of operations used for the serial Flash.

Example 1: The external serial Flash is the 128Mbit W25Q128 model (Winbond Serial NOR Flash).

Its normal reading data format is: When the CS pull low, the host sends 03h+24bit
address+transmission data to Flash, and then CS pull high. Such a reading data format

can use 24bit addressing transfer functions.
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Example 2: The external serial Flash is the 1Gbit W25N01GVZEIG model (Winbond Serial NAND
Flash).

This Flash reads data in pages mode, and there are two ways to read it. Therefore, user
must set the sequential read mode, which is to send a command of the page address
before sending the command to read the data. So this Flash requires one more step than
W25Q128 to read the data. You need to send a page command before you can call a
function of DMA transfer data. (See the Flash Data Manual for detail). If user need to use
many Chinese font and many pictures, may use this kind of high capacity NAND Flash.

The above two simple examples, but the specific operation also needs to cooperate with Flash's
operation time sequence. The access sequence diagram for SPI Flash memory can be referenced in
the description of Section 10.3 of the LT768x specification.

15.1.1 DMA Transmission of Serial Flash in Linear Mode

1. 24bit Addressing Mode

This function supports 24bit addressing mode for LT768x’s external Flash memory, which can
transmit data directly from the Flash to embedded Display RAM. It is generally used to transmit the
font data of Flash to the Display RAM.

void LT768_DMA_24bit_Linear
(

unsigned char SCS, /[ Select SPI Flash, 0: SPI-0; 1: SPI-1

unsigned char CIK, /I SPI Clock = System Clock /4(Clk+1)*2}

unsigned long flash_addr, // Start Address to Read Data from Flash

unsigned long memory_addr, /I Start Address of SDRAM which Data to be received
unsigned long data_num /I Amount of Data Transferred

)

Example: Assume a 24*24 's Chinese regular script font was stored in the external Flash (use
SPI-0), and the start address is 0x0078DC20, and the total font data is 0x0009B520.
These font data will transfer to the embedded SDRAM of LT768x, and the first address
of SDRAM is 0x003E537E0. Then the function is as following:

LT768_DMA_24bit_Linear(0, 0, 0x0078DC20, x003E537EQ, 0x0009B520);
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B 32bit Addressing Mode

This function supports 32bit addressing mode for LT768x’s external Flash memory, which can
transmit data directly from the Flash to embedded Display RAM. It is generally used to transmit the
font data of Flash to the Display RAM.

void LT768_DMA_32bit_Linear
(

unsigned char SCS, /I Select SPI Flash, 0: SPI-0; 1: SPI-1

unsigned char CIk, /I SPI Clock = System Clock /{(Clk+1)*2}

unsigned long flash_addr, // Start Address to Read Data from Flash

unsigned long memory_addr, // Start Address of SDRAM which Data to be received
unsigned long data_num /I Amount of Data Transferred

)

Example: Assume a 24*24 's Chinese regular script font was stored in the external Flash (use
SPI-0), and the start address is 0x0078DC20, and the total font data is 0x0009B520.
These font data will transfer to the embedded SDRAM of LT768x, and the first address
of SDRAM is 0x003E537EO0. Then the function is as following:

LT768 _DMA_32bit_Linear(0, 0, 0x0078DC20, x0O03E537E0, 0x0009B520);
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15.1.2 DMA Transmission of Serial Flash in Block Mode

2. 24bit Addressing Mode

This function supports 24bit addressing mode for LT768x’s external Flash memory, which can
transmit data directly from the Flash to embedded Display RAM. It is generally used to transmit the
Picture data of Flash to the Display RAM.

void LT768_DMA_24bit_Block
(

unsigned char SCS, /I Select SPI Flash, 0: SPI-0; 1: SPI-1
unsigned char CIk, /I SPI Clock = System Clock /{(Clk+1)*2}
unsigned short X1, /I X1 Location of the SDRAM

unsigned short Y1, /I 'Y1 Location of the SDRAM

unsigned short X_W, /I The width of the DMA transfer data
unsigned short Y_H, /I The Height of the DMA transfer data
unsigned short P_W, /l the Width of Picture

unsigned long Addr /[ Start Address of the Flash

)

Example: Assume, there is a 1024*600, 16-bit color picture that stored at the external Flash(use
SPI-1), and the first address is at 0x80000. If want to display this picture(1024*600) on
the TFT LCD screen, then you can call this function as following:

Select_Main_Window_16bpp();

Main_Image_Start_Address(0);

Main_Image_Width(1024);

Main_Window_Start_XY(0, 0);
Canvas_Image_Start_address(0);

Canvas_image_width(1024);

Active_Window_XY(0, 0);

Active_Window_WH(1024, 600);

LT768_DMA_24bit_Block(1, 0, 0, 0, 1024, 600, 1024, 0x80000);

L768_AP-Note_ENG / V1.1B

- |
©Levetop Semiconductor Co., Ltd. Page -123-



JLT768x LT768x Application Notes

3. 32bit Addressing Mode

This function supports 32bit addressing mode for LT768x’s external Flash memory, which can
transmit data directly from the Flash to embedded Display RAM. It is generally used to transmit the
Picture data of Flash to the Display RAM

void LT768_DMA_32bit_Block
(

unsigned char SCS, /I Select SPI Flash, 0: SPI-0; 1: SPI-1
unsigned char CIK, /I SPI Clock = System Clock /{(Clk+1)*2}
unsigned short X1, /I X1 Location of the SDRAM

unsigned short Y1, /I 'Y1 Location of the SDRAM

unsigned short X_W, /I The width of the DMA transfer data
unsigned short Y_H, /I The Height of the DMA transfer data
unsigned short P_W, /l the Width of Picture

unsigned long Addr // Start Address of the Flash

)

Example: Assume, there is a 1024*600, 16-bit color picture that stored at the external Flash(use
SPI-1), and the first address is at 0x80000. If want to display this picture(1024*600) on
the TFT LCD screen, then you can call this function as following:

Select_Main_Window_16bpp();

Main_Image_Start_Address(0);

Main_Image_Width(1024);

Main_Window_Start_XY(0, 0);
Canvas_Image_Start_address(0);

Canvas_image_width(1024);

Active_Window_XY(0, 0);

Active_Window_WH(1024, 600);

LT768_DMA_32bit_Block(1, 0, 0, 0, 1024, 600, 1024, 0x80000);
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15.2 Create Image Bin File for SPI Flash

The images that are commonly used on the application side can be turned into bin files and save in SPI
Flash. And then picture bin file can be stored in the LT768x built-in display memory through the LT768X
DMA transfer mode. This can reduce the loading of MCU processing the transmission of image data.
Levetop provides a dedicated program LT _IMAGE_TOOL.EXE, which has a function to make the bin
file of picture. It allows users to import pictures on the PC side, and then generate a bin file of picture.
Users can refer to LT_IMAGE_TOOL.EXE's instructions, or the following:

1. Execute the software tool: LT_IMAGE_TOOL.EXE

7 Image Tool V1.2 - O X
Exit Bootloader Cursor Font BinFile GIFTool
Picture Control
Single Convert
All Convert
Exit
RGB
[Ofe:
(BGR

Figure 15-2: Execute LT_IMAGE_TOOL.EXE
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2. Click “Input Picture” button to select picture, then click “Open”:

L7 ImageTool V12 - O X
Exit Bootloader Cursor Font BinFile GIFTool H 1
e 1. Click Input Picture button
D o
& . 4 « levetnn > 480 777 4P <lm ch 480 272 4P single Convert
i All Convert
Organize « Newfolderz\ SEIeCt a pICture onver
2 Exit
Sk
8 This PC . iy RGE
B 3D Objects ¢ : ®res
[ Deskiop (@]:=:1
|| Documents
& Downloads
J’) Music
=] Pictures
m Videos
‘s Local Disk (C2)
- Data (0]
I o
File name: |1.bmp v| All (*.gif;".jpg:" jpeg:™.png;* brr ~
3. Click Open button II vz
Figure 15-3: Import Picture
(7 Image Tool V1.2 - O X
Exit Bootloader Cursor Font  BinFile GIFTool
Picture Control
RHARBF
LEVETOP Electronics.

Single Convert

All Convert

Controller

Exit

R5GEBS ~

RGB
(@) RGB
(OBGR

TFT LCD &S EMERZES2:

High Performance LCD Graphics Controller

Figure 15-4: Import Picture Success

L768_AP-Note_ENG / V1.1B
- |
©Levetop Semiconductor Co., Ltd.

Page -126-



JLT768x LT768x Application Notes

3. Setup the output format of picture: 16bpp or 24bpp color depth, and RGB or BGR format.

¥ Image Tool V1.2 - ] ®
Exit Bootloader Cursor Font BinFile GIFTool
Picture Control
i
Input Picture
KA BF

LEVETOP Electronics. Single Convert

All Convert

gy

F' LCD Exit

| Controlles
ntr r
eI LSGEES
TFT LCD £ EnniEi s Ot i

(CIBGR

High Performance LCD Graphics Controller

choose output parameters

2.bmp
3.png
4.bmp

Figure 15-5: Setup the Picture Output Format

4. Export a picture or all the pictures. Note, when you enter a file name, the file name cannot contain
the following characters, such as:? */* *: |, otherwise it cannot be saved.

¥ Image Tool V1.2 - ]
Exit Bootloader Cursor Font BinFile GIFTool
Picture Control
O swens 2. Choose the path InputPicture
q{ < ~ 1“| <« LT_IMAGE_TOOL » Picturesl v O Search Pictures »
All Convert
Organize ~ MNew folder =l -~ o
I This PC . 1. Single Convert : Convert selected picture
1 3D Objects 8
I Desicop All Convert : Convert all pictures
E] Documents Oser
& Downloads
¥ J” Music
[&] Pictures
m Videos
. Local Disk (52
= Data (D:) 3,_ Enter a ﬁle name
mep
File nam | Picturel ~ ‘ igpn%
Save as typ i
A~ Hide Folders 4. Click Save button Cancel

Figure 15-6: Export Picture (1/2)
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) Image Tool V1.2

Exit Bootloader Cursor Font BinFile GIFTool
Picture

FAETF

LEVETOP Electronics.

Control

Input Picture
All Convert
Exit

R5GEBS e
RGE

®ReE
Start to convert, please wait...

(CIBGR
5. Click OK button

2.bmp
3.png
4.bmp

Figure 15-7: Export Picture (2/2)

5. Create Bin file success when “Convert ok” is displayed.
O imageTool V12

Exit Bootloader Cursor Font BinFile GIFTeol
Picture

Control

Input Picture

Single Convert

[ Exit
RGB
(@)RGE

1.bmp

2.bmp
Here it will show the resolution ,

3 Enﬁ

address and size of each picture.

I ——————— ]
|

Figure 15-8: Create Picture Bin File
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6. When create Picture Bin file was finished, you can see the exported “Picture1.bin” in the destination
folder.

4]

Picture Tools Pictures

I <

File Home Share View Manage
i v <« levetop » LT_IMAGE_TOOL » Pictures
7+ Quick access Wm{ﬂ
y
B Desktop |

# Downloads

.% Documents
= Picturel.bin

» &% % 5

[&] Pictures

Figure 15-9: Generated Picture Bin file
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15.3 Create GIF’s Bin File

If you want to play GIF animation, you can cut the GIF file into many pictures and then use DMA
transfer to save the pictures to the 1t768x built-in display memory. This will achieve the effect of
displaying the animation. Users can use Levetop's software tool - Lt image tool.EXE to import an
animated GIF file, and then generate a series of pictures of the bin file. Detailed steps can refer to

Lt_image_tool.EXE's user manual, or the following:

1. Execute LT_IMAGE_TOOL.EXE then click “GIFTool”
interface:

to open the Gif Picture Bin file production

J

Picture

Bootloader Cursor Font BinFile GiFTool

Contral

¥ GIF Toal

GIF Picture

Ctrl

Input Picture

Single Convert
All Convert
Close

IRSGSB 5 %
RGE

®)RGB

(JBGR

Figure 15-10: Open the Create Gif Picture Window
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2. Click “Input Picture” button to select Gif file:

J
GIF Pictu : :
ol 1. Click Input Picture button
J Open S
ra v A 5 This B s Dictursr 5 GIF ai |y Search GIF y)
1 Single Convert
Organize - Nawfclder2\ SeIECt a glf = - M 0
All Convert
[ This PC
Close
J 3D Objects
I Desktop w [RseB5 «]
5 Documents 4 ReB
Dionicads 5-121204193R0-5 |  86afe7414617¢38f  bSafd0ddbedf7c7
¥ Boisnloads 0.gif 64e53ccb528b33  fd37a7B12fc337e @®ras
D Music 3.qif bO.qif Ons
| Pictures =
B videos 0 i
e Local Disk (C3)
- Data (%)
¥ Metwork
W
File name: | 5-121204192R0-50.gif <| [ang.gitr.cin -
3. Click Open button Cancel
Figure 15-11: Slect Gif File
Jc

GIF Picture Ctrl

Input Picture

Single Convert
All Convert

Close

ﬁSGSBS ~

RGE
@ RGE

(O BGR

[ 5-121204193R0-50.gif
85afe7414617¢38ff54e 53cch528b333
b5afa0ddbedfic7fd37a7812fc337eh9

Figure 15-12: Loading the Gif File
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3. Setup the output format of picture: 16bpp or 24bpp color depth, and RGB or BGR format.

(¥ GIF Tool
GIF Picture

Ctrl

Input Picture

Single Convert

choose output parameters

R.5G6B5

RBG3BS
(®)RGE

(BGR

[5-121204193R0-50.if |
86afe74146 17c38ff64e53cch 5280333
b5af90ddbedf7c7fd37a78 12fc337eb3

Figure 15-13: Setup the Picture Output Format

4. Export a Gif or all the Gif's Picture files. Note, when you enter a file name, the file name cannot

contain the following characters, such as:? */* *:

|, otherwise it cannot be saved.

# 3D Objects
[ Desktop

=| Documents
@ Downloads
J\. Music

&= Pictures

m Videos

% Local Disk (C:)

O
GIF Picture Cirl
O sens 2. Choose the path |
Input Picture
« . r| <« LT_IMAGE_TOOL > g\fl v &
Organize = MNew folder = - (2]
-y All Convert
[ This PC

=0bw® 3 Enter a file name

1. Single Convert : Convert selected gif

All Convert : Convert all gif
@RGa

() BGR

86afe7414617c38ff64e53cch528b333
b5afa0ddbedf7c7fd37a7812fc337ebg

Fileﬂam*|load i =

Save as type:

~ Hide Folders

Cancel |

4. Click Save button

Figure 15-14: Export Picture (1/2)
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o

GIF Picture Cirl

Input Picture
Single Convert
All Convert
Close
1
[RsGeBS -

RGE
(@ RGB

(JBGR

Lt image tool vl

Start to convert, please wait... | 5-121204193R.0-50.if I

G6afe7414617c368ff64e53ccb528b333
5. Click OK button

b5afa0ddbedfc7fd37a7812fc337eb9

Figure 15-15: Export Picture (2/2)

5. Create Bin file success when “Convert ok” is displayed.

J
GIF Picture Cirl
[
Input Picture
All Convert
Close

—
[rscess v
RGE

(@ RGB

Lt image_tool_vi (BeR

[conenai]If success, it will show Convert OK s

iff64e53cch528b333
b5afa0ddbedf7c7fd37a7812fc337eb9

{128, 128, 0x00018000, 0x00008000}, //5-121204193R0-50,aif Frames3 [
{128, 128, 0x00020000, 0x00008000}, //5-121204193R0-50,gif Frames4
{128, 128, Dx00023000, DX0D0D0BO0DY, //5-12 1204133R0-50.gif Frames5 . : .
{128, 128, 0x00030000, 0x00008000}, {/5-121204193R.0-50. gif Framess Here it will show the resolution .
{128, 128, 0x00038000, 0x00008000}, //5-121204193R0-50.gif Frames7

{128, 128, 0x00040000, 0x00008000}, //5-121204193R0-50,gif Frames3 - :
{128, 128, 0x00048000, 0x00003000}, //5-121204193R0-50. gif Frames2 add ress and s|ize Of each p|Cture.
{128, 128, Dx00050000, Dx00008000}, //5-121204193R0-50.cif Frames 10
{128, 128, 0x00058000, 0x00008000Y, //5-121204193R0-50. cif Frames 11 ‘ :‘

I ERERERERERERERER E  ,, ————
Figure 15-16: Create Picture Bin File
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6. When create Picture Bin file was finished, you can see the exported “load.bin” in the destination

folder. And a text file that list the detail of pictures information of Gif.

3 Quick access
B Desktop

-‘ Downloads
‘—__l" Documents

| Pictures

| ¥ - Picture Tools  gif
“ Home Share View Manage
e v A <« levetop » LT_IMAGE TOOL » gif

load.bin

load-Addr.tut

Figure 15-17: Generated Picture’s Bin File and Text File

You can see the resolution, address, size, and number of pictures for each picture of the GIF in the TXT

document.

j load-Addr.txt - Notepad

File Edit
/0

{128,
{128,
{128,
{128,
{128,
{128,
{128,
{128,
{128,
{128,
{128,
{128,

0x00000000,
0x0000s000,
0x00010000,
0x00015000,
0x000Z0000,
0x000Z28000,
0x00030000,
0x00038000,
0x00040000,
0x00045000,
0x00050000,
0x00055000,

Format View Help

0x00008000) , //5-121204183R0-50
0x00008000) , //5-121204183R0-50
0x00008000) , //5-121204183R0-50
0x00008000) , //5-121204183R0-50
0x00008000) , //5-121204183R0-50
0x00008000) , //5-121204183R0-50
0x00008000) , //5-121204183R0-50
0x00008000) , //5-121204183R0-50
0x00008000) , //5-121204183R0-50
0x00008000) , //5-121204183R0-50
0x00008000) , //5-121204183R0-50
0x00008000}, //5-121204183R0-50

gif-Frames0
gif-Framesl
gif-Frames2
gif-Frames3
gif-Framesd
gif-Framesh
gif-Framesh
gif-Frames?
gif-Frames8
gif-Frames9
gif-Frame=s10
gif-Frames11

L4

Figure 15-18: Picture’s Information
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15.4 The Combination of Bin Files

In the previous section, we had mention how to create Picture's bin file, and Section 10.3 also mentions
the method to create Font's bin file. The user can combine all of the bin files to a bin file, then
programming into the SPI Flash. Levetop provides a dedicated program LT_IMAGE_TOOL.EXE which
has a bin file combination feature that allows users to combine different bin files into a bin file. Users
can refer to LT_IMAGE_TOOL.EXE's instructions, or the following:

1. Execute LT _IMAGE_TOOL.EXE then click “Binfile”. This program can consolidate up to 6 bin files,
and click "File 1~6" to add them sequentially. Note that the Bootloader bin file needs to be placed at

address 0 that is file1.

Files

(O BinFile Combine The start address and length of each file

D:ﬂevemp\ﬂooﬂoadi\ﬁooﬁoader.bin I

I Start Address I Length{bytes)
o i

| |
|D:‘Jevemph,Dicmres\Picmres.bin | |31:=r | |4608000 |
[D:Vevetop\Pictures Pictures2.bin | [as08317 | [z340000 |
[D:Vevetop Pictures Pictures3.bin | [pess317 | [7es000 |
[D:Yevetop\Fonts\16_16Song.bin | |e218317 | [26726% |
|D:¥evetop\Font=\32_32Hei.bin | [a483581 | [1065056 |
CFiet ||l Fez | | Fies | | et | | Fes | [ Fles | | FleCombine | Cose

Figure 15-19: The Combination of Bin Files
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2. Click the "File Combine" button to save the consolidated file. Note, when you enter a file name, the
file name cannot contain the following characters, such as:? */* *: |, otherwise it cannot be saved.

ont  BinFile g R B
(T Save hs 2\ ChOOSE the path X Start Address Length(bytes)
« - 1 <« LT IMAGE.. * LT_IMAGE TOOL I v O r | | ‘ |
317 4608000
Organize » Mew folder = - |4608317 | ‘3840000 |

= -

8] Pictures i Mo items match your search, |B448317 | ‘?68000 |
levetop * [s216317 | [257764 |
Bootloader . . .
ey 1. Click File Combine button

2 e
Pictures -

#& OneDrive
O WPSTITRE
Emisrc 3 Epter a file name
File nam | v
Save as type: | V
. Hide Folders 4 Click Save button [ lEL

Figure 15-20: Save the Consolidated Bin File

When the "Combine over" is displayed, the combination succeeds and displays the address and size of
each source file. It also generates a "BinFile Combine-Addr.txt" file, which allows you to review the
details of each source file's address, size, and so on.

L BinFile Combine X
Files Start Address Length{bytes)

|D: \levetop\Bootloader Bootloader . bin | |0 | 317
|D:‘,Ievet0|:|'lPicthes‘lPicthes.bin | |31? | |4GUBUDU |
|D:‘.,Ievetop‘lPicthes‘nPicthesZ.bin | |460831? | |3340000 |
|D:Vevetop Pictures\Pictures3.bin | [ss48317 J 758000
|D:\,Ievetop‘lFonts'n,16_lGSong Lt_image_tool x :I
|D:\.Ievetop‘lFonts'~.32_321-|ei.t+I Combine over I :I
| Fei || Fez | 0k k] | oo

Here it will show the address,

size and path of each file

Figure 15-21: Bin Files Combination Success
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3. Created a “BinFile Combine-Addr.txt” file:

| BinFile Combine-Addr - Notepad — O x
Eile Edit Fermat View Help

[f0x00000000, 0x00000130}, //D:\levetop\Bootloader\Bootloader. bin
[0x0000012D, 0x00465000}, //D:\levetop'Pictures\Pictures. bin
[0x0046512D, 0x00349200}, //D:\levetop'Pictures\PicturesZ. bin
[0x0080E92D, 0x000BB200}, //D:\levetop‘Pictures\Pictures3.bin
[0x008CAL1ZD, 0x00041400}, //D:\levetop'Fonts416_16Song. bin
[0x0090BE=D, 0x00108000}, //D:\levetop\Fonts'32 32Hei.bin

Figure 15-22: The contents of “BinFile Combine-Addr.txt”

After the consolidation is complete, you can see the exported "Binfile Combine.bin" file in the
destination folder. The user can use the SPI Flash Programmer to save this file to an external SPI Flash
connected to LT768x.

| 7] = | Picture Tools | T_IMAGE_T|
Home Share View Manage
€« v P » ThisPC » Data (D) » levetop » LT_IMA

3 Quick access

B Desktop +
‘ Downloads o
.‘j Documents o

[&] Pictures . BinFile
Combine.bin

levetop +

Figure 15-23: Generated "Binfile Combine.bin" File
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15.5 How The Program Calls The Bin File of SPI Flash

Here are two examples of how programs invoke bin file data that has been programmed into SPI Flash.
One is to display the picture "Picture1" and "Picture2" in the program. The other is to call the font

“16_16 FRIE{R” in SPI Flash in the program.

Example 1: Use DMA to read the "Picture1" and "Picture2" from LT768 's external Flash(SPI-0) and
display in turn on the screen. These two pictures are continuously stored in the Flash, and
both of their resolution are 800*480 with 16bit color depth. The TFT Panel Size is
1024*600, and the top-left corner of the picture is located at the screen (200, 100).

Select_Main_Window_16bpp(); /I Setup the Color Depth to 16bit
Main_Image_Start_Address(0); /I Setup the Start Address(0) of Main Window
Main_Image Width(1024); /I Setup the Width(1024) of Main Window
Main_Window_Start_XY(0, 0); /I Setup Start Coordinate(0, 0) of Main Window
Canvas_Image_Start_address(0); /I Setup the Start Address(0) of Canvas Window
Canvas_image_width(1024); /I Width of Canvas Window
Active_Window_XY(0, 0); /I Setup Start Coordinate(0, 0) of Active Window
Active_Window_WH(1024, 600); /I Setup Active Window Size: 1024*600

while(1)

{

[*--—- Display Picture1, address is 0x0000013D-----*/
LT768_DMA_24bit_Block(0, 0, 200, 100, 800, 480, 800, 0x0000013D);
delay_ms(500);

[*-----Display Picture2, Address is 0x0000013D+1024*600*2-----*/
LT768_DMA_24bit_Block(0, 0, 200, 100, 800, 480, 800, 0x0000013D+1024*600*2);
delay_ms(500);

}

1024

(200, 100)

>480
600

Figure 15-24: Show the Picture which Stored in SPI Flash (Example-1)
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Example 2: Use DMA mode to read "16*16 fRf&{A" font data from the LT768's external Flash (SPI-1).

And show a Red text string "= REFHBR/AE" that start from the position (625, 150)

of TFT screen. The string size does not enlarge, background color is transparent, and the
font is aligned. The TFT panel still use 1024*600 resolution in this example.

Select_Main_Window_16bpp(); /I Setup the Color Depth to 16bit
Main_Image_Start_Address(0); /l Setup the Start Address(0) of Main Window
Main_Image Width(1024); /I Setup the Width(1024) of Main Window
Main_Window_Start_XY(0, 0); /I Setup Start Coordinate(0, 0) of Main Window
Canvas_Image_Start_address(0); /I Setup the Start Address(0) of Canvas Window
Canvas_image_width(1024); /I Width of Canvas Window
Active_Window_XY(0, 0); /I Setup Start Coordinate(0, 0) of Active Window
Active_Window_WH(1024, 600); /I Setup Active Window Size: 1024*600

LT768_ DrawSquare_Fill(0, 0, 1024, 600,White); // Fill background to White

[*-mm- Initialization before using the external font ----- */

[*--—- The start address of the Font Library: 0x0115E1BD, Library Size: 0x00041400 ----- */
LT768 Select Outside Font_Init(1, 0, 0x0115E1BD, 1024*600*2, 0x00041400, 16, 1, 1, 1, 1);
[*-mm- Display Text String ----- */

LT768_Print_Outside_Font_String(625, 150, Red, White, (u8*)"Rseh REEFHIRAF");

1024

/,fi EARETAHMRAE)

(625, 150)

600

Figure 15-25: Call the Font in SPI Flash and Display a Text String (Example-2)
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16. Touch Panel Interface

The touch screen is often used when using a TFT color display. And the touch controller on the touch screen
is usually connected to the main control panel through the FPC with SPI or I2C interface. Because LT768x
provides the SPI master and |12C master features, the FPC pins on the touch screen can be directly attached
to the LT768x. Then the MCU on the main control board directly reads and controls the touch chip through the

LT768x MCU interface.

LT768x Serial Flash
SFCLK CLK
SFDO |« DI i
1
SFDI » DO
SFCS0# » CS#

SFCS1#

RP/CP Touch Controller

» CLK

» DI

» DO

€% (LT2305)

3

RP/CP Touch Controller

12CMCK » CLK
I2CMDA |« » DA

Figure 16-1: Touch Screen Interface of SPI and 12C Master

Figure 16-1 is the LT768x SPI/I2C touch screen interface. If you use our capacitive touch controller - LT2305,
then you can use the SPI Master interface. The detail of description of control mode of SP1/I2C Master and

the related sequence diagrams can be referenced in Chapter 10th of LT768x specification.
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17. Power Management

In the management mode of power supply, there are four operation modes of LT768x. Depending on the
amount of power consumption, from high to Low: Normal mode, Standby mode, Suspend mode, and Sleep
mode. The four modes of operation are set by the register REG[DFh]. The following table is four operation
modes of clock action comparison tables:

Table 17-1: Power Management vs. Clock Active

Normal Mode Standby Mode Suspend Mode Sleep Mode

ltem PLL Enable Parallel Serial Parallel Serial Parallel Serial

MCU MCU MCU MCU MCU MCU
MCLK | MPLL Clock I\(/Illzlc_;t ’\(/IIE)I;:; oscC oscC Stop Stop
CCLK | CPLL Clock 0OsC 0OsC Stop OSsC Stop OsC
PCLK PPLL Clock Stop Stop Stop Stop Stop Stop
CPLL ON ON ON OFF OFF OFF OFF
MPLL ON ON ON OFF OFF OFF OFF
PPLL ON ON ON OFF OFF OFF OFF

Note:
1. When LT768x enters the power saving mode, the LCD interface will not output the signal. Therefore,
before entering the power-saving mode, Host need to do the LCD module display off or power off to
avoid LCD polarization damage.

2. The “OSC” means external X'tal oscillator.

17.1 Normal Mode

In this mode, three of the internal PLL functions are working normally. That is, Host setup
Registers to control three PLL respectively produce CCLK (Core Clock), MCLK (Display RAM
Clock) and PCLK (LCD scan Clock). Because the PLL need some time to work stable, therefore,
Host must first through the register 01h bit7 to know whether the PLL frequency is in a stable state.

17.2 Standby Mode

void LT768_Standby(void); /I Enter Standby Mode

void LT768_ Wkup_Standby(void); /[l Wake up from Standby Mode
17.3 Suspend Mode

void LT768_Suspend(void); /I Enter Suspend Mode
void LT768_ Wkup_Suspend(void); / Wake up from Suspend Mode
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17.4 Sleep Mode

void LT768_SleepMode(void); /l Enter Sleep Mode
void LT768_Wkup_Sleep(void); /l Wake up from Sleep Mode
17.5 Wake Up

There are three ways to wake from power-saving mode: External interrupt wakeup, keyboard scan
wakeup, software wakeup. If the MCU interface is set to parallel mode, PSM[0] is an external interrupt
input pin. Using an external interrupt or a keyboard scan to wake up, LT768x will send an interrupt
signal INT# to the MCU.

LT768
PSM[O] |¢ Ext. Interrupt

Ki4
KI3
K2

To MCU +—————— INT# il
KIO —‘
ko4 ———0-0-0-0-0——
03 ———O-(-0-D-0——
o2 ——O-0-0-0-0——
o1 [——— 00 L0
TTTTT

Keypad-Scan

Figure 17-1: Wake Up

Write "0" to register REG[DFH] BIT7 of LT768x will generate software wakeup. The bit will be cleared to
"0" after the LT768x is awakened. Reading this bit is still kept "1" when the LT768x is not fully
awakened. The MCU must wait for LT768x to jump out of the power-saving mode to allow data write to
registers. The MCU can check this bit or the status register bit bit1 (power saving) to see if the system
has returned to normal operating mode. The wake up functions is as follows:

void LT768_ Wkup_Standby(void); /I Wake up from Standby Mode
void LT768_ Wkup_Suspend(void); /l Wake up from Suspend Mode
void LT768_ Wkup_Sleep(void); /l Wake up from Sleep Mode
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18. STM32+LT768x Demo Board

18.1 PCB Interface

The following figure is a demo board composed of STM32F103VE and LT768. It can connect to the
standard 50PIN TFT RGB FPC Interface (J5). STM32F103VE (U4) already contains demo program for
1024*600 resolution TFT panel. LT768x (U1) connects an external 128Mb SPI NOR Flash (U3) that
containing the fonts and pictures required for the demo program.

SW1 can be used to choose between STM32F103 and LT768x which interface is used
(8080/6800-port, SP/I2C serial port). Users can write or modify STM32F103's demo program through
the compilation environment, and then download the program through J2 to internal Flash of
STM32F103. The required font and pictures can refer to the Chapter 11 and 15 of the description to
generate Bin file, and then through the J1 by the programmer download to SPI Flash.

Users can also update the STM32F103 program and SPI Flash data directly through our assistive tools
via the SD card (U5) interface.

RP12 RPY RP14

v
: ]

AL

Figure 18-1: STM32+LT768x Demo Board
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18.2 Circuit Diagram

For STM32+LT768x Demo Board schematic diagram information, please contact our Sales or FAE
department.

File Name: STM32+LT768 Demo Board V.x.rar

18.3 Demo Program

For STM32+LT768x Demo program information, please contact our Sales or FAE department.

File Name: STM32_LT768 Demo_128Mbit_V10.rar

18.4 SPI Flash Programming

For STM32+LT768x Demo board, if you want to update the data (Bin file) in SPI Flash, there are three
ways to do this:

Mode 1: Use the MCU serial (UART) port to receive data from the PC, while updating the SPI
Flash data.

The specific control flow chart is as follows:

MCU I/F
5

LT768x

Figure 18-2: Update the data in SPI Flash via MCU UART Serial Port

The source of the data(Bin file) is provided by the PC/NB, and then the MCU is transmitted through the
UART interface, then MCU transfer Bin file data into SPI Flash through the LT768x SPI Master
interface. However, special attention should be paid to the UART speed and MCU to write data to
LT768x speed to match. Because STM32’s serial port has more than one DMA function to receive data,
DMA can be used to receive data from the PC/NB end. And LT768x write data to Flash in the speed
required than the MCU serial port to receive data faster.
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Mode 2: Use the SD card connected to the STM32 to update the data in the SPI Flash.

The specific control flow chart is as follows:

MCU IfF

Figure 18-3: Update the Data in SPI Flash through the MCU SD Card

Mode 3: Using a dedicated Flash programmer, the data in SPI Flash is updated directly through
the Flash control pins reserved on the board.

This method needs to LT768x TEST[2] pin pull low, TEST[1] pin pull high, so that LT768x into the test
mode and disconnect the control of Flash. This is so that data can be burned to Flash without being

affected by LT768.

MCU I/F

LT768x

_ Flash
Programmer

Figure 18-4: Update Data in SPI Flash by PC through Dedicated Flash Programmer
The dedicated Flash Programmer can be easily purchased on the website. It is best to confirm that the
SPI Flash model used is supported before purchasing. If you have questions, you can contact with us.

Note: Refer to Sections 11.3 and 15.2~15.4 for the creation of Bin files.
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19. STC51+LT768x Demo Board

19.1 PCB Interface

The following figure is a demo board composed of STC8051 and LT768. It can connect to the standard
50PIN TFT RGB FPC Interface (J5). STC8051 (U5) already contains demo program for 1024*600
resolution TFT panel. LT768x (U1) connects an external 128Mb SPI NOR Flash (U3) that containing
the fonts and pictures required for the demo program.

SW1 can be used to choose between STC8051 and LT768x which interface is used (8080/6800-port,
SP/I2C serial port). Users can write or modify STC8051's demo program through the compilation
environment, and then download the program through USB to internal Flash of STC8051. The required
font and pictures can refer to the Chapter 11 and 15 of the description to generate Bin file, and then
through the J1 by the programmer download to SPI Flash.
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Figure 19-1: STC8051+LT768x Demo Board
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19.2 Circuit Diagram

For STC8051+LT768x Demo Board schematic diagram information, please contact our Sales or FAE
department.

File Name: STC8051+LT768 Demo Board_V1.x.rar

19.3 Demo Program
For STC8051+LT768x Demo program information, please contact our Sales or FAE department.

File Name: STC8051 LT768 Demo_128Mbit_V10.rar

19.4 SPI Flash Programming

For STC8051+LT768x Demo board, if you want to update the data (Bin file) in SPI Flash, there are
three ways to do this:

Mode 1: Use the MCU serial (UART) port to receive data from the PC, while updating the SPI
Flash data.

The specific control flow chart is as follows:

Figure 19-2: Update the data in SPI Flash via MCU UART Serial Port

The source of the data(Bin file) is provided by the PC/NB, and then the MCU is transmitted through the
UART interface, then MCU transfer Bin file data into SPI Flash through the LT768x SPI Master
interface. However, special attention should be paid to the UART speed and MCU to write data to
LT768x speed to match. STC8051 can use the interrupt of the serial port to receive data and use two
1K buffer respectively. One of the buffers is receiving PC/NB data, and another buffer writes the data to
Flash. The speed of writing data to Flash needs to be faster than the serial port to receive data.
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Mode 2: Using a dedicated Flash programmer, the data in SPI Flash is updated directly through
the Flash control pins reserved on the board.

This method needs to LT768x TEST[2] pin pull low, TEST[1] pin pull high, so that LT768x into the test
mode and disconnect the control of Flash. This is so that data can be burned to Flash without being
affected by LT768.

STC8051 g

B Flash

Programmer

Figure 19-3: Update Data in SPI Flash by PC through Dedicated Flash Programmer

Since STC8051 is an 8-bit MCU, it does not have the ability to receive data by DMA. So if you use
mode 1 from 8051 to programming data to SPI Flash will be slower. We recommend the use of Mode 2,
by dedicated Flash programmer to update SPI Flash.
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20. LT7680 SPI Demo Board

20.1 PCB Interface

The following figure is a demo board composed of Levetop’s LT32A01 and LT768. It can connect to the
standard 40PIN TFT RGB FPC Interface. LT32A01 (U3) is a 32bit MCU that develop by Levetop, and it
already contains a simple demo program for 480*272 resolution TFT panel. LT7680A (U1) connects an
external 128Mb SPI NOR Flash (U2) that containing the fonts and pictures required for the demo

program.

LT7680 support SPI interface only. The users can write or modify LT32A01's demo program through
the compilation environment, and then download the program through programmer to internal Flash of
LT32A01. The required font and pictures can refer to the Chapter 11 and 15 of the description to
generate Bin file, and then through the connector (COMS8) by the programmer download to SPI Flash.
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20.2 Circuit Diagram

For LT7680 Demo Board schematic diagram information, please contact our Sales or FAE department.

File Name: LT7680_SPI Demo Board_V1.x.rar

20.3 Demo Program
For LT7680 Demo Program information, please contact our Sales or FAE department.

File Name: LT7680_SPI Demo_64Mbit_V10.rar
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20.4 SPI Flash Programming

For LT32A01+LT768x Demo board, if you want to update the data (Bin file) in SPI Flash, you can use a
dedicated Flash programmer to update the data through connector — COM8. This method needs to pull
low the RST pin of LT7680, then LT7680 into the test mode and disconnect the control of Flash. This is
so that data can be burned to Flash without being affected by LT7680.

SIPHILSF

LT32A01 LT7680

Figure 20-2: Update Data in SPI Flash by PC through Dedicated Flash Programmer

The dedicated Flash Programmer can be easily purchased on the website. It is best to confirm that the
SPI Flash model used is supported before purchasing. If you have questions, you can contact with us.

Note: Refer to Sections 11.3 and 15.2 ~ 15.4 for the creation of Bin files.

20.5 Use External MCU

If the user uses an external MCU to control LT7680, the R14, R15, R16, and R17 on the demo board
must be disconnected. Through the SPI interface (J1), the external MCU can control the LT7680. And

no need to weld and remove LT7680. Users can refer to the schematic diagram of the LT7680 SPI
Demo board.
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21. Use LT7681/7683/7686 to Make Standard TFT Module (LCM)

LT768x is suitable to transform the traditional RBG interface TFT module into a TFT module with MCU
interface. This chapter will introduce the LT7681/7683/7686 (LQFP-128pin) as the standard MCU interface
module of the schematic diagram and precautions.

21.1 Block Diagram

Figure 21-1 is a LT7681/7683/7686 LCM block diagram. LT768x output of RGB signal directly to the
standard RGB TFT-LCD display. The RGB data can be 16bit (5/6/5), 18bit (6/6/6), or 24bit (8/8/8). And
through the PSM[2:0] can be set (reference module schematic diagram of the SW1) MCU interface is
I2C/SPI serial or 6800/8080-port.

RP/CP Touch
SPI Device I/F 12C Device I/F
TFT-LCDI/F
12CMCK, =
MR 1T7681/7683/7683 :
12¢ :
SPI Flash ) Mesist Sl :
SFCSO# > §
SFCLK, SFDO, SFDI LCD I/F VDD VDD :
CLK, DI, DO |« & > SPI .
SFCS1# Master H
Ccs# % :
Voo PWMO :
RSTH# - =
MCU I/F o
T S %

SPI Flash SPII/F 8bit1/F 16bit I/F
Programming Port

Figure 21-1: LT7681/7683/7686 Block Diagram

When setting the parallel mode, the 8-bit or 16-bit data transfer is determined by the bit0 of the Register
REG[01h]. If bit0=0, set to 8bit data bus. If bit0=1, set to 16bit data bus. As shown in Table 21-1 below
or in Chapter 2 of the Reference specification:
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Table 21-1: MCU Interface Mode

PSM[2:0] MCU I/F Mode

00X 8bits or 16bits 8080 Parallel Interface Mode
01X 8bits or 16bits 6800 Parallel Interface Mode
100 3-Wire SPI Mode
101 4-Wire SPI1 Mode

11X I12C Mode
0 represents the DIP switch to ON (grounded) state.

The SPI Flash on the block diagram is mainly used to store the image data used in the application, or
the font file. Module factory can be the customer's needs in advance to burn in SPI Flash, and then
solder it on the PCB. Or by the MCU side through the LT768's MCU interface to programming the data
(Bin file) to SPI Flash. You can also directly through the SPI Flash programming Interface
(programming port) directly with the programmer burning Bin file. We recommend that the TFT module
factory reserved the SPI Flash programming interface.

If the PWMIO] pin is connected to a 10K pull resistor, then the "Power on Display" feature will be
enabled (enable). The primary purpose of this feature is to quickly display the screen without an
external master processor, or when the primary processor is still in the starting phase, by executing the
program code stored in the Flash memory at boot time to show a picture on screen immediately.
LT768X contains SPI master and 12C master circuits, so the SPI and 12C interfaces can be connect to
the resistive touch screen or capacitive touch screen. The end customer can easy to control or read
touch screen data through LT768x to reduce the waste of MCU interface resources.

TFT module Factory can use the existing RGB TFT screen, plus LT7681 (or LT7683/LT7686) Control
Board becomes a standard TFT module that with the MCU interface, and the rapid introduction of the
market. As shown in Figure 21-2. The type of MCU interface can be fixed or open to the client to set up
(such as the SW1 of the module schematic diagram).

l:rtEVETOP
FT LCD
'% Controller

SPI, 8/16bits
MCU I/F

Figure 21-2: TFT Module with MCU Interface
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21.2 Schematic Diagram

For LT7681/7683/7686 standard MCU interface module schematic diagram, please contact our Sales
or FAE department.

File Name: LT7681.3.6 LCM Demo V1.0.zip

21.3 The Programming of SPI Flash

In the previous Section 21.1, it is mentioned that the SPI Flash can be programmed by MCU through
the LT768x's MCU interface. Or directly through the programming interface of SPI Flash to copy the Bin
file by the programmer.

SPI Flash's programming interface including 4 control pins and power source (reference module
schematic diagram of the J1 Connector), and then use a dedicated Flash programmer to update the
data. In order to be able to copy data to Flash without being affected by LT768, you must take any of
the following three measures before programming:

1.  Disconnect LT768x power supply, only supply power to SPI Flash when programming.
2.  The RST# of the I768x has to connect GND.
3. LT768x's TEST[2] pin pull low, and TEST[1] pin pull high.

These three ways can make the LT768x disconnected Flash control, can also use Flash programmer to
write successfully. As shown in Figure 21-1 of the preceding Section 21.1, the 3rd method is used (the
SW1 of the module schematic diagram). That is, the DIP switch is ON in normal state (TEST[1] pin is
pull low), when want to programming Flash through the SPI Flash interface, DIP Switch has to change
to OFF state (TEST[1] pin is pull high). In this way, the Flash programmer can successfully copy the Bin
file data to Flash through the J1 connector.

We recommend that the RST# pins can be connect to the Flash programming interface and be
externally controlled directly. There is no need to connect the DIP Switch, in the Flash programming will
be more convenient.
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22. Use LT7680 to Make Standard TFT Module (LCM)

This chapter will introduce the LT7680 (QFN-68pin) as the standard MCU interface module of the schematic

diagram and precautions.

22.1 Block Diagram

Figure 22-1 is a LT7680 LCM block diagram. LT7680 output of RGB signal directly to the standard RGB
TFT-LCD display. The RGB data can be 16bit (5/6/5) or 18bit (6/6/6).

LT7680 MCU interface only supports SPI or 12C serial port, and can be set through the PSM[1].As
shown on below block diagram, the DIP switch "ON" state to select SPI serial port, "OFF" state to select
I2C serial port. Or as the schematic diagram of the LT7680 module, when the R64 welding 0 ohm
resistor is select SPI serial port, R65 welding 0 ohm resistor is select 12C serial port.

RP/CP Touch
SPI Device I/F
TFT-LCD I/F
A A H
LT7680 :
H
L)
:
R/G/B e
SPI Flash = > :
SFCSO# LCD |/F §
L]
ELK I B0 |« ° SFCLK, SFDO, SFDI 5 SP| E
SFCS1# Master .
CS# |« :
VDD E
L)
Le |
RST#
MCU I/F
{} ON: SPI
OFF: 12C
h 4
=] ==
SPI FIa;h SPI/12C MCU I/F
Programming Port

Figure 22-1: LT7680 Block Diagram

The SPI Flash on the block diagram is mainly used to store the image data used in the application, or
the font file. Module factory can be the customer's needs in advance to burn in SPI Flash, and then
solder it on the PCB. Or by the MCU side through the LT768's MCU interface to programming the data
(Bin file) to SPI Flash. You can also directly through the SPI Flash programming Interface
(programming port) directly with the programmer burning Bin file. We recommend that the TFT module
factory reserved the SPI Flash programming interface.

If the PWM]IO] pin is connected to a 10K pull resistor, then the "Power on Display" feature will be
enabled (enable). The primary purpose of this feature is to quickly display the screen without an
external master processor, or when the primary processor is still in the starting phase, by executing the
program code stored in the Flash memory at boot time to show a picture on screen immediately.
LT768X contains SPI master and 12C master circuits, so the SPI and 12C interfaces can be connect to
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the resistive touch screen or capacitive touch screen. The end customer can easy to control or read
touch screen data through LT768x to reduce the waste of MCU interface resources.

TFT module Factory can use the existing RGB TFT screen, plus LT7680 Control Board become a
standard TFT module that with the SPI/I2C interface, and the rapid introduction of the market. As
shown in Figure 22-2. The type of MCU interface can be fixed to SPI or 12C (such as LT7680 module
schematic diagram in R64 or R65 welding 0 ohm resistor). TFT module Factory can also use the
existing RGB TFT Panel, add LT7680's related circuit to modify FPC, as shown in Figure 22-3.

SPI/12C
MCU I/F

Figure 22-3: TFT Module with SPI/12C MCU Interface (2)
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22.2 Schematic Diagram

For LT7680 standard MCU interface module schematic diagram, please contact our Sales or FAE
department.

File Name: LT7680 LCM Demo V1.0.zip

22.3 The Programming of SPI Flash

In the previous Section 21.1, it is mentioned that the SPI Flash can be programmed by MCU through
the LT7680's MCU interface. Or directly through the programming interface of SPI Flash to copy the Bin
file by the programmer.

SPI Flash's programming interface including 4 control pins and power source (reference LT7680
module schematic diagram of the J1 Connector), and then use a dedicated Flash programmer to
update the data. In order to be able to copy data to Flash without being affected by LT7680, you must
take any of the following two measures before programming:

1.  Disconnect LT7680 power supply, only supply power to SPI Flash when programming.
2. The RST# of the LT7680 has to connect GND.

These two ways can make the LT768x disconnected Flash control, can also use Flash programmer to
write successfully. As shown in Figure 22-1 of the preceding Section 22.1, the 2nd method is used (the
S1 of the module schematic diagram). That is, the DIP switch is "OFF" in normal state (RST# pin is pull
high). When the user want to programming the Flash through the SPI interface, DIP switch has to
change to "ON" state (RST# pin is pull low), then the Flash programmer can successfully copy the Bin
file data to Flash.

We recommend that the RST# pins can be connect to the Flash programming interface and be
externally controlled directly. There is no need to connect the dip Switch, in the Flash programming will
be more convenient.
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22.4 The Method of 4-wires SPI Transfer to 3-wires SPI

LT7680 MCU interface only provides 3-wires SPI mode and 12C serial port mode. In 3-wires SPI mode
if the MCU side is a 4-wires SPI, you can use the following Figure 22-4 of the application circuit to
connect. The TFT module factory may also consider adding this resistor to the LT7680 module side.

MCU

LT7680

scK
cs

MOSI

M
MISO 510Q~1KQ

SCLK
SCS#

sD

Figure 22-4: The Method of 4-wires SPI Transfer to 3-wires SP
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23. Function Library Description
23.1 Function Library
B The Register Control Functions of LT768

File Name: LT768.c

B The Declaration of Register Control Function

File Name: LT768.h

B The Function Library of LT768

File Name: LT768 Lib.c

B The Declaration of Function Library

File Name: LT768_Lib.h

23.2 Application Software
B Bin File Generator for SPI Flash

File Name: LT_IMAGE_TOOL.EXE

LT IMAGE_TOOL.EXE is a dedicated program offered by Levetop Semiconductor. It's developing for
the LT768X TFT controller external to the SPI Flash, it can transfer the pictures, boot program, graphics
cursor and font into Bin file format. And integrate these Bin files to a SPI Flash Bin file. This program
includes 5 features:

B Make Picture’s Bin file
B Set up Boot Loader
B Make a Graphics Cursor

B Make the Font’s Bin file

W Bin file Integration

For the detail, please contact us or refer to the user manual of LT _IMAGE_TOOL.EXE.
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24. Function Library List

Table 24-1: Function Library List

No. Function Name Function Description Page
Initialize
1 LT768_SW_Reset() Software Reset 13
2 | LT768_PLL_Initial() Setup Clock & PLL 16

MCU Interface: 8bit 8080 Interface

3 FMSC_8_CmdWrite() 20
4 FMSC_8_DataWrite() 20
5 FMSC_8_ DataWrite_Pixel() 20
6 u8 FMSC_8_StatusRead() 20
7 u16 FMSC_8 DataRead() 21

MCU Interface: 16bit 8080 Interface

8 FMSC_16_CmdWrite() 22
9 FMSC_16_DataWrite() 22
10 FMSC_16_DataWrite_Pixel() 22
11 u8 FMSC_16_StatusRead(void) 22
12 u16 FMSC_16_DataRead(void) 22

MCU Interface: SPI Interface

13 SPI_CmdWrite() 23
14 SPI_DataWrite() 23
15 SPI_DataWrite_Pixel() 23
16 u8 SPI_StatusRead() 23
17 u16 SPI_DataRead() 24

MCU Interface: 12C Interface

18 u8 IIC_CmdWrite() 25

19 u8 1IC_DataWrite() 25

20 IIC_DataWrite_Pixel() 26

21 u8 IIC_StatusRead() 26

22 u8 IIC_DataRead() 26
Display RAM (SDRAM) Initialize

23 LT768_SDRAM_initail() Setup Display RAM(SDRAM) 27

LCD Output Signals Setup

24 Set LCD_Panel() Setup LCD Panel 32

25 VSCAN_T_to_B() LCD Scan — up to down 32
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No. Function Name Function Description Page
26 VSCAN_B to_T() LCD Scan — down to up 32
27 | PDATA_Set RGB() RBG O/P Format: RGB 32
28 PDATA_Set_RBG() RBG O/P Format: RBG 32
29 PDATA_Set_GRB() RBG O/P Format: GRB 32
30 | PDATA_Set GBR() RBG O/P Format: GBR 32
31 PDATA_Set_BRG() RBG O/P Format: BRG 32
32 PDATA_Set_BGR() RBG O/P Format: BGR 32
33 | HSYNC_Low_Active() HSYNC Active Low 32
34 | HSYNC_High_Active() HSYNC Active High 32
35 VSYNC_Low_Active() VSYNC Active Low 32
36 | VSYNC_High_Active() VSYNC Active High 32
37 DE_High_Active() DE Active High 32
38 DE_Low_Active() DE Active Low 32
Main Window’s Color Depth
39 | Select Main_Window_8bpp(); 256 Colors 33
40 Select_Main_Window_16bpp(); 65K Colors 33
41 Select_Main_Window_24bpp(); 262K / 16.7M Colors 33
Setup Main Window
42 Main_Ilmage_Start_Address() Start Address of Main Window 33
43 Main_Image_Width() Width of Main Window 33
44 | void Main_Window_Start_XY/() Start Coordinates of Main Window 33
Setup Canvas Window
45 void Canvas_Image_Start_address() Start Address of Canvas Window 34
46 void Canvas_image_width() Width of Canvas Window 34
Setup Active Window
47 void Active_Window_XY/() Start Address of Active Window 34
48 void Active_Window_WH() Start Coordinates of Canvas Window 34
MCU Write to Display RAM
49 | void MPUS_8bpp_Memory_Write() g"ggr ';aetsﬂi“;t;f;“; 35
50 | void MPUS_16bpp_Memory_Write() gg;’r ';aetst:“fé::;t; 35
51 | void MPU8_24bpp_Memory_ Write() g"ggr Baetst:”;‘;::’;“ 35
52 | void MPU16_16bpp_Memory Write() g"ggr Baetst:”fé;f:’;“ 35
53 | void MPU16_24bpp_Mode1_Memory_Write() E;A;:)Jr DDaetSt: u;;;:sit; 35
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No. Function Name Function Description Page
54 | void MPU16_24bpp_Mode2_Memory_ Write() gcigr DDaetSt: u;;;:sit; 35
Picture-in-Picture (PIP)
55 | LT768_PIP_lInit() PIP Initialize 38
56 LT768_Set_DisWindowPos() Picture Position of PIP 38
57 Disable_PIP1(); PIP1 Disable 38
58 Disable_PIP2(); PIP2 Disable 38
Direction Control of the MCU Write Data to Memory
59 MemWrite_Left Right_Top_Down() Left>Right, then Up>Down 39
60 MemWrite_Right_Left_ Top_Down() Left>Right, then Up>Down 39
61 MemWrite_Top_Down_Left_Right() h%frtizzngght (Right Rotate 90° & Flip 39
62 MemWrite_Down_Top_Left_Right() Left>Right (Left Rotate 90°) 39
Color Bar Display
63 LT768_Color_Bar_ON() Color Bar Display Enable 40
64 LT768 Color_Bar_OFF() Color Bar Display Disable 40
Geometric Drawing
65 LT768_DrawLine() Drawing a Thin Line 41
66 LT768_DrawLine_Width() Drawing a Thick Line 41
67 LT768_DrawCircle() Drawing a Hollow Circle 42
68 LT768_DrawCircle_Fill() Drawing a Solid Circle 42
69 | LT768_DrawCircle_Width() Drawing a Solid Circle with Frame 42
70 | LT768_DrawEllipse() Drawing a Hollow Ellipse 44
71 | LT768_DrawEllipse_Fill() Drawing a Solid Ellipse 44
72 LT768_DrawEllipse_Width() Drawing a Solid Ellipse with Frame 44
73 LT768_DrawSquare() Drawing a Hollow Rectangle 46
74 LT768_DrawSquare_Fill() Drawing a Solid Rectangle 46
75 LT768_DrawSquare_Width() Drawing a Solid Rectangle with Frame 46
76 LT768_DrawCircleSquare() Drawing a Hollow Rounded-Rectangle 48
77 LT768_DrawCircleSquare_Fill() Drawing a Solid Rounded-Rectangle 48
78 | LT768_DrawCircleSquare_Width() Err::’n"i:g a Rounded-Rectangle with 49
79 LT768_DrawTriangle() Drawing a Hollow Triangle 50
80 LT768_DrawTriangle_Fill() Drawing a Solid Triangle 50
81 LT768_DrawTriangle_Frame() Drawing a Solid Rectangle with Frame 51
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No. Function Name Function Description Page
82 LT768_DrawLeftUpCurve() Drawing an Upper-Left Curve 52
83 LT768_DrawLeftDownCurve() Drawing a Lower-Left Curve 52
84 | LT768_DrawRightUpCurve() Drawing an Upper-Right Curve 52
85 LT768_DrawRightDownCurve() Drawing a Lower-Right Curve 53
86 | LT768_DrawLeftUpCurve_Fill() Drawing an Upper-Left 1/4 Ellipse 54
87 | LT768_DrawlLeftDownCurve_Fill() Drawing an Lower-Left 1/4 Ellipse 54
88 LT768_DrawRightUpCurve_Fill() Drawing an Upper-Right 1/4 Ellipse 54
89 LT768_DrawRightDownCurve_Fill() Drawing an Lower-Right 1/4 Ellipse 55
90 LT768_DrawQuadrilateral() Drawing a Hollow Quadrilateral 56
91 LT768_DrawQuadrilateral_Fill() Drawing a Solid Quadrilateral 56
92 LT768_DrawPentagon() Drawing a Hollow Pentagonal 57
93 LT768_DrawPentagon_Fill() Drawing a Solid Pentagonal 57
94 unsigned char LT768_DrawCylinder() Drawing Cylinder 58
95 | LT768_DrawQuadrangular() Drawing Cube 59
96 LT768_MakeTable() Drawing Table 60

BitBLT Functions

97 | LT768_BTE_MCU_Write_ MCU_16bit() MCU Write with ROP 64
98 LT768_BTE_Memory_Copy() Memory Copy (move) with ROP 66
99 LT768_BTE_MCU_Write_Chroma_key_MCU_16bit() MCU Write with Chroma Key 69
100 | LT768_BTE_Memory_Copy Chroma_key() Memory Copy with Chroma Key 71
101 | LT768_BTE_Pattern_Fill() Pattern Fill with ROP 73
102 | LT768 BTE_Pattern_Fill_With_Chroma_key() Pattern Fill with Chroma Key 75
103 | LT768 BTE_MCU_Write_ColorExpansion_MCU_16bit() MCU Write with Color Expansion 78
104 | BTE_Alpha_Blending() Memory Copy with Opacity 84
105 | BTE_Solid_Fill() Solid Fill 87
Display Text
106 LT768_Select_Internal_Font_Init() Internal Font Initialize 88
107 LT768_Print_Internal_Font_String() Setup Internal Font 88
108 LT768_Select_Outside_Font_Init() External Font Initialize 89
109 LT768_Print_Outside_Font_String() Setup External Font 90
110 | LT768_Print_Outside_Font_String_BIG5() BRINE=FEE(BIGS) 90
111 | LT768_Print_Outside_Font_GB2312_48_72() RRKRIINETFE 91
112 | LT768_Print_Outside_Font_BIG5_48_72() EBRKAYIMNEFE(BIGS) 92
113 | Font_Line Distance() SERRNEFE - XF1TiE 93
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No. Function Name Function Description Page
Display Cursor
114 | LT768_Text_cursor_Init() Text Cursor Initialize 100
115 | LT768_Enable_Text Cursor() Enable Text Cursor 100
116 LT768_Disable_Text_Cursor(); Disable Text Cursor 100
117 | LT768_Graphic_cursor_Init() Graphic Cursor Initialize 102
118 | LT768_Set_Graphic_cursor_Pos() Change Graphic Cursor Position 102
119 LT768_Enable_Graphic_Cursor() Enable Graphic Cursor 102
120 LT768_Disable_Graphic_Cursor() Disable Graphic Cursor 102
PWM Control
121 | LT768_PWMO_lInit() PWMO Initialize 106
122 | LT768_PWM1_lInit() PWM1 Initialize 106
123 | LT768_PWMO_Duty(unsigned short Compare_Buffer) Setup PWMO Duty Rate 106
124 | LT768_PWM1_Duty(unsigned short Compare_Buffer) Setup PWM1 Duty Rate 106
DMA Transmission
125 | LT768_DMA_24bit_Linear() Linear DMA Mode: 24bit 121
126 | LT768_DMA_32bit_Linear() Linear DMA Mode: 32bit 122
127 | LT768_DMA_24bit_Block() Block DMA Mode: 24bit 123
128 | LT768_DMA_32bit_Block() Block DMA Mode: 32bit 124
Power Management
129 | LT768_Standby() Enter Standby Mode 141
130 | LT768 Suspend() Enter Suspend Mode 141
131 | LT768_SleepMode() Enter Sleep Mode 142
132 | LT768_Wkup_Standby() Wakeup from Standby Mode 142
133 | LT768_Wkup_Suspend() Wakeup from Suspend Mode 142
134 | LT768_ Wkup_Sleep() Wakeup from Sleep Mode 142
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OVersion History

Table A-1: Version History

Version Date Revision Description
V1.0 2018/03/10 Preliminary version.
1. Revised Section 11.2.3, 11.2.4 and 11.2.5 for
displaying the external Chinese font
(GB2312/BIG5 Encoding Format) and ways to
use Large (48*48, 72*72) Chinese fonts
V1.1B 2018/12/28 2. Add Figure 13-3: Reference Circuit of Backlight
Control.
3. Add Section 15.3 for make Bin file of Gif.
4. Update the Section 20.1, 20.4 and 20.5 for
LT7680 Demo Board.
o Copyright Notice
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Levetop assumes no responsibility arising from the use of the specifications described. The applications
mentioned herein are used solely for the purpose of illustration and Levetop makes no warranty or
representation that such applications will be suitable without further modification, nor recommends the use
of its products for application that may present a risk to human life due to malfunction or otherwise.
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